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Product Type Series
Range Page 

Number
End 

Restraint Flange drilling Deflection
Can be used on - Pipe Material Support bush 

(Pg 40)
Working pressure

DN (mm) Polyethelene PVC Ductile iron Cast iron AB Cast iron CD GRP Steel Stainless steel Clay Concrete Asbestos cement Bar

W
AT

ER
 A

ND
 W

AS
TE

 W
AT

ER

St
ra

ig
ht

 
Co

up
lin

gs

Universal 601/A-006 40-400 21 No / ±4° • • • • • • • • • • No PN16

Tensile resistant 621/41-001 40-300 22 Yes / ±3.5° • • Yes PN16

Universal tensile 631/00-001 50-600 23 Yes / ±4° • • • • • • • • • • • Yes PN16

Fabricated 258/30 350-1600 24 No / ±2° to ±8° • • • • • • • • • • No PN16/25

Tensile resistant 258/61 & 60 350-1200 25 Yes / / • • • • • • • • • • • No PN10/16
St

ep
pe

d 
co

up
lin

gs Universal 602/1-001 40-400 27 No / ±4° • • • • • • • • • • No 16

Tensile 632/00-001 50-300 28 Yes / ±4° • • • • • • • • • • • Yes PN16

Fabricated 259/30 350-1400+ 29 No / ±4° to ±8° • • • • • • • • • • No PN16/25

Fl
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pt

or
s

Universal 603/A-002 40-400 31 No PN10/16/25, BS 10 ±4° • • • • • • • • • • No PN16

Universal 603/A-003 80-200 32 No PN10/16/25, BS 10 / • • • • • • • • • • No PN16

Fabricated tensile 623/10-001 40-315 33 Yes PN10/16/25 ±3.5° • • Yes PN16

Universal tensile 633/00-001 40-450 34 Yes PN10/16/25 ±3.5° • • • • • • • • • • • Yes PN16

Fabricated 260/30 350-1400+ 35 No PN10/16/25, BS 10 ±2° to ±4° • • • • • • • • • • No PN10/16/25

Tensile resistant 260/61 & 60 350-1200 36 Yes PN16 / • • • • • • • • • • • No PN16

Combi 05/26 50-300 37 Yes PN10/16 / • • • • Yes PN10/16

Combi 05/60 50-300 38 Yes PN10/16 ±3.5° • • • • Yes PN10/16

Flange convertor 209/30-001 80-800 39 Yes PN10/16 / • • • • • • • • • • • No PN10/16

Dismantling 
joints

2 flange 265/30 300-1200 43 No PN10/16/25 ±60 • • • • • • • • • • • No PN16

3 flange 265/50-001 50-250 44 No PN10/16/25 ±30 • • • • • • • • • • • No PN16

3 flange 265/50-002 300-2200 45 No PN10/16/25 ±40 to ±80 • • • • • • • • • • • No PN10/16/25

W
al

l s
ta

rt
er

s Type 2 717/30-002 350-1600 47 No / / • • • • • • • • • • • No PN16

Type 3 717/30-003 350-1600 48 No PN10/16 / • • • • • • • • • • • No PN16

Type 5 717/30-005 350-1600 49 No PN10/16 / • • • • • • • • • • • No PN16

Type 6 717/30-006 350-1600 50 No PN10/16 / • • • • • • • • • • • No PN16

En
d 

ca
ps Universal 248/30-003 80-300 53 No / / • • • • • • • • • • No PN10

Universal 634/00-001 50-400 54 Yes / / • • • • • • • • • • • Yes PN16

Transition
Fittings

Universal transition coupler 635/00-002 50-300 57 Yes / ±4° • • • • • • • • • • • Yes PN16

Re
pa

ir 
cl

am
ps

 a
nd

 c
ol

la
rs Multi band 202/30-001 80-1450 59 No / / • • • • • • • • • No PN3/5/7/10 ≤ 300mm

Single band 203/30-001 15-60 60 No / / • • • • • No PN7/10

Single band 206/30-001 50-450 61 No / / • • • • • • • • No PN7/10 ≤ 300mm

Universal 253/30 80-300 62 No / / • • • • • • No PN16

Universal 253/40-001 80-300 63 No / / • • • • • • No PN10/16

Encapsulation 208 80-1200 64 No / / • • • • • • No PN16

Single band 748/01-1101 40-350 65 No / / • • • • • • • • No PN16

Double band 748/02-1101 80-650 66 No / / • • • • • • • • No PN10/16

Te
es

Fabricated 214/30-001 80-600 69 No PN10/16 / • • • • • No PN10/16

Multiple band 215/30-001 80-600 70 No PN10/16 / • • • • • • • No PN10

Universal 257/30-001 80-300 71 No PN10/16 / • • • • • No PN16

AVK PENT0FLOW RANGE SEE PAGES 76-80
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Meter box adaptor 216/00-001 & 002 20-32 87 No / / • No PN4

Factory entry elbow 217/31-001 & 002 40-180 88 No / / • • No PN5.5

Factory entry elbow with split flange 217/31-003 90-180 89 No PN16 / • • No PN5.5

Below ground entry fitting 218/31-001 & 002 25-180 90 No / / • • No PN5.5

Below ground entry fitting with split 
flange 218/31-003 90-180 91 No PN16 / • • No PN5.5

Meter module riser fitting 218/41-001 25-250 92 No PN16 / • • No PN5.5 PE 80 / PN7 PE 100

Building entry tee 219/31-001 20-63 93 No PN16 / • • No PN5.5

End cap Universal end cap 248/32-001 80-600 95 No / / • • • • No PN2

Transition
Fittings

PE flange adaptor 39/50-001 80-400 97 No PN16 / • • • • • • No PN7

PE flange adaptor with 2 flanged 
bosses 39/60 80-300 98 No PN16 / • • • • • • No PN7

Universal transition coupler 604/1-001 90-355 99 No / / • • • • • No PN2

Re
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Multi band repair clamp 202/31-001 80-1450 101 No / / • • • • No PN3/5/7/10 ≤ 300mm

Pipe saver repair clamp 203/31-001 15-60 102 No / / • No PN7/10

Single band repair clamp 206/31-001 150-1200 103 No / / • • • • No PN7/10 ≤ 300mm

Supercollar universal repair clamp 253/31-001 80-300 104 No / / • • • • No PN16

Te
es

Fabricated “hot tap” weld-on tee 213/31-001 50-600 107 No BS 10 or ANSI / • No PN7

Fabricated steel flowstop tee 214/31-001 80-600 108 No PN16 / • • • • No PN7
Under pressure tee 215/31-001 80-1200 109 No PN10/16 / • • • • No PN7 < 300mm

Universal under pressure tee 257/31-001 80-300 110 No PN10/16 / • • • • No PN7

Live transfer fitting 207/31-001 1"-2" 111 No BSPT Thread / • No PN2
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Universal 603/A-002 40-400 31 No PN10/16/25, BS 10 ±4° • • • • • • • • • • No PN16

Universal 603/A-003 80-200 32 No PN10/16/25, BS 10 / • • • • • • • • • • No PN16

Fabricated tensile 623/10-001 40-315 33 Yes PN10/16/25 ±3.5° • • Yes PN16

Universal tensile 633/00-001 40-450 34 Yes PN10/16/25 ±3.5° • • • • • • • • • • • Yes PN16

Fabricated 260/30 350-1400+ 35 No PN10/16/25, BS 10 ±2° to ±4° • • • • • • • • • • No PN10/16/25

Tensile resistant 260/61 & 60 350-1200 36 Yes PN16 / • • • • • • • • • • • No PN16

Combi 05/26 50-300 37 Yes PN10/16 / • • • • Yes PN10/16

Combi 05/60 50-300 38 Yes PN10/16 ±3.5° • • • • Yes PN10/16

Flange convertor 209/30-001 80-800 39 Yes PN10/16 / • • • • • • • • • • • No PN10/16

Dismantling 
joints

2 flange 265/30 300-1200 43 No PN10/16/25 ±60 • • • • • • • • • • • No PN16

3 flange 265/50-001 50-250 44 No PN10/16/25 ±30 • • • • • • • • • • • No PN16

3 flange 265/50-002 300-2200 45 No PN10/16/25 ±40 to ±80 • • • • • • • • • • • No PN10/16/25
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Type 5 717/30-005 350-1600 49 No PN10/16 / • • • • • • • • • • • No PN16

Type 6 717/30-006 350-1600 50 No PN10/16 / • • • • • • • • • • • No PN16

En
d 
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ps Universal 248/30-003 80-300 53 No / / • • • • • • • • • • No PN10

Universal 634/00-001 50-400 54 Yes / / • • • • • • • • • • • Yes PN16

Transition
Fittings

Universal transition coupler 635/00-002 50-300 57 Yes / ±4° • • • • • • • • • • • Yes PN16

Re
pa

ir 
cl
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ol

la
rs Multi band 202/30-001 80-1450 59 No / / • • • • • • • • • No PN3/5/7/10 ≤ 300mm

Single band 203/30-001 15-60 60 No / / • • • • • No PN7/10

Single band 206/30-001 50-450 61 No / / • • • • • • • • No PN7/10 ≤ 300mm

Universal 253/30 80-300 62 No / / • • • • • • No PN16

Universal 253/40-001 80-300 63 No / / • • • • • • No PN10/16

Encapsulation 208 80-1200 64 No / / • • • • • • No PN16

Single band 748/01-1101 40-350 65 No / / • • • • • • • • No PN16

Double band 748/02-1101 80-650 66 No / / • • • • • • • • No PN10/16

Te
es

Fabricated 214/30-001 80-600 69 No PN10/16 / • • • • • No PN10/16

Multiple band 215/30-001 80-600 70 No PN10/16 / • • • • • • • No PN10

Universal 257/30-001 80-300 71 No PN10/16 / • • • • • No PN16

AVK PENT0FLOW RANGE SEE PAGES 76-80
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Meter box adaptor 216/00-001 & 002 20-32 87 No / / • No PN4

Factory entry elbow 217/31-001 & 002 40-180 88 No / / • • No PN5.5

Factory entry elbow with split flange 217/31-003 90-180 89 No PN16 / • • No PN5.5

Below ground entry fitting 218/31-001 & 002 25-180 90 No / / • • No PN5.5

Below ground entry fitting with split 
flange 218/31-003 90-180 91 No PN16 / • • No PN5.5

Meter module riser fitting 218/41-001 25-250 92 No PN16 / • • No PN5.5 PE 80 / PN7 PE 100

Building entry tee 219/31-001 20-63 93 No PN16 / • • No PN5.5

End cap Universal end cap 248/32-001 80-600 95 No / / • • • • No PN2

Transition
Fittings

PE flange adaptor 39/50-001 80-400 97 No PN16 / • • • • • • No PN7

PE flange adaptor with 2 flanged 
bosses 39/60 80-300 98 No PN16 / • • • • • • No PN7

Universal transition coupler 604/1-001 90-355 99 No / / • • • • • No PN2
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Multi band repair clamp 202/31-001 80-1450 101 No / / • • • • No PN3/5/7/10 ≤ 300mm

Pipe saver repair clamp 203/31-001 15-60 102 No / / • No PN7/10

Single band repair clamp 206/31-001 150-1200 103 No / / • • • • No PN7/10 ≤ 300mm

Supercollar universal repair clamp 253/31-001 80-300 104 No / / • • • • No PN16

Te
es

Fabricated “hot tap” weld-on tee 213/31-001 50-600 107 No BS 10 or ANSI / • No PN7

Fabricated steel flowstop tee 214/31-001 80-600 108 No PN16 / • • • • No PN7
Under pressure tee 215/31-001 80-1200 109 No PN10/16 / • • • • No PN7 < 300mm

Universal under pressure tee 257/31-001 80-300 110 No PN10/16 / • • • • No PN7

Live transfer fitting 207/31-001 1"-2" 111 No BSPT Thread / • No PN2
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Meter box adaptor 216/00-001 & 002 20-32 87 No / / • No PN4

Factory entry elbow 217/31-001 & 002 40-180 88 No / / • • No PN5.5
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Below ground entry fitting 218/31-001 & 002 25-180 90 No / / • • No PN5.5

Below ground entry fitting with split 
flange 218/31-003 90-180 91 No PN16 / • • No PN5.5

Meter module riser fitting 218/41-001 25-250 92 No PN16 / • • No PN5.5 PE 80 / PN7 PE 100

Building entry tee 219/31-001 20-63 93 No PN16 / • • No PN5.5

End cap Universal end cap 248/32-001 80-600 95 No / / • • • • No PN2

Transition
Fittings

PE flange adaptor 39/50-001 80-400 97 No PN16 / • • • • • • No PN7

PE flange adaptor with 2 flanged 
bosses 39/60 80-300 98 No PN16 / • • • • • • No PN7

Universal transition coupler 604/1-001 90-355 99 No / / • • • • • No PN2
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Multi band repair clamp 202/31-001 80-1450 101 No / / • • • • No PN3/5/7/10 ≤ 300mm

Pipe saver repair clamp 203/31-001 15-60 102 No / / • No PN7/10

Single band repair clamp 206/31-001 150-1200 103 No / / • • • • No PN7/10 ≤ 300mm

Supercollar universal repair clamp 253/31-001 80-300 104 No / / • • • • No PN16

Te
es

Fabricated “hot tap” weld-on tee 213/31-001 50-600 107 No BS 10 or ANSI / • No PN7

Fabricated steel flowstop tee 214/31-001 80-600 108 No PN16 / • • • • No PN7
Under pressure tee 215/31-001 80-1200 109 No PN10/16 / • • • • No PN7 < 300mm

Universal under pressure tee 257/31-001 80-300 110 No PN10/16 / • • • • No PN7

Live transfer fitting 207/31-001 1"-2" 111 No BSPT Thread / • No PN2

This brochure gives a technical 
overview of our extensive water, 
waste water and gas fittings 
product range, however if you 
cannot see the product, size 
or standard that you require 
or would like information on 
training please contact us on:

Water sales office 
T: +44 (0) 1604 601188
E: customerservice@avkuk.co.uk

Gas sales office 
T: +44 (0) 1246 479100 
E: gasenquiries@avkuk.co.uk

or visit our website
www.avkuk.co.uk

AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 5  
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Emergency repair clamp service 
AVK in the UK has a 24/7 emergency same day 
leak repair clamp service for water mains. 

From our facility at Hyde we offer either a same 
day, next day, 2 to 3 day service or a delivery to 
suit your requirement, via our fabricated hot line: 

24 HOUR EMERGENCY LINE 0800 202 8228

Water and Waste Water Engineered 
Solutions
Within our extensive range of capabilities we can 
provide a comprehensive range of engineering 
and site solution packages. 

Our specialist teams come to you to identify the 
perfect solution - from feasibility and site audit 
to network leakage management and repair. 

We combine the product portfolio and 
engineering services of a global leader with the 
support of our local UK project teams.

For more information go to page 117

WATER
•	 Universal and tensile resistant couplings and flange adaptors
•	 Dismantling joints 
•	 Wall starters
•	 End caps
•	 Transition fittings
•	 Repair clamps and collars
•	 Tees
•	 AVK PENTOFLOW products

GAS
•	 Mains to meter
•	 End caps
•	 Transition fittings
•	 Repair clamps and collars
•	 Tees

AVK WATER AND GAS 
PIPELINE FITTING SOLUTIONS
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AVK is a leading 
manufacturer and supplier 
of a wide range of high 
quality, fabricated, universal 
and tensile flange adaptors 
and couplings to suit all 
pipeline materials for use in 
water, waste water and gas 
applications from DN40 up 
to 1600. In addition AVK 
manufacture under pressure 
tees and pipe repair 
products from DN15 up to 
2200.
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FITTING
SERVICE

PRODUCT TYPE

REPAIR CLAMPS 
GAS & WATER

Series 202 Multi-band
Series 206 Single-band 

≤DN1200

STAINLESS STEEL TEES 
GAS & WATER

Series 215 ≤DN300 
branch

Series 215 DN350+ 
branch

DUCTILE IRON 
CLAMPS & TEES 
GAS AND WATER

DN80-300

Series 201 leadless collar 
water only

Series 253 supa collars
Series 257 supa tees 

FABRICATED FITTINGS 
WATER ONLY 
DN350-1400

Series 258 couplings
Series 259 stepped 

couplings
Series 260 flange 

adaptors
Series 265 dismantling 

joints

FAST 
AVAILABILITY 2 day

≤DN300 = 2 day
2 day 5 day

DN350+ = 3 day

EXPRESS 
AVAILABILITY 24 hour * 24 hour * 24 hour *

≤DN1200 up to 24 hours*

>DN1400 72 hr delivery

EMERGENCY 
AVAILABILITY

same day / 
within 24 hours

same day / 
within 24 hours

same day / 
within 24 hours

Hours from order

S258 ≤ DN1200 up to 5hrs 
DN1400+ up to 72hrs

S259 ≤ DN1200 up to 5hrs
 DN1400+ up to 72hrs

S260 ≤ DN1200 up to 7hrs 
DN1400+ up to 72hrs

S265/3 ≤ DN1200 up to 10hrs 
DN1400+ up to 72hrs

Note: All availability is ex-works  *Orders placed by 10am

24/7 SAME DAY EMERGENCY REPAIR CLAMP SERVICE 
0800 202 8228

AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 7  
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Flange 
tables

Nominal bore
O/D of Flange

No of Bolts
Dia of Bolts Dia of Holes PC Dia of Holes

inch mm inch mm inch mm inch mm

B.S.'D' 2"/50mm 6" 152 4 5/8" 3/4" 19 4.1/2" 113

B.S.'E' 2"/50mm 6" 152 4 5/8" 3/4" 19 4.1/2" 113

PN10 2"/50mm 6.1/2" 165 4 M16 3/4" 18 5" 125

PN16 2"/50mm 6.1/2" 165 4 M16 3/4" 18 5" 125

ANSI 150 2"/50mm 6" 152 4 5/8" 3/4" 19 4.3/4" 119

ANSI 300 2"/50mm 6.1/2" 165 8 5/8" 3/4" 19 5" 125

B.S.'D' 3"/80mm 7.1/4" 184 4 5/8" 3/4" 19 5.3/4" 144

B.S.'E' 3"/80mm 7.1/4" 184 4 5/8" 3/4" 19 5.3/4" 144

PN10 3"/80mm 7.7/8" 200 8 M16 3/4" 17 6.1/2" 159

PN16 3"/80mm 7.7/8" 200 8 M16 3/4" 18 6.1/2" 160

ANSI 150 3"/80mm 7.1/2" 191 4 5/8" 3/4" 19 6" 150

ANSI 300 3"/80mm 8.1/4" 210 8 3/4" 7/8" 22 6.5/8" 166

B.S.'D' 4"/100mm 8.1/2" 216 4 5/8" 3/4" 19 7" 175

B.S.'E' 4"/100mm 8.1/2" 216 8 5/8" 3/4" 19 7" 175

PN10 4"/100mm 8.4/5" 220 8 M16 3/4" 17 7" 179

PN16 4"/100mm 8.4/5" 220 8 M16 3/4" 18 7" 180

ANSI 150 4"/100mm 9" 229 8 5/8" 3/4" 19 7.1/2" 188

ANSI 300 4"/100mm 10" 254 8 3/4" 7/8" 22 7.7/8" 197

B.S.'D' 6"/150mm 11" 280 8 5/8" 3/4" 19 9.1/4" 231

B.S.'E' 6"/150mm 11" 280 8 3/4" 7/8" 22 9.1/4" 231

PN10 6"/150mm 11.2/5" 285 8 M20 7/8" 21 9.1/2" 239

PN16 6"/150mm 11.2/5" 285 8 M20 7/8" 22 9.1/2" 240

ANSI 150 6"/150mm 11" 279 8 3/4" 7/8" 22 9.1/2" 238

ANSI 300 6"/150mm 12.1/2" 318 12 3/4" 7/8" 22 10.5/8" 266

B.S.'D' 8"/200mm 13.1/4" 336 8 5/8" 3/4" 20 11.1/2" 288

B.S.'E' 8"/200mm 13.1/4" 336 8 3/4" 7/8" 22 11.1/2" 288

PN 10 8"/200mm 13.3/5" 340 8 M20 7/8" 21 11.1/2" 294

PN16 8"/200mm 13.3/5" 340 12 M20 7/8" 22 11.1/2" 295

ANSI 150 8"/200mm 13.1/2" 343 8 3/4" 7/8" 22 13.1/2" 338

ANSI 300 8"/200mm 15" 381 12 7/8" 1" 25 15" 375

B.S.'D' 10"/250mm 16" 406 8 3/4" 7/8" 22 14 350

B.S.'E' 10"/250mm 16" 406 12 3/4" 7/8" 22 14 350

PN 10 10"/250mm 395 12 M20 7/8" 22 14 350

PN16 10"/250mm 16.1/5" 405 12 M24 1" 26 14.1/4" 355

ANSI 150 10"/250mm 16" 406 12 7/8" 1.1/8" 25 14.1/4" 361

ANSI 300 10"/250mm 17.1/2" 445 16 1" 1.1/8" 28 15.1/4" 381

B.S.'D' 12"/300mm 18" 457 12 3/4" 7/8" 25 16" 400

B.S.'E' 12"/300mm 18" 457 12 7/8" 1" 26 16" 400

PN 10 12"/300mm 445 12 M20 7/8" 22 16" 400

PN16 12"/300mm 18.2/5" 460 12 M24 1" 26 16.1/2" 410

ANSI 150 12"/300mm 19" 483 12 3/4" 1" 25 17" 425

ANSI 300 12"/300mm 20.1/2" 521 16 1.1/8" 1.1/4" 31 17.3/4" 444

B.S.'D' 14"/350mm 20.3/4" 525 12 7/8" 1" 25 18.1/2" 463

FLANGE 
TABLE
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Flange 
tables

Nominal bore
O/D of Flange

No of Bolts
Dia of Bolts Dia of Holes PC Dia of Holes

inch mm inch mm inch mm inch mm

B.S.'E' 14"/350mm 20.3/4" 525 12 7/8" 1" 25 18.1/2" 463

PN 10 14"/350mm 505 16 M20 7/8" 22 460

PN16 14"/350mm 20.4/5" 520 16 M24 1" 26 18.1/2" 470

ANSI 150 14"/350mm 21" 533 12 1" 1.1/8" 28 18.3/4" 469

ANSI 300 14"/350mm 23" 584 20 1.1/8" 1.1/4" 31 20.1/4" 506

B.S.'D' 16"/400mm 22.3/4" 575 12 7/8" 1" 25 20.1/2" 513

B.S.'E' 16"/400mm 22.3/4" 575 12 7/8" 1" 25 20.1/2" 513

PN10 16"/400mm 565 16 M24 1" 26 20.1/2" 515

PN16 16"/400mm 23.1/5" 580 16 M27 1.1/4" 30 21" 525

ANSI 150 16"/400mm 23.1/2" 597 16 1" 1.1/8" 28 21.1/4" 531

ANSI 300 16"/400mm 25.1/2" 648 20 1.1/4" 1.3/8" 34 22.1/2" 563

B.S.'D' 18"/450mm 25.1/4" 610 12 7/8" 1" 25 23" 575

B.S.'E' 18"/450mm 25.1/4" 610 16 7/8" 1" 25 23" 575

PN10 18"/450mm 25.1/4" 615 20 M24 1" 26 22.1/2" 565

PN16 18"/450mm 25.3/5" 640 20 M27 1.1/4" 30 23.1/2" 585

ANSI 150 18"/450mm 25" 635 16 1.1/8" 1.1/4" 31 22.3/4" 569

ANSI 300 18"/450mm 28" 711 24 1.1/4" 1.3/8" 34 24.3/4" 619

B.S.'D' 20"/500mm 27.3/4" 705 16 7/8" 1" 25 25.1/4" 631

B.S.'E' 20"/500mm 27.3/4" 705 16 7/8" 1" 25 25.1/4" 631

PN10 20"/500mm 670 20 M24 1" 26 24.3/4" 620

PN16 20"/500mm 28.3/5" 715 20 M30 1.3/8" 33 26" 650

ANSI 150 20"/500mm 27.1/2" 699 20 1.1/8" 1.1/4" 31 25" 625

ANSI 300 20"/500mm 30.1/2" 775 24 1.1/4" 1.3/8" 34 27" 675

B.S.'D' 24"/600mm 32.1/2" 825 16 1" 1.1/8" 28 29.3/4" 744

B.S.'E' 24"/600mm 32.1/2" 825 16 1.1/8" 1.1/4" 31 29.3/4" 744

PN 10 24"/600mm 780 20 M27 1.1/4" 30 725

PN16 24"/600mm 840 20 M33 1.1/2" 36 31" 770

ANSI 150 24"/600mm 32" 813 20 1.1/4" 1.3/8" 34 29.1/2" 738

ANSI 300 24"/600mm 36" 914 24 1.1/2" 1.5/8" 41 32" 800

PN 10 28"/700mm 895 24 M27 30 840

PN 16 28"/700mm 910 24 M33 36 840

B.S. 'D' 30" /750mm 39.1/4" 20 1.1/8" 1.1/4 36.1/2

B.S. 'E' 30" /750mm 39.1/4" 20 1.1/4" 1.1/2 36.1⁄3

PN10 /PN16 30" /750mm 750mm dia does not exist for PN10 or PN16 standards

PN 10 32"/800mm 1015 24 M30 33 950

PN 16 32"/800mm 1025 24 M36 39 950

PN 10 36"/900mm 1115 28 M30 33 1050

PN 16 36"/900mm 1125 28 M36 39 1050

PN 10 40"/1000mm 1230 28 M30 33 1160

PN 16 40"/1000mm 1255 28 M36 42 1170

PN 10 48"/1200mm 1455 32 M36 39 1380

PN 16 48"/1200mm 1485 32 M45 48 1390
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PIPE MEASURING FORM
FOR UNDER PRESSURE TEES
Available to download from the website on the relevant product pages

POSITION A B C D

12-6

1.30-7.30

3-9

4.30-10.30

Circumference

Customer Email
Contact AVK Reference
Mobile Date

It is important that calipering of the pipe 
diameter is done accurately and consistently 
to ensure that products supplied will fit 
correctly. Please use the following guidance to 
record and inform AVK UK of the measurements. If 
a dimension cannot be measured accurately in the 
position defined below please mark the cell X in the 
table blank.

Prior to calipering, ensure the pipe surface is 
thoroughly cleaned. Caliper the pipe diameter 
in 4 positions around the circumference and 
in four positions longitudinally according to 
the diagrams adjacent. Then measure the 
circumference in the same positions using a Pi 
tape. Record the information below and send to 
the appropriate AVK UK address detailed below. 

Note: A tee length is typically a minimum of 3 
times the branch diameter. Please check our 
website for accurate dimensions.

www.avkuk.co.uk

24/7 EMERGENCY LINE FOR GAS AND 
WATER FITTINGS 0800 202 8228	

A B C D

12

6

7.30 4.30

1.3010.30

9 3

50mm 50mm
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SAME DAY LEAK REPAIR 
FITTINGS SERVICE FOR 
GAS AND WATER MAINS

24/7 EMERGENCY 

0800 202 8228

REMEMBER THE BEAST FROM THE EAST? 
DON’T GET CAUGHT OUT, BE PREPARED 

Please have the following information available:
•	 Medium: water or gas
•	 Pipe diameter (callipered).
•	 Length of clamp in increments of 150mm (6”).
•	 Pipe material (if possible).
•	 Working pressure of main.
•	 Extent of ovality (if possible).
•	 For clamps DN50 to 450 (2” to 18”). Please state single 

or double band.
•	 Contact name and number.
•	 Delivery address and post code.
•	 An order number and/or ability to send a written order 

confirmation (electronic, fax, text).

For fittings and other AVK products on standard service offer contact: 
Gas Sales:      +44 (0) 1246 479100 
Water Sales:   +44 (0) 1604 601188 

Contact: Gas Sales: +44 (0) 1246 479100  Water Sales: +44 (0) 1604 601188 

•	 Sizes available DN50 to 1200+ (2” to 48”) - Please state single or double band.
•	 Single band clamps DN50 to 450, multi band clamps DN80 to 1200+.

AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 13  
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REPAIR CLAMPS AND TEES
PIPE MATERIAL GUIDE

Pipe Material Standard

Asbestos Cement Pipe BS 486 Specification for asbestos-cement pressure pipes and joints

Asbestos Cement Pipe BS EN 512 Fibre-cement products. Pressure pipes and joints

ABS BS 5391 Acrylonitrile-butadiene-styrene (ABS) pressure pipe specification

Cast Iron BS 78 Specification for cast iron spigot and socket pipes (vertically cast) and spigot and socket fittings

Cast Iron BS 1211 Specification for centrifugally cast (spun) iron pressure pipes for water, gas and sewage

Clay BS EN 295 Vitrified clay pipe systems for drains and sewers

Ductile Iron BS 4772 Specification for ductile iron pipes and fittings

Ductile Iron BS EN 545 Ductile iron pipes, fittings, accessories and their joints for water pipelines. Requirements and test methods

Ductile Iron BS EN 598
Ductile iron pipes, fittings, accessories and their joints for sewerage applications. Requirements and test 
methods

Ductile Iron BS EN 969 Ductile iron pipes, fittings, accessories and their joints for gas pipelines. Requirements and test methods

GRP BS 5480
Specification for glass reinforced plastics (GRP) pipes, joints and fittings for use for water supply or 
sewerage

GRP BS EN 14364
Plastics piping systems for drainage and sewerage with or without pressure. Glass-reinforced 
thermosetting plastics (GRP) based on unsaturated polyester resin (UP). Specifications for pipes, fittings 
and joints

Polyethylene (PE) BS EN 12201 Plastics piping systems for water supply, and for drainage and sewerage under pressure. Polyethylene (PE)

PVC-U BS 3505 Specification for unplasticized polyvinyl chloride (PVC-U) pressure pipes for cold potable water

PVC-U BS EN ISO 1452
Plastics piping systems for water supply and for buried and above-ground drainage and sewerage under 
pressure. Unplasticized poly(vinyl chloride) (PVC U). Fittings

PVC-U BS 3506 Specification for unplasticized PVC pipe for industrial uses

PVC-O ISO 16422
Pipes and joints made of oriented unplasticized poly(vinyl chloride) (PVC-O) for the conveyance of water 
under pressure - Specifications

Metric PVC-U and PE BS ISO 11922 Thermoplastics pipes for the conveyance of fluids. Dimensions and tolerances. Metric series

Steel BS 1387
Specification for screwed and socketed steel tubes and tubulars and for plain end steel tubes suitable for 
welding or for screwing to BS 21 pipe threads

Steel BS EN 10225 Non-alloy steel tubes suitable for welding and threading. Technical delivery conditions

Steel ISO 4200 Plain end steel tubes, welded and seamless. General tables of dimensions and masses per unit length

Steel BS EN10024
Non-alloy steel tubes and fittings for the conveyance of water and other aqueous liquids. Technical delivery 
conditions

Steel BS 4825-1 to 5 Stainless steel tubes and fittings for the food industry and other hygienic applications

Steel BS 534 Specification for steel pipes, joints and specials for water and sewage

Steel BS EN 10224 Non-alloy steel tubes and fittings for the conveyance of water and other aqueous liquids

Steel BS 3600
Specification for dimensions and masses per unit length of welded and seamless steel pipes and tubes for 
pressure purposes

Steel BS EN 10220 Seamless and welded steel tubes. Dimensions and masses per unit length

Steel BS 3601
Specification for carbon steel pipes and tubes with specified room temperature properties for pressure 
purposes

Steel BS EN 10216
Seamless steel tubes for pressure purposes. Technical delivery conditions. Non-alloy steel tubes with 
specified room temperature properties

Steel BS EN 10217
Welded steel tubes for pressure purposes. Technical delivery conditions. Non-alloy steel tubes with 
specified room temperature properties

Steel BS 1600 Specification for dimensions of steel pipe for the petroleum industry
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CUSTOMER PROMISES
Our unique selling propositions enable us to give 
eight important promises to our customers:

EXPECT SOLUTIONS, NOT ONLY PRODUCTS

EXPECT GLOBAL LEADERSHIP AND LOCAL COMMITMENT 

EXPECT QUALITY IN EVERY STEP

EXPECT PROMPT RESPONSE 

EXPECT LASTING INNOVATIONS

EXPECT TOTAL SAVINGS

EXPECT A LONG-TERM PARTNERSHIP

EXPECT IT TO BE EFFECTIVE AND EASY 

When choosing a supplier, our size, competence 
and expertise should give our customers higher 
expectations.

AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 15  
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WATER 
AND 
WASTE
WATER
SECTION
16 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS
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4. REPAIR CLAMPS

Series 202 St/St Double Band Repair Clamp - DN80-1450

Series 203 Pipe Saver Repair Clamp - DN15-60

Series 206 St/St Single Band Repair Clamp - DN50-400

Series 253 DI Repair Clamp - DN80-300

Series 748 St/St Repair Clamps - DN40-350

1

2
2

2

4

4

3

7

1. COUPLINGS

Series 601 & Series 602 Supa® Universal  - DN40-400

Series 621 Supa Plus® Dedicated  - DN40-300

Series 631 Supa Maxi™ Universal Tensile  - DN50-600

Series 258/30 Fabricated - DN350-1600

Series 258/61 & 60 Fabricated Tensile - DN350-1200

2. FLANGE ADAPTORS

Series 603 Supa® Universal - DN40-400

Series 623 Supa Plus® Dedicated – DN40-315

Series 633 Supa Maxi™ Universal Tensile – DN40-450

Series 260/30 Fabricated - DN350-1400+

Series 260/61 & 60 Fabricated Tensile - DN350-1200

3. UNDER PRESSURE TEES

Series 214 MS UPT - DN80-600

Series 215 St/St UPT – DN80-600

Series 257 DI UPT – DN80-300

AVK PIPELINE FITTING SOLUTIONS

TYPICAL APPLICATION 
SCHEMATIC
Example of product range

18 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS
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1 1

2

5

7

7

7

6

4. REPAIR CLAMPS

Series 202 St/St Double Band Repair Clamp - DN80-1450

Series 203 Pipe Saver Repair Clamp - DN15-60

Series 206 St/St Single Band Repair Clamp - DN50-400

Series 253 DI Repair Clamp - DN80-300

Series 748 St/St Repair Clamps - DN40-350

5. ENCAPSULATION COLLAR

Series 208 - DN80-1200

Series 204 - DN3"- 6"

6. DISMANTLING JOINTS

Series 265/50 - DN50-1000

Series 265/30 - DN300-2200

7. DUCTILE IRON FITTINGS

Series 712 Flanged - DN50-700

Series 712 Socketed - DN300-700

AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 19  

KEY
•	 This is an interactive brochure when viewed on an electronic device.
•	 Images which are interactive will be indicated by the mouse changing or a link 

appearing.
•	 If you click on the product pictures you will be taken directly to the product page.
•	 If a product is not linked to a product page, please contact us for details.  

3. UNDER PRESSURE TEES

Series 214 MS UPT - DN80-600

Series 215 St/St UPT – DN80-600

Series 257 DI UPT – DN80-300



20 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS Note: Product information is correct at time of printing

STRAIGHT 
COUPLINGS

20 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS

DELIVERY CODES:          A = up to 2 weeks, available ex-stock          B = up to 8 weeks           C = over 8 weeks
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Us
e

Suitable for use on cast iron, ductile 
iron, steel, uPVC and asbestos cement 

pipes for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Mild steel GEOMET coated bolts/
nuts comply with WIS4-52-03

•	 Light weight design
•	 ±4° angular deflection on each 

side
•	 Drinking water approved EPDM 

gasket
•	 The bolt ends are protected with 

plastic caps
•	 The moulded ribs in the gasket 

absorb minor imperfections in 
the pipe

•	 Versatile design tolerances 
typical 26 mm to cover all pipe 
materials

•	 Epoxy coated according to      
DIN 30677-2 and GSK approved

Op
tio

ns

Size DN40 - 400

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron

GGG-40/50

Ap
pr

ov
al

s

WIS 4-52-01
WIS 4-52-03
BS EN 14525

BS 8561
EN 681-1

Reg 31 compliant

AVK Universal Supa® 
Straight Coupling

Series 601/A-006
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Washer Hardened steel zinc plated and passivated 5 Central sleeve Ductile iron, GGG-40/50 to BS EN 1563

2 Nuts Steel, grade 8 Geomet coated 6 Rubber seals EPDM to BS EN 681-1

3 Gland rings Ductile iron, GGG-40/50 to BS EN 1563 7 Coating Blue fusion bonded epoxy - WRAS approved

4 Bolts Steel, grade 8 Geomet coated Domed caps Plastic

AVK Ref
DN

Sealing 
Range L1

L Ang 
Def

No of Bolts 
and Bolt 

Size

Weight Units / 
Parcel

Deliv. 
Code

Gross 
Price

mm Min Max mm Kg GBP

601-063-000-4200 40 46 63 100 ±4° 2 M12x190 2.9 1 C 89.49

601-074-000-4200 50 57 74 100 ±4° 2 M12x190 2.9 1 A 65.43

601-085-000-4200 65 68 85 100 ±4° 4 M12x190 3.9 1 A 104.19

601-106-000-4200 80 84 106 100 ±4° 4 M12x190 4.9 1 A 79.68

601-119-000-4200 100 99 119 100 ±4° 4 M12x190 5.2 1

601-133-000-4200 100 109 133 100 ±4° 4 M12x190 5.5 1 A 98.58

601-157-000-4200 125 132 157 100 ±4° 4 M12x190 6.5 1 A 121.62

601-183-000-4200 150 157 183 115 ±4° 4 M12x210 7.5 1 A 146.11

601-201-000-4200 150 176 201 115 ±4° 4 M12x210 9.0 1

601-215-000-4200 175 193 215 115 ±4° 4 M12x210 9.4 1 A 204.19

601-242-000-4200 200 218 242 140 ±4° 4 M12x230 11.3 1 A 235.53

601-268-000-4200 225 242 268 140 ±4° 6 M12x230 13.4 1 A 348.69

601-292-000-4200 250 266 292 160 ±4° 6 M12x250 15.5 1 A 303.51

601-306-000-4200 250 280 306 160 ±4° 6 M12x250 16.0 1

601-327-000-4200 300 301 327 160 ±4° 6 M12x250 16.4 1 C 380.27

601-350-000-4200 300 324 350 160 ±4° 6 M12x250 16.5 1 A 410.57

601-378-000-4200 350 352 378 160 ±4° 8 M12x270 19.9 1

601-396-000-4200 350 372 396 160 ±4° 8 M12x270 20.3 1 C 555.45

601-410-000-4200 350 384 410 160 ±4° 8 M12x270 21.1 1

601-436-000-4200 400 410 436 160 ±4° 8 M12x270 21.8 1 A 607.79

601-462-000-4200 400 436 462 160 ±4° 8 M12x270 23.5 1
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Us
e Suitable for use on PE and uPVC pipes 

for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Combined gasket of drinking 
water approved EPDM rubber 
with tensile grip segments of 
RG5 bronze enables ±3.5° 
angular deflection

•	 The design with external bolts 
prevents corrosion between 
sleeve and bolts

•	 The M16 bolts of stainless steel 
A2 and the nuts of acid-resistant 
stainless steel A4 are anti-friction 
coated to offer easy tightening 
and to prevent galling

•	 The bolt ends are protected with 
plastic caps

•	 The compression type gasket 
makes it easy to insert the pipe 
end, even in large dimensions

•	 Fusion bonded epoxy coating 
according to DIN 30677-2

•	 AVK Series 05 internal support 
bush is required See pg 40

Op
tio

ns

Size DN40 - 300

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron

GGG-40/50

Ap
pr

ov
al

s

WIS 4-52-01
WIS 4-52-03
BS EN 14525

BS 8561
EN 681-1

Reg 31 compliant

AVK Supa Plus™ Tensile 
Resistant Coupling

Series 621/41-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Sleeve Ductile iron GJS-400-12 (GGG-40) 5 Nut Acid resistant stainless steel A4

2 Combined gasket NF approved EPDM rubber/RG5 bronze 6 Cap Plastic

3 Bracket Ductile iron GJS-400-12 (GGG-40) 7 Square neck bolt Stainless steel A2

4 Washer Stainless steel A2

AVK Ref
DN Dd D

PN
L L1 Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm mm Kg GBP

621-10-040-41001 40 40 150 PN16 150 60 3.8 1 C 139.02

621-10-050-41001 40 50 156 PN16 150 60 2.8 1 C 174.45

621-10-063-41001 50 63 170 PN16 150 60 4.3 1 A 175.03

621-10-075-41001 65 75 180 PN16 160 70 4.0 1 A 190.98

621-10-090-41001 80 90 200 PN16 160 70 5.0 1 A 198.50

621-10-110-41001 100 110 220 PN16 175 78 6.5 1 A 220.25

621-10-125-41001 125 125 240 PN16 175 78 8.0 1 A 256.02

621-10-140-41001 125 140 254 PN16 185 88 9.0 1 A 345.28

621-10-160-41001 150 160 276 PN16 185 88 9.1 1 A 341.51

621-10-180-41001 150 180 286 PN16 245 110 13 1 A 534.30

621-10-200-41001 200 200 318 PN16 210 110 13 1 A 674.85

621-10-225-41001 200 225 342 PN16 260 110 19 1 C 834.26

621-10-250-41001 250 250 374 PN16 260 110 27 1 A 992.88

621-10-280-41001 250 280 390 PN16 260 110 30 1 C 1,057.72

621-10-315-41001 300 315 440 PN16 320 168 36 1 A 1,351.81

A2 bolt/A4 nut deltaseal, WRAS approved EPDM sealing. for PE-pipe

AVK SUPA PLUS™ TENSILE RESISTANT COUPLING 621/41-001

Component list:
1

2

3

4

1.

2.

3.

4.

Sleeve

Combined gasket

Bracket

Washer

Ductile iron GJS-400-15

Ductile iron GJS-400-15

Stainless steel A2

5

6

7

5.

6.

7.

Nut

Cap

Square bolt

Stainless steel A4

Plastic

Stainless steel A2

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

Dd

mm

D

mm

Product PN Class L

mm

L1

mm

Theoretical

weight / kg

621-10-040-41001

621-10-050-41001

621-10-063-41001

621-10-075-41001

621-10-090-41001

621-10-110-41001

621-10-125-41001

621-10-140-41001

621-10-160-41001

621-10-180-41001

621-10-200-41001

621-10-225-41001

621-10-250-41001

621-10-280-41001

621-10-315-41001

40

40

50

65

80

100

125

125

150

150

200

200

250

250

300

40

50

63

75

90

110

125

140

160

180

200

225

250

280

315

150

156

170

180

200

220

240

254

276

286

318

342

374

390

440

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

150

150

150

160

160

175

175

185

185

245

210

260

260

260

320

60

60

60

70

70

78

78

88

88

110

110

110

110

110

168

3.8

2.8

4.3

4.0

5.0

6.5

8.0

9.0

9.1

13

13

19

27

30

36
Row to make sure table is never blank
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¹ AVK supply different Series 05/E-008 Pipe Support Bushs for each SDR rating.
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Us
e Suitable for use on all pipe types up to 

PN16 for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Patented SupaGrip™ sealing 
support system with flexible 
bracket ensures full support of 
the gasket even at minimum 
pipe size

•	 Full tensile strength on all pipes 
•	 Metal grip segments are 

mounted with pins for maximum 
durability

•	 ±4° angular deflection on each 
side at max. 1.5 x PN16

•	 Epoxy coated according to           
DIN 30677-2 and GSK approved

•	 Permanent protection caps 
protect the coupling during 
handling and installation

•	 Bolts are tightened from the 
sleeve side for full access when 
space is limited

•	 Lifting eye in DN100-600 
•	 AVK Series 05 internal support 

bush is required See pg 40

Op
tio

ns

Size DN50 - 600

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to +70°C

Bo
dy Ductile iron

GJS-450-10

Ap
pr

ov
al

s

WIS 4-24-01
WIS 4-21-02
WIS 4-52-01

BS 8561
EN 14525

Reg 31 compliant

AVK Supa Maxi™ Tensile 
Resistant Straight Coupling

Series 631/00-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Nut Stainless steel A4 5 EPDM DVGW/NF approved EPDM rubber

2 Bolt Stainless steel A2 6 Sleeve Ductile iron GJS-450-10

3 Washer Stainless steel A2 7 Bracket Cast steel

4 Grip segment Stainless steel / bronze CC491K 8 Protection cap PE

AVK Ref
DN

PN
T L D Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm mm Kg GBP

631-071-00-6 50 PN16 48-71 255 200 6.0 1 A 573.64

631-091-00-6 65 PN16 69-91 265 226 7.0 1 A 525.79

631-106-00-6 80 PN16 82-106 268 235 7.5 1 A 513.07

631-133-00-6 100 PN16 104-133 289 268 11 1 A 683.00

631-161-00-6 125 PN16 132-159 277 285 13 1 A 776.69

631-188-00-6 150 PN16 159-188 314 340 16 1 A 870.84

631-227-00-6 200 PN16 193-227 354 389 25 1 A 1,604.16

631-257-00-6 225 PN16 224-257 390 437 37 1 A 1,818.26

631-301-00-6 250 PN16 266-301 381 476 35 1 A 2,029.39

631-356-00-6 300 PN16 314- 356 438 545 45 1 A 2,727.11

631-396-00-6 350 PN16 352-396 513 612 114 1 C 3,490.70

631-442-00-6 400 PN16 392-442 526 661 107 1 A 4,985.24

631-510-00-6 450 PN16 448-510 767 740 177 1 C 5,633.32

631-552-00-6 500 PN16 498-552 769 772 201 1 C 6,365.65

631-652-00-6 600 PN16 604-652 767 872 241 1 C 7,193.19Universal and tensile, A2 bolts, EPDM sealings

AVK SUPA MAXI™ STRAIGHT COUPLING, PN16 631/00-001

Component list:
1

2

3

4

1.

2.

3.

4.

Nut

Bolt

Washer

Grip segment

Stainless steel A4

Stainless steel A2

Stainless steel A2

Stainless steel / bronze CC491K

5

6

7

8

5.

6.

7.

8.

Gasket

Sleeve

Bracket

Protection cap

EPDM rubber

Ductile iron GJS-450-10

Cast steel

PE

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

Product

PN Class

T

mm

L

mm

D

mm

Theoretical

weight / kg

631-071-00-6

631-091-00-6

631-106-00-6

631-133-00-6

631-161-00-6

631-188-00-6

631-227-00-6

631-257-00-6

631-301-00-6

631-356-00-6

631-396-00-6 (1)

631-442-00-6 (1)

631-510-00-6 (2)

631-552-00-6 (2)

631-652-00-6 (2)

50

65

80

100

125

150

200

225

250

300

350

400

450

500

600

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

48 - 71

69 - 91

82 - 106

104 - 133

132 - 159

159 - 188

193 - 227

224 - 257

266 - 301

314 - 356

352 - 396

392 - 442

448 - 510

498 - 552

604 - 652

255

265

268

289

277

314

354

390

381

438

513

526

767

769

767

200

226

235

268

285

340

389

437

476

545

612

661

740

772

872

6.0

7.0

7.5

11

13

16

25

37

35

45

114

107

177

201

241
1

(1) KIWA EN 14525 approval is pending
2

(2) KIWA EN 14525 approval is pending. Protection cap in fabric
Row to make sure table is never blank
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Us
e Suitable for use on all ferrous pipes for 

water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Can be fabricated in any size, 
within the standard design range 
DN350 to DN1600mm+

•	 Corrosion resistant construction
•	 Fusion bonded epoxy coating
•	 Sheraplex coated bolt sets
•	 Sealing range nominal diameter 

+2mm to -5mm
•	 WRAS approved materials
•	 Angular deflection across total 

fitting
-- <DN600 = 8°
-- DN700 to DN800 = 6°
-- DN900 to DN1200 = 4°

•	 Can be used for up to -0.8Bar 
negative pressure 

•	 Embodied carbon data available 
upon request

Op
tio

ns

•	 Sizes DN1200+ manufactured 
to order dependant upon 
application

•	 Bolts and nuts: Zinc plated & 
passivated, stainless steel

Size DN350 - 1600

Pr
es

su
re

PN10/16/25

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Mild steel 

to BS EN 10025: S275JR

Ap
pr

ov
al

s WIS 4-21-02
WIS 4-24-01 
WIS-4-52-01

Reg 31 compliant

AVK Fabricated Coupling

Series 258/30
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Gland Ring Mild steel, to BS EN 10025 : S275JR. 5 Washers Zinc plated and passivated

2 Bolts Cup square grade 8.8 Sheraplex® coated 6 Nuts Hexagon, grade 8, sheraplex coated

3 Rubber Seals EPDM to BS EN 681-1 Coating
Fusion bonded epoxy coating to WIS 4-52-01 or 
wet sprayed dependent upon size

4 Body Mild steel to BS EN 10025: S275JR

AVK Ref
DN OD

Pipe 
L

H3 
and 
W

Ang 
Def

No of 
Bolts 

and Size

Wgt Units / 
Parcel

Deliv. 
Code

Gross 
Price

Inch/mm mm Kg GBP
258-30-0355-YZ 14" 355.6 Steel 270 466 ±8° 8 M12 25.0
258-30-0406-YZ 16" 406.4 Steel 270 516 ±8° 8 M12 29.0
258-30-0457-YZ 18" 457.2 Steel 270 567 ±8° 10 M12 32.0
258-30-0508-YZ 20" 508 Steel 270 618 ±8° 10 M12 35.0
258-30-0609-YZ 24" 610 Steel 270 720 ±8° 10 M12 41.0
258-30-0711-YZ 28" 711 Steel 270 821 ±6° 12 M12 48.0
258-30-0812-YZ 32" 812.8 Steel 270 923 ±6° 12 M12 54.0
258-30-0914-YZ 36" 914.4 Steel 270 1024 ±4° 14 M12 60.0
258-30-1016-YZ 40" 1016 Steel 270 1126 ±4° 14 M12 67.0
258-30-1220-YZ 48" 1220 Steel 270 1330 ±2° 16 M12 79.0
258-30-0378-10 350 378 Ductile 270 486 ±8° 8 M12 29.0 1 A 1,125.23
258-30-0429-10 400 429 Ductile 270 539 ±8° 8 M12 30.0 1 A 1,184.45
258-30-0480-10 450 480 Ductile 270 590 ±8° 10 M12 33.0 1 A 1,239.71
258-30-0532-10 500 532 Ductile 270 642 ±8° 10 M12 37.0 1 A 1,316.30
258-30-0635-10 600 635 Ductile 270 745 ±8° 10 M12 43.0 1 A 1,392.50
258-30-0738-10 700 738 Ductile 270 848 ±6° 12 M12 49.0 1 A 1,519.26
258-30-0842-10 800 842 Ductile 270 923 ±6° 12 M12 54.0 1 A 1,694.57
258-30-0945-10 900 945 Ductile 270 1055 ±4° 14 M12 62.0 1 A 1,794.59
258-30-1048-10 1000 1048 Ductile 270 1158 ±4° 14 M12 68.0 1 A 1,964.73
258-30-1255-10 1200 1255 Ductile 270 1365 ±2° 16 M12 81.0 1 A 2,178.53
258-30-1462-10 1400 1462 Ductile 400 1572 ±2° 18 M12 98.0 1 A 4,080.52
258-30-0387-YZ 14" AB 387 Cast Iron 270 497 ±8° 8 M12 27.0
258-30-0399-YZ 14" CD 399.3 Cast Iron 270 509 ±8° 8 M12 27.0
258-30-0439-YZ 16" AB 439 Cast Iron 270 549 ±8° 8 M12 31.0
258-30-0453-YZ 16" CD 453.1 Cast Iron 270 563 ±8° 8 M12 32.0
258-30-0492-YZ 18" AB 492 Cast Iron 270 602 ±8° 10 M12 34.0
258-30-0508-YZ 18" CD 506.9 Cast Iron 270 617 ±8° 10 M12 35.0
258-30-0545-YZ 20" AB 545 Cast Iron 270 655 ±8° 10 M12 37.0
258-30-0560-YZ 20" CD 560.3 Cast Iron 270 670 ±8° 10 M12 38.0
258-30-0650-YZ 24" AB 650 Cast Iron 270 760 ±8° 10 M12 44.0
258-30-0677-YZ 24" CD 667 Cast Iron 270 777 ±8° 10 M12 45.0
258-30-0729-YZ 27" AB 729 Cast Iron 270 839 ±6° 12 M12 49.0
258-30-0747-YZ 27" CD 747 Cast Iron 270 857 ±6° 12 M12 50.0
258-30-0807-YZ 30" AB 807 Cast Iron 270 917 ±6° 12 M12 53.0
258-30-0826-YZ 30" CD 826 Cast Iron 270 936 ±6° 12 M12 55.0
258-30-0964-YZ 36" AB 964 Cast Iron 270 1074 ±4° 14 M12 63.0
258-30-0985-YZ 36" CD 985 Cast Iron 270 1095 ±4° 14 M12 64.0
258-30-1121-YZ 42" AB 1121 Cast Iron 270 1231 ±4° 14 M12 73.0
258-30-1143-YZ 42" CD 1143 Cast Iron 270 1253 ±4° 14 M12 74.0
258-30-1277-YZ 48" AB 1277 Cast Iron 270 1387 ±2° 16 M12 82.0
258-30-1300-YZ 48" CD 1300 Cast Iron 400 1410 ±2° 16 M12 84.0

No
te

s

ST = Steel /PVC DI = Ductile Iron AB = Cast Iron CD = Cast Iron
Bolts: Z = 0 for Zinc plated and passivated, 2 for A2 stainless steel, 3 for A4 stainless steel, 6 for 
sheraplex
Sizes 1600+ are available on application Pressure class Y = 1 for PN16 2 for PN25
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Us
e Suitable for use on all ferrous and PE 

pipes for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Tensile resistant design to BS 
8561. Type 2 as standard. Type 
1 on application

•	 Individual pipe grippers
•	 Standard fabricated sizes within 

design range DN350 (351-383) 
to DN700 (708-740), DN700 
(744-776) to DN1200 (1250-
1282)

•	 Fusion bonded epoxy coating
•	 ZPP coated fasteners
•	 Sealing range of 32mm to 

accommodate a wide range of 
pipes

•	 Angular deflection:
-- >DN600 - 750 = 4.0°
-- >DN450 - 600 = 5.0°
-- ≤DN350 - 450 = 6.0°
-- >DN780 - 1200 = 3.0°
-- >DN600 - 750 = 4.0°

•	 AVK Series 05 internal support 
bush is required See pg 40

•	 Embodied carbon data available 
upon request

Op
tio

ns

•	 Special sizes/drillings 
manufactured to order

•	 Stainless steel fasteners

Size DN350 - 1200

Pr
es

su
re

PN10/16

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to +70°C

Bo
dy Mild steel

Ap
pr

ov
al

s WIS 4-21-02
WIS 4-24-01 
WIS-4-52-01

Reg 31 compliant

AVK Tensile Resistant 
Coupling

Series 258/61 & 60
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Body Mild steel 4 Grip segment Stainless steel

2 Gland ring Mild steel 5 Fasteners Steel gr. 8.8, sinz plated. passivated

3 Seal EPDM rubber

AVK Ref
DN DN/DN

PN
W H3 L

W
ei

gh
t

Units / 
Parcel

Deliv. 
Code

Gross Price

mm mm Kg GBP
Series 258/61

258-61-0351-0 350 351-383 PN16 586 586 550 133 1 A 6,228.39
258-61-0385-0 350 385-417 PN16 620 620 550 147 1 A 6,874.16
258-61-0427-0 450 427-459 PN16 662 662 550 165 1 A 8,206.15
258-61-0478-0 500 478-510 PN16 713 713 550 182 1 A 8,899.57
258-61-0530-0 500 530-562 PN16 765 765 550 202 1 A 11,350.53
258-61-0608-0 600 608-640 PN16 843 843 550 231 1 A 12,940.22
258-61-0708-0 700 708-740 PN16 943 943 550 264 1 A 22,914.29

Series 258/60
258-60-0744-0 700 744-776 PN10 979 979 550 284 1 A 23,250.68
258-60-0797-0 800 797-829 PN10 1032 1032 550 304 1 A 37,804.77
258-60-0839-0 800 839-871 PN10 1074 1074 550 321 1 A 38,250.61
258-60-0884-0 900 884-916 PN10 1127 1127 565 376 1 A 45,276.77
258-60-0939-0 900 939-971 PN10 1182 1182 565 405 1 A 45,906.57
258-60-0972-0 1000 972-1004 PN10 1215 1215 565 413 1 A 51,831.03
258-60-1005-0 1000 1005-1037 PN10 1248 1248 565 432 1 A 52,487.68
258-60-1042-0 1000 1042-1074 PN10 1285 1285 565 453 1 A 53,084.53
258-60-1100-0 1100 1100-1132 PN10 1343 1343 565 478 1 A 58,568.72
258-60-1142-0 1100 1142-1174 PN10 1385 1385 565 506 1 A 59,429.36
258-60-1198-0 1200 1198-1230 PN10 1441 1441 565 530 1 A 61,317.40
258-60-1250-0 1200 1250-1282 PN10 1493 1493 565 558 1 A 61,768.25
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STEPPED 
COUPLINGS

26 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS

DELIVERY CODES:          A = up to 2 weeks, available ex-stock          B = up to 8 weeks           C = over 8 weeks
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Us
e

Suitable for use on cast iron, ductile 
iron, steel, uPVC and asbestos cement 

pipes for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 ±4° angular deflection on each 
side

•	 Drinking water approved EPDM 
gasket

•	 The design with external bolts 
prevents corrosion between 
sleeve and bolts

•	 The bolts of stainless steel A2 
and the nuts of acid-resistant 
stainless steel A4 are anti-friction 
coated to offer easy tightening 
and to prevent galling

•	 The bolt ends are protected with 
plastic caps

•	 The moulded ribs in the gasket 
absorb minor imperfections in 
the pipe

•	 Ductile iron with epoxy coating 
according to DIN 30677-2 and 
GSK approved

Op
tio

ns

•	 Stainless steel bolt sets (Series 
602/2-001)

Size DN40 - 400

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron

GGG-40/50

Ap
pr

ov
al

s

WIS 4-21-02
WIS 4-52-03
BS EN 14525
BS EN 681-1

BS 8561
Reg 31 compliant

AVK Universal Supa® 
Step Coupling

Series 602/1-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Protection cap Plastic 5 Gland ring Ductile iron GJS-400-15

2 Washer Galvanized steel 6 Gasket EPDM

3 Nut Grade 8 steel 7 Centre sleeve Ductile iron GJS-400-15

4 Bolt Grade 8.8 steel 8 Washer Galvanized steel

AVK Ref
DN/DN L L1

DN 
Range 1

DN  
Range 2

Wgt Units / 
Parcel

Deliv. 
Code

Gross 
Price

mm Kg GBP

602-063-074-4100 40-50 210 100 46-63 57-74 3.2 1 C 92.72

602-063-085-4100 40-65 210 100 46-63 68-85 4.2 1 C 117.72

602-074-085-4100 50-65 210 100 57-74 68-85 4.2 1 C 114.85

602-074-106-4100 50-80 210 100 57-74 84-106 4.5 1 C 134.87

602-085-106-4100 65-80 210 100 68-85 84-106 4.9 1 C 132.06

602-106-119-4100 80-100 210 100 84-106 99-119 5.3 1 C 164.36

602-106-133-4100 80-100 210 100 84-106 109-133 5.3 1 C 153.64

602-119-133-4100 80-100 210 100 99-119 109-133 5.6 1 C 152.70

602-119-157-4100 80-125 210 100 99-119 132-157 6.4 1 C 187.23

602-133-157-4100 100-125 210 100 109-133 132-157 7.2 1 C 192.14

602-133-183-4100 100-150 230 115 109-133 157-183 7.4 1 C 200.32

602-157-183-4100 125-150 230 115 132-157 157-183 7.7 1 A 201.15

602-183-201-4100 150-150 230 115 157-183 176-201 10 1 C 225.15

602-201-215-4100 150-175 230 115 176-201 193-215 9.6 1 C 269.91

602-201-242-4100 175-200 250 140 176-201 218-242 14 1 C 284.51

602-215-242-4100 175-200 250 140 193-215 218-242 11 1 C 333.04

602-215-268-4100 175-225 250 140 193-215 242-268 16 1 C 374.71

602-242-268-4100 200-225 250 140 218-242 242-268 14 1 C 368.56

602-268-292-4100 225-250 270 160 242-268 266-292 15 1 A 414.33

602-292-306-4100 250-300 270 160 266-292 280-306 20 1 C 490.64

602-292-327-4100 250-300 270 160 266-292 301-327 20 1 C 504.79

602-327-350-4100 300-300 270 160 301-327 324-350 17 1 A 460.97

602-327-378-4100 300-350 270 160 301-327 352-378 19 1 A 642.51

602-350-378-4100 300-350 270 160 324-350 352-378 20 1 C 507.54

602-378-396-4100 350-350 270 160 352-378 372-397 26 1 C 642.16

602-396-410-4100 350-400 270 160 372-397 384-410 26 1 C 774.77

602-410-436-4100 400-400 270 160 384-410 410-436 22 1 C 683.69

602-436-462-4100 400-400 270 160 410-436 436-462 23 1 C 1,008.76
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Us
e Suitable for use on all pipe types up to 

PN16 for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Patented SupaGrip™ sealing 
support system

•	 Full tensile strength on all pipes 
•	 Metal grip segments are 

mounted with pins for maximum 
durability

•	 ±4° angular deflection on each 
side at max. 1.5 x PN 16

•	 Epoxy coated according to                            
DIN 30677-2 and GSK 
approved

•	 Permanent protection caps 
protect the coupling during 
handling and installation

•	 Bolts are tightened from the 
sleeve side for full access when 
space is limited

•	 Lifting eye in DN 100-300
•	 AVK Series 05 internal support 

bush is required See pg 40

Op
tio

ns

Size DN50 - 300

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to +70°C

Bo
dy Ductile iron 

GJS-400-15

Ap
pr

ov
al

s

WIS 4-21-02
WIS 4-14-01
WIS 4-52-01

EN 14525
BS 8561

Reg 31 compliant

AVK Supa Maxi™ Tensile 
Resistant Step Coupling

Series 632/00-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Nut Stainless steel A4 5 Gasket EPDM

2 Bolt Stainless steel A2 6 Sleeve Ductile iron GJS-450-10

3 Washer Stainless steel A2 7 Bracket Cast steel

4 Grip segment Stainless steel / bronze CC491K 8 Protection cap PE

AVK Ref
DN/DN

PN
T T2 L D D10 Wgt Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm mm Kg GBP

632-071-091-006 50-65 PN16 48-71 69-91 294 200 226 6.5 1 C 603.40

632-071-106-006 50-80 PN16 48-71 82-106 296 200 235 7.0 1 C 628.54

632-091-106-006 65-80 PN16 69-91 82-106 294 226 235 7.5 1 C 647.98

632-106-133-006 80-100 PN16 82-106 104-133 305 235 268 10 1 C 744.80

632-133-161-006 100-125 PN16 104-133 132-159 305 268 285 13 1 C 919.50

632-133-188-006 100-150 PN16 104-133 159-188 322 268 340 14 1 C 1,069.18

632-161-188-006 125-150 PN16 132-159 159-188 321 285 340 15 1 C 1,091.85

632-188-227-006 150-200 PN16 159-188 193-227 356 340 389 21 1 C 1,225.60

632-188-257-006 150-225 PN16 159-188 224-257 374 340 437 27 1 C 1,530.40

632-227-257-006 200-225 PN16 193-227 224-257 389 389 437 32 1 C 1,700.44

632-227-301-006 200-250 PN16 193-227 266-301 386 389 476 32 1 C 1,879.79

632-257-301-006 225-250 PN16 224-257 266-301 396 437 476 36 1 C 1,978.73

632-301-356-006 250-300 PN16 266-301 314-356 437 476 545 42 1 C 2,355.63
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Us
e

Suitable for use on all ferrous, GRP*, 
PVC pipes and stainless steel pipe/

welded tube for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Corrosion resistant construction
•	 EPDM seals
•	 Sheraplex® coated fasteners
•	 Can be fabricated in any size 

within design range of DN350 to 
DN1600+

•	 Fusion bonded epoxy coating
•	 Sealing range nominal diameter 

+2mm to -5mm
•	 Can be used for upto -0.8 Bar 

negative pressure 
•	 Embodied carbon data available 

upon request

Note: 
-- This fitting is not designed for 

end load resistant applications
--  * Suitable only for cc-GRP 

(centrifugally castglass 
reinforced polyester) and turned 
end pipes

--  **Suitable for 3mm Wall 
Thickness & above – DN300 to 
DN1000

Op
tio

ns

•	 259/34 - Stainless steel bolts, 
259/36 - Sheraplex bolts

•	 A2, A4 Stainless steel fasteners
•	 Special sizes manufactured to 

order
•	 Sizes DN1200+ manufactured 

to order dependant upon 
application

•	 25 Bar on certain sizes

Size DN350 - 1400+

Pr
es

su
re

PN10/16/25

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Mild steel 

BS EN 10025:1990, Grade FE 430 B

Ap
pr

ov
al

s

WIS-4-52-01
Reg 31 compliant

AVK Fabricated Stepped 
Coupling

Series 259/30
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Studs Grade 8.8, sheraplex® coated 5 Rubber seals EPDM
2 Nuts Hexagon, grade 8 sheraplex® coated 6 Body Mild steel, grade FE 430 B. BS EN 10025: 1990

3 Washers Zinc plated and passivated 7 Coating
Fusion bonded epoxy coating WIS 4-52-01 or wet 
sprayed dependent upon size. WRAS approved

4 Gland ring Mild Steel, Grade FE 430 B. BS EN 10025: 1990 Domed Cap Plastic

No
te

s

X=0 for Water PN16 - zinc plated 
and passivated studs. 4 Water 
PN16, stainless steel bolts 6 Water 
PN16, Sheraplex bolts. AB + CD =
Cast Iron DI= Ductile Iron ST= Steel 
GRP = Glass reinforced polyester. 
Additional sizes and step ranges 
available on request. Sizes 1600+ 
available on application.

AVK Ref
Pipe A Pipe B Sealing Dia W L

Ang 
Def

No of 
Bolts 
and 
Size

Wgt
Units / 
Parcel

Deliv. 
Code

Gross 
Price

Inch/mm DD2 DD1 mm Kg GBP

259-3-X-0378-0356 350DI 14"ST 378.0 355.6 470 326 ±8° 8 M12 36
259-3-X-0387-0356 14"AB 14"ST 387.0 355.6 502 326 ±8° 8 M12 43
259-3-X-0387-0378 14"AB 350DI 387.0 378.0 502 326 ±8° 8 M12 42
259-3-X-0379-0356 14"CD 14"ST 399.0 355.6 514 326 ±8° 8 M12 45
259-3-X-0399-0378 14"CD 350DI 399.0 378.0 514 326 ±8° 8 M12 43
259-30-0429-0406 400DI 16"ST 429.0 406.4 521 326 ±6° 8 M12 42 1 A 1,590.15
259-3-X-0439-0406 16"AB 16"ST 439.0 406.4 554 326 ±6° 8 M12 49
259-3-X-0439-0429 16"AB  400DI 439.0 429.0 554 326 ±4° 8 M12 47
259-30-0453-0406 16"CD 16"ST 453.0 406.4 568 326 ±4° 8 M12 51 1 A 2,399.40
259-3-X-0453-0429 16"CD  400DI 453.0 429.0 568 326 ±4° 8 M12 50
259-30-0480-0457 450DI  18"ST 480.0 457.2 572 326 ±8° 8 M12 46 1 A 2,132.88
259-30-0492-0457 18"AB 450DI 492.0 457.2 607 326 ±8° 10 M12 52 1 A 1,459.78
259-3-X-0472-0480 18"AB 450DI 492.0 480.0 607 326 ±8° 10 M12 52
259-3-X-0507-0457 18"CD 18"ST 507.0 457.2 622 326 ±8° 10 M12 51
259-30-0507-0480 18"CD 450DI 507.0 480.0 622 326 ±8° 10 M12 55 1 A 1,486.92
259-30-0532-0508 500DI 20"ST 532.0 508.0 650 326 ±6° 10 M12 58 1 A 2,331.45
259-3-X-0545-0508 20"AB 20"ST 545.0 508.0 660 326 ±6° 10 M12 61
259-30-0545-0532 20"AB 500DI 545.0 532.0 660 326 ±4° 10 M12 68 1 A 1,772.77
259-3-X-0560-0508 20"CD 20"ST 560.0 508.0 675 326 ±4° 10 M12 63
259-30-0560-0532 20"CD 500DI 560.0 532.0 675 326 ±4° 10 M12 61 1 A 2,019.31
259-30-0635-0610 600DI 24"ST 635.0 609.6 725 326 ±4° 10 M12 60 1 C 2,055.93
259-30-0650-0610 24"AB 24"ST 650.0 609.6 765 326 ±8° 10 M12 77 1 C 2,059.98
259-30-0650-0635 24"AB 600DI 650.0 635.0 765 326 ±8° 12 M12 68 1 A 2,079.72
259-3-X-0667-0610 24"CD 24"ST 667.0 609.6 941 326 ±8° 12 M12 68
259-30-0667-0635 24"CD 600DI 667.0 635.0 782 326 ±8° 12 M12 72 1 A 2,120.29
259-3-X-0729-0711 27"AB 28"ST 729.0 711.2 844 326 ±8° 12 M12 77
259-30-0738-0711 700DI 28"ST 738.0 711.2 826 326 ±8° 12 M12 69 1 A 1,988.25
259-3-X-0738-0729 700DI 27"AB 738.0 729.0 844 326 ±8° 12 M12 73 1 A 1,946.74
259-3-X-0747-0711 27"CD 28"ST 747.0 711.2 862 326 ±8° 12 M12 81
259-3-X-0747-0738 27"CD 700DI 747.0 738.0 862 326 ±8° 12 M12 77 1 C 1,954.32
259-3-X-0813-0807 32"ST 30"AB 812.8 807.0 922 326 ±8° 12 M12 81
259-3-X-0826-0813 30"CD 32"ST 826.0 812.8 941 326 ±6° 12 M12 85
259-3-X-0842-0807 800DI 30"AB 842.0 807.0 922 326 ±6° 12 M12 75
259-3-X-0842-0813 800DI 32"ST 842.0 812.8 928 326 ±6° 12 M12 77 1 A 2,945.69
259-3-X-0842-0826 800DI 30"CD 842.0 826.0 941 326 ±6° 12 M12 80 1 A 2,241.96
259-3-X-0945-0914 900DI 36"ST 945.0 914.4 1029 326 ±4° 14 M12 85 1 C 2,706.48
259-3-X-0964-0914 36"AB 36"ST 964.0 914.4 1079 326 ±4° 14 M12 100
259-3-X-0964-0945 36"AB 900DI 964.0 945.0 1079 326 ±4° 14 M12 100
259-3-X-0985-0914 36"CD 36"ST 985.0 914.4 1100 326 ±4° 14 M12 112
259-3-X-0985-0945 36"CD 900DI 985.0 945.0 1100 326 ±4° 14 M12 106
259-3-X-1048-1016 1000DI  40"ST 1048.0 1016.0 1131 356 ±4° 14 M12 94
259-3-X-1121-1016 42"AB 40"ST 1121.0 1016.0 1236 356 ±4° 14 M12 135
259-3-X-1121-1048 42"AB 1000DI 1121.0 1048.0 1236 356 ±4° 14 M12 128
259-3-X-1143-1016 42"CD 40"ST 1143.0 1016.0 1258 356 ±4° 14 M12 143
259-3-X-1143-1048 42"CD 1000DI 1143.0 1048.0 1258 356 ±4° 14 M12 136
259-3-X-1255-1220 1200DI 48"ST 1255.0 1220.0 1334 356 ±4° 16 M12 110
259-3-X-1277-1220 48"AB 48"ST 1277.0 1222.0 1392 356 ±4° 16 M12 142
259-3-X-1277-1255 48"AB 1200DI 1277.0 1255.0 1392 356 ±4° 16 M12 134
259-3-X-1300-1220 48"CD 48"ST 1300.0 1220.0 1416 356 ±4° 16 M12 151
259-3-X-1300-1255 48"CD 1200DI 1300.0 1255.0 1416 356 ±4° 16 M12 141
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Us
e

Suitable for use on cast iron, ductile 
iron, steel, uPVC and asbestos cement 

pipes for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Mild steel GEOMET coated bolts/
nuts comply with WIS4-52-03

•	 Light weight design
•	 ±4° angular deflection on each 

side
•	 Drinking water approved EPDM 

gasket
•	 The bolt ends are protected with 

plastic caps
•	 The moulded ribs in the gasket 

absorb minor imperfections in 
the pipe

•	 Versatile design tolerances 
typical 26 mm to cover all pipe 
materials

•	 Epoxy coated according to      
DIN 30677-2 and GSK approved

Op
tio

ns

Size DN40 - 400

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron 

GGG-40

Ap
pr

ov
al

s

WIS 4-21-02
WIS 4-52-03 

BS EN 1092 (ISO 7005-2)
BS EN 681-1 / BS EN 14525

BS 8561
Reg 31 compliant

AVK Universal Supa® 
Flange Adaptor

Series 603/A-002
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 End cap Plastic 5 Bracket Ductile iron GJS-500-7 (GGG-50)

2 Washer Steel, hot dip galvanized 6 Gasket EPDM Rubber

3 Nut Steel gr. 8 zinc plated 7 Adaptor flange Ductile iron GJS-500-7 (GGG-50)

4 Bolt Steel gr. 8.8 zinc plated

AVK Ref
DN D L L1 L2 L3

Pipe 
Cover 
Range

Weight Units / 
Parcel

Deliv. 
Code

Gross 
Price

mm Kg GBP

603-063-000-4200 40/50 165 159 47 145 95 46-63 4.0
603-074-000-4200 50 172 159 47 145 98 57-74 3.9
603-085-000-4200 50/65 185 159 47 145 98 68-85 4.2
603-106-000-4200 80 200 159 47 145 100 84-106 5.0
603-119-000-4200 100 254 159 47 145 100 99-119 5.6
603-133-000-4200 100 240 159 47 145 101 109-133 5.8
603-157-000-4200 125/150 285 184 58 170 111 132-157 9.0
603-183-000-4200 150 293 184 56 170 109 157-183 9.3
603-201-000-4200 150 313 184 69 170 112 176-201 11
603-215-000-4200 200 343 182 110 170 117 193-215 12
603-242-000-4200 200 353 182 65 170 117 218-242 13
603-268-000-4200 250 406 182 110 170 119 242-268 17
603-292-000-4200 250 406 182 61 170 119 266-292 19
603-306-000-4200 250 420 182 61 170 119 280-306 19
603-327-000-4200 300 483 186 59 170 119 301-327 22
603-350-000-4200 300 483 186 59 170 119 324-350 24
603-378-000-4200 350 520 186 110 170 119 352-378 25
603-396-000-4200 350 496 226 100 210 161 372-396 30
603-410-000-4200 350 520 226 100 210 161 384-410 30
603-436-000-4200 400 597 226 100 210 165 410-436 35
603-462-000-4200 400 597 226 100 210 165 436-462 38

The designs, materials and specifications shown are subject to change without notice. This is due to the continuous development of our product programme.
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AVK SERIES 603 UNIVERSAL SUPA® FLANGE ADAPTOR
Mild steel Sheraplex bolts/nuts, WRAS approved EPDM sealings

603/A
4100

 
     Flange DN                              Drilling       
     40/50 - 80 ISO 7005-2, ANSI B16 CL 125, BS 10 Table A, D and E
  80/100 - 125/150    ISO 7005-2, ANSI B16 CL 125, BS 10 Table A, D, E, F and H
 150 - 200 ISO 7005-2, ANSI B16 CL 125 and BS 10 Table E
      250 ISO 7005-2 and ANSI B16 CL 125
      300 ISO 7005-2, ANSI B16 CL 125 and BS 10 Table E
      350 ISO 7005-2 and BS 10 Table A
      400 ISO 7005-2 and ANSI B16 CL 125

Component List:

1. End cap Plastic 2. Washer Hot dip galvanized steel

3. Nut Mild steel, sheraplex 4. Bolt Mild steel, sheraplex

5. Bracket Ductile iron, EN-GJS-500-7(GGG-50) 6. Gasket EPDM

7. Adaptor flange Ductile iron, EN-GJS-500-7(GGG-50)

Components may be substituted with equivalent or higher class materials without prior notification.

Reference Nos. and Dimensions:

AVK ref. nos
DN
mm

L
mm

L1
mm

L2
mm

L3
mm

D
 mm

Sealing Range
 mm

Theoretic.
weight

kg

603-063-000-4100 40/50 159 47 145 98 165 46 - 63 3.8
603-074-000-4100 50 159 47 145 98 172 57 - 74 3.9
603-074-001-4100 50/60 159 47 145 98 185 57 - 74 4.1
603-085-000-4100 50/60 159 47 145 98 185 68 - 85 4.2
603-106-000-4100 80 159 47 145 100 200 84 - 106 5.0
603-106-001-4100 80/100 159 47 145 100 200 84 - 106 5.9
603-119-000-4100 100 159 47 145 100 254 99 - 119 5.6
603-133-000-4100 100 159 47 145 101 240 109 - 133 5.8
603-133-001-4100 100/125 159 47 145 101 240 109 - 133 5.8
603-157-000-4100 125/150 184 58 170 111 285 132 - 157 8.3
603-183-000-4100 150 184 56 170 109 293 157 - 183 9.3
603-183-002-4100 150 184 56 170 109 293 157 - 183 9.3
603-201-000-4100 150 184 69 170 112 313 176 - 201 11
603-215-000-4100 200 182 110 170 117 343 193 - 215 12
603-242-000-4100 200 182 65 170 117 353 218 - 242 12
603-242-002-4100 200 182 65 170 117 353 218 - 242 12
603-268-000-4100 250 182 110 170 119 406 242 - 268 17
603-292-000-4100 250 182 61 170 119 406 266 - 292 19
603-292-002-4100 250 182 61 170 119 406 266 - 292 18
603-306-000-4100 250 182 61 170 119 420 280 - 306 19

3/33/32/3
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Us
e

Suitable for use on cast iron, ductile 
iron, steel, uPVC and asbestos cement 

pipes for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 ±4° angular deflection
•	 Drinking water approved EPDM 

gasket
•	 The bolts and nuts are anti-

friction coated to offer easy 
tightening and to prevent galling

•	 The bolt ends are protected with 
plastic caps

•	 The moulded ribs in the gasket 
absorb minor imperfections in 
the pipe

•	 Versatile design tolerances 
typical 26 mm to cover all pipe 
materials

•	 Ductile iron with epoxy coating 
according to DIN 30677-2 and 
AVK guidelines

Op
tio

ns

Size DN80 - 200

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron 

GJS-500-7 (GGG-50)

Ap
pr

ov
al

s WIS 4-52-01
WIS 4-52-03

BS EN 1092 (ISO 7005-2)
BS EN 14525

Reg 31 compliant

AVK Universal Supa® 
Flange Adaptor

Series 603/A-003
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Adaptor flange Ductile iron GJS-500-7 (GGG-50) 5 Washer Steel, hot dip galvanized

2 Bolt Steel gr. 8.8, zinc plated 6 Nut Steel gr. 8, zinc plated

3 Bracket Ductile iron GJS-500-7 (GGG-50) 7 End cap Plastic

4 Gasket EPDM rubber

AVK Ref
DN L L1 L2 D Pipe Cover 

Range
Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm Kg GBP

603-099-004-4200 80 126 73 110 192 88-99 3.2 1 A 101.44

603-123-004-4200 100 126 73 110 216 114-123 3.6 1 A 113.40

603-178-004-4200 150 126 73 110 285 168-178 4.2 1 A 141.37

603-233-004-4200 200 126 73 110 339 219-233 6.2 1 A 180.59

GEOMET® zinc coated grade 8.8 bolts/nuts, WRAS approved EPDM sealings, UK Version

AVK SERIES 603 UNIVERSAL SUPA® FLANGE ADAPTOR 603/A-003

Component list:
1

2

3

4

1.

2.

3.

4.

Adaptor flange

Bolt

Bracket

Gasket

Ductile iron GJS-500-7 (GGG-50)

Steel gr. 8.8, zinc plated

Ductile iron GJS-500-7 (GGG-50)

EPDM rubber

5

6

7

5.

6.

7.

Washer

Nut

End cap

Steel, hot dip galvanized

Steel gr. 8, zinc plated

Plastic

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

L

mm

L1

mm

L2

mm

D

mm

Pipe cover range

mm

Theoretical

weight / kg

603-099-004-4200

603-123-004-4200

603-178-004-4200

603-233-004-4200

80

100

150

200

126

126

126

126

73

73

73

73

110

110

110

110

192

216

285

339

88-99

114-123

168-178

219-233

3.2

3.6

4.2

6.2
Row to make sure table is never blank

2/2
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GEOMET® zinc coated grade 8.8 bolts/nuts, WRAS approved EPDM sealings, UK Version

AVK SERIES 603 UNIVERSAL SUPA® FLANGE ADAPTOR 603/A-003

Component list:
1

2

3

4

1.

2.

3.

4.

Adaptor flange

Bolt

Bracket

Gasket

Ductile iron GJS-500-7 (GGG-50)

Steel gr. 8.8, zinc plated

Ductile iron GJS-500-7 (GGG-50)

EPDM rubber

5

6

7

5.

6.

7.

Washer

Nut

End cap

Steel, hot dip galvanized

Steel gr. 8, zinc plated

Plastic

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

L

mm

L1

mm

L2

mm

D

mm

Pipe cover range

mm

Theoretical

weight / kg

603-099-004-4200

603-123-004-4200

603-178-004-4200

603-233-004-4200

80

100

150

200

126

126

126

126

73

73

73

73

110

110

110

110

192

216

285

339

88-99

114-123

168-178

219-233

3.2

3.6

4.2

6.2
Row to make sure table is never blank

2/2
04-Mar-2019 14:41nivo -
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Us
e Suitable for use on PE and PVC-U 

pipes for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 ±3.5° angular deflection
•	 The design with external bolts 

prevents corrosion between 
sleeve and bolts

•	 The M16 bolts of stainless 
steel A2 and the nuts of acid-
resistant stainless steel A4 are 
anti-friction coated to offer easy 
tightening and to prevent galling

•	 The compression type gasket 
makes it easy to insert the pipe 
end, even in large dimensions

•	 Fusion bonded epoxy coating 
according to DIN 30677-2 and 
AVK guidelines

•	 AVK Series 05 internal support 
bush is required See pg 40

Op
tio

ns

Size DN40 - 315

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron

GGG-40/50

Ap
pr

ov
al

s

WIS 4-24-01
WIS 4-52-01
WIS 4-52-03
BS EN 12842

BS EN 1092 (ISO 7005-2)
BS EN 681-1

BS 85612
Reg 31 compliant    

AVK Supa Plus™ Tensile 
Resistant Flange Adaptor

Series 623/10-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Adaptor flange Ductile iron GJS-500-7 5 Nut Stainless steel A4

2
Combined 
gasket

Bronze RG5 / EPDM 6 Washer Stainless steel A2

3 Bracket Ductile iron GJS-500-7 7 Square bolt Stainless steel A2

4 Cap Plastic

The designs, materials and specifications shown are subject to change without notice.
This is due to the continuous development of our product programme.
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AVK SUPA PLUS™ FLANGE ADAPTOR, PN10/16
Tensile, for PE and PVC pipes

623/10
001

L1

D

7

6

5

4

3

2

1

L

Dd

Component List:

1. Adaptor flange Ductile iron GJS-500-7 (GGG-50) 2. Combined gasket NF approved EPDM rubber/RG5 bronze
3. Bracket Ductile iron GJS-500-7 (GGG-50) 4. Cap Plastic
5. Nut Acid resistant stainless steel A4 6. Washer Stainless steel A2
7. Rectangular bolt Stainless steel A2

Components may be substituted with equivalent or higher class materials without prior notification.

Reference Nos. and Dimensions:

AVK ref. nos
DN
mm

Dd
mm

Flange
drilling

D
 mm

L
mm

L1
mm

Theoretical
weight kg

623-10-040-0141 (1) 40 40 PN10/16 150 122 62 3.6
623-10-050-0141 (1) 40 50 PN10/16 150 122 62 3.7
623-10-063-0141 (1) 50 63 PN10/16 180 123 63 4.4
623-10-075-0141 (1) 65 75 PN10/16 185 123 63 4.5
623-10-090-0141 (1) 80 90 PN10/16 200 122 62 4.7
623-10-110-0141 (1) 100 110 PN10/16 220 123 63 6.6
623-10-125-0141 (1) 125 125 PN10/16 250 125 63 6.8
623-10-125-0241 (1) 100 125 PN10/16 240 125 62 6.7
623-10-140-0141 (1) 125 140 PN10/16 250 125 63 6.9
623-10-160-0141 (1) 150 160 PN10/16 285 125 63 8.6
623-10-180-0141 (1) 150 180 PN10/16 285 125 63 8.6
623-10-200-0041 200 200 PN10 340 126 64 14
623-10-200-0141 200 200 PN16 340 126 64 14
623-10-225-0041 200 225 PN10 340 141 64 15
623-10-225-0141 200 225 PN16 340 141 64 15
623-10-250-0141 (1) 250 250 PN10/16 405 179 88 25
623-10-250-0241 (1) 200 250 PN10/16 405 179 88 25
623-10-280-0141 (1) 250 280 PN10/16 405 179 88 25
623-10-315-0141 (1) 300 315 PN10/16 460 179 88 29
623-10-315-0241 (1) 250 315 PN10/16 460 179 88 29
(1) 10/16 = Universal drilling

AVK Ref
DN Dd

Flange 
Drilling

D L L1 Weight Units / 
Parcel

Deliv. 
Code

Gross 
Price

mm PN mm Kg GBP

623-10-040-0141001 40 40 PN16 150 122 62 3.6 1 A 108.78

623-10-050-0141001 40 50 PN16 150 122 62 3.7 1 A 156.66

623-10-063-0141001 50 63 PN16 180 123 63 4.4 1 A 149.10

623-10-075-0141001 65 75 PN16 185 123 63 4.5 1 A 167.79

623-10-090-0141001 80 90 PN16 200 122 62 4.7 1 A 188.32

623-10-110-0141001 100 110 PN16 220 123 63 6.6 1 A 189.59

623-10-125-0141001 125 125 PN16 250 125 63 6.8 1 A 309.50

623-10-140-0141001 125 140 PN16 250 125 63 6.9 1 A 303.12

623-10-160-0141001 150 160 PN16 285 125 63 8.6 1 A 307.37

623-10-180-0141001 150 180 PN16 285 125 63 8.6 1 A 466.68

623-10-200-0141001 200 200 PN16 340 126 64 14.1 1 A 439.68

623-10-225-0141001 200 225 PN16 340 141 64 15.1 1 A 588.61

623-10-250-0141001 250 250 PN16 405 179 88 24.5 1 A 759.20

623-10-280-0141001 250 280 PN16 405 179 88 25 1 A 964.26

623-10-315-0141001 300 315 PN16 460 179 88 28.6 1 A 1,083.39
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Us
e Suitable for use on all pipe types up to 

PN16 for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Patented SupaGrip™ sealing 
support system with flexible 
bracket ensures full support of 
the gasket even at minimum 
pipe size

•	 Full tensile strength on all pipes 
•	 Metal grip segments are 

mounted with pins for maximum 
durability

•	 ±4° angular deflection at max. 
1.5 x PN16

•	 Epoxy coated according to DIN 
30677-2 and GSK approved

•	 Permanent protection cap 
protects the coupling during 
handling and installation

•	 Lifting eye in DN100-600
•	 AVK Series 05 internal support 

bush is required See pg 40

Op
tio

ns

Size DN40 - 450

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to + 70°C

Bo
dy Ductile iron 

GJS-450-10

Ap
pr

ov
al

s

WIS 4-21-01
WIS 4-52-01
WIS 4-52-03
BS EN 14525
BS EN 681-1

Reg 31 compliant

AVK Supa Maxi™ Tensile 
Resistant Flange Adaptor

Series 633/00-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Nut Stainless steel A4 5 Gasket EPDM

2 Bolt Stainless steel A2 6 Sleeve Ductile iron GJS-450-10

3 Washer Stainless steel A2 7 Bracket Cast steel

4 Grip segment Stainless steel / bronze CC491K 8 Protection cap PE

AVK Ref
DN

PN
T L D H3 Weight Units / 

Parcel
Deliv. 
Code

Gross Price
mm mm Kg GBP

633-071-00-006 40-50 PN16 48-71 197 200 165 5.0 1 A 354.24

633-091-00-006 50-65 PN16 69-91 197 226 185 6.0 1 A 351.95

633-106-00-006 80 PN16 82-106 198 235 200 6.5 1 A 355.73

633-133-00-006 100 PN16 104-133 203 268 229 9.0 1 A 476.84

633-161-00-006 100 PN16 132-159 198 285 254 11 1 A 532.40

633-188-00-006 150 PN16 159-188 220 340 285 12 1 A 599.67

633-227-00-006 200 PN16 193-227 243 389 343 19 1 A 1,035.05

633-257-00-006 250 PN16 224-257 245 437 406 25 1 A 1,180.11

633-301-00-006 250 PN16 266-301 254 476 406 28 1 A 1,315.80

633-356-00-006 300 PN16 314-356 282 545 483 38 1 A 1,743.55

633-396-00-006 350 PN16 352-396 419 612 612 87 1 A

633-442-00-006 400 PN16 392-442 447 661 597 80 1 A 3,786.15

633-510-00-006 450 PN16 448-510 614 740 740 145 1 A 7,457.19

Universal and tensile, A2 bolts, EPDM sealing

AVK SUPA MAXI™ FLANGE ADAPTOR, PN16 633/00-001

Component list:
1

2

3

4

1.

2.

3.

4.

Nut

Bolt

Washer

Grip segment

Stainless steel A4

Stainless steel A2

Stainless steel A2

Stainless steel / bronze CC491K

5

6

7

8

5.

6.

7.

8.

Gasket

Sleeve

Bracket

Protection cap

EPDM rubber

Ductile iron GJS-450-10

Cast steel

PE

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

Product

PN Class

T

mm

L

mm

D

mm

H3

mm

Theoretical

weight / kg

633-071-00-006

633-091-00-006

633-106-00-006

633-133-00-006

633-133-01-006

633-161-00-006

633-161-01-006

633-188-00-006

633-227-00-006

633-257-00-006

633-257-01-006

633-301-00-006

633-356-00-006

633-396-00-006 (1)

633-442-00-006 (1)

633-510-00-006 (2)

633-552-00-006 (2)

633-652-00-006 (2)

40-50

50-65

80

100

80

100

150

150

200

250

200

250

300

350

400

450

500

600

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

48 - 71

69 - 91

82 - 106

104 - 133

104 - 133

132 - 159

132 - 159

159 - 188

193 - 227

224 - 257

224 - 257

266 - 301

314 - 356

352 - 396

392 - 442

448 - 510

498 - 552

604 - 652

197

197

198

203

210

198

198

220

243

245

245

254

282

419

447

614

605

634

200

226

235

268

268

285

285

340

389

437

437

476

545

612

661

740

772

872

165

185

200

229

200

254

254

285

343

406

406

406

483

540

597

660

735

850

5.0

6.0

6.5

9.0

9.0

11

11

12

19

25

25

28

38

87

80

145

166

213
1

(1) KIWA EN 14525 approval is pending
2

(2) KIWA EN 14525 approval is pending. Protection cap in fabric
Row to make sure table is never blank

2/2
03-Jul-2018 13:53adl -

The designs, materials and specifications shown are subject to change without notice due to the continuous development of our product range.

COPYRIGHT©AVK GROUP 2018
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Us
e

Suitable for use on all  for all ferrous, 
GRP*, uPVC, AC pipes and stainless 

steel pipe /welded tube** for water and 
waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 	Corrosion resistant construction
•	 Can be fabricated in any size 

within design range of DN350 to 
DN1600+

•	 Fusion bonded epoxy coating
•	 Sheraplex® coated stud sets
•	 Sealing range nominal diameter 

+2mm to -5mm
•	 Angular deflection:

-- <DN600mm is + 4°
-- DN700 & 800 is + 3°
-- DN900 & 1200 is + 2°

•	 Embodied carbon data available 
upon request

Notes: 
-- This fitting is not designed for 

end load resistant applications
--  *Suitable only for cc-GRP 

(centrifugally cast-glass 
reinforced polyester) and turned 
end pipes

--  **Suitable for 3mm Wall 
Thickness & above – DN300 to 
DN1000

Op
tio

ns

•	 Special sizes/drillings 
manufactured to order

•	 Slotted bolt holes
•	 Studs and nuts
•	 Stainless steel
•	 Zinc plated and gold passivated
•	 Specific notching required

Size DN350 - 1400+

Pr
es

su
re

PN10/16/25

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Mild steel

BS EN 10025:1990 grade FE 430 B 

Ap
pr

ov
al

s

WIS 4-21-02
WIS 4-52-01
WIS 4-52-03
BS EN 681-1

BS 8561
Reg 31 compliant

AVK Fabricated Flange 
Adaptor

Series 260/30
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Body Steel S275JR 5 Washer Zinc plated 8.8 steel

2 Gland ring Steel S275JR 6 Nuts Zinc plated 8.8 steel

3 Seal EPDM 7 Coating Epoxy

4 Studs Zinc plated 8.8 steel

AVK Ref
DN OD

H3 
and 
W

L5 L Ang
Def

No of 
Bolts and 

Size

Wgt Units / 
Parcel

Deliv. 
Code

Gross 
Price

Inch mm Kg GBP
260-30-0387-Y-Z 14" AB 387 520 25 178 ±4° 16 M12 32
260-30-0399-Y-Z 14" CD 399 520 25 178 ±4° 16 M12 31
260-30-0439-Y-Z 16" AB 439 580 25 178 ±4° 16 M12 37
260-30-0453-Y-Z 16" CD 453 580 25 178 ±4° 16 M12 36
260-30-0492-Y-Z 18" AB 492 640 25 178 ±4° 20 M12 42
260-30-0507-Y-Z 18" CD 507 640 25 178 ±4° 20 M12 40
260-30-0545-Y-Z 20" AB 545 715 25 178 ±4° 20 M12 51
260-30-0560-Y-Z 20" CD 560 715 25 178 ±4° 20 M12 49
260-30-0650-Y-Z 24" AB 650 840 25 178 ±4° 20 M12 64
260-30-0667-Y-Z 24" CD 667 840 25 178 ±4° 20 M12 62
260-30-0729-Y-Z 27" AB 729 910 25 178 ±3° 24 M12 69
260-30-0747-Y-Z 27" CD 747 910 25 178 ±3° 24 M12 65
260-30-0807-Y-Z 30" AB 807 1025 25 178 ±3° 24 M12 89
260-30-0826-Y-Z 30" CD 826 1025 25 178 ±3° 24 M12 82
260-30-0964-Y-Z 36" AB 964 1125 25 178 ±2° 28 M12 81
260-30-0985-Y-Z 36" CD 985 1125 25 178 ±2° 28 M12 75
260-30-1121-Y-Z 42" AB 1121 1255 30 198 ±2° 28 M12 83
260-30-1143-Y-Z 42" CD 1143 1255 30 198 ±2° 28 M12 76
260-30-1277-Y-Z 48" AB 1277 1485 30 198 ±2° 32 M12 124
260-30-0387-Y-Z 350 378 520 25 178 ±4° 16 M12 16
260-30-0429-Y-Z 400 429 580 25 178 ±4° 16 M12 16
260-30-0480-Y-Z 450 480 640 25 178 ±4° 20 M12 20
260-30-0532-Y-Z 500 532 715 25 178 ±4° 20 M12 20
260-30-0635-Y-Z 600 635 810 25 178 ±4° 20 M12 20
260-30-0738-Y-Z 700 738 910 25 178 ±3° 24 M12 24

260-30-0842-100706 800 842 1025 25 178 ±3° 24 M12 24 1 A 3,497.64
260-30-0945-Y-Z 900 945 1125 25 178 ±2° 28 M12 28
260-30-1048-Y-Z 1000 1048 1225 30 198 ±2° 28 M12 28
260-30-1255-Y-Z 1200 1255 1485 30 198 ±2° 32 M12 32

260-30-0355-1000 350 ST 355.6 520 25 178 ±4° 16 M12 34 1 A 1,553.48
260-30-0406-1002 400ST 406.4 580 25 178 ±4° 16 M12 40 1 A 1,650.87
260-30-0457-1003 450 ST 457.2 640 25 178 ±4° 20 M12 46 1 A 1,776.14
260-30-0508-1004 500 ST 508 715 25 178 ±4° 20 M12 56 1 A 2,138.50
260-30-0609-1005 600 ST 609.6 840 25 178 ±4° 20 M12 71 1 A 2,433.12
260-30-0711-1006 700 ST 711.2 910 25 178 ±3° 24 M12 72 1 A 2,506.91
260-30-0812-1007 800 ST 812.8 1025 25 178 ±3° 24 M12 85 1 A 2,953.02
260-30-0914-1008 900 ST 914.4 1135 25 178 ±2° 28 M12 94 1 A 3,069.88
260-30-1016-1009 1000 ST 1016 1255 30 198 ±2° 28 M12 114 1 A 4,062.48
260-30-1220-1011 1200 ST 1220 1485 30 198 ±2° 32 M12 145 1 A 6,809.52

No
te

s

ST = Steel/uPVC, DI = Ductile Iron, AB = Cast Iron, CD = Cast iron.
Flange Drilling: Y=0 for PN10, 1 for PN16, 2 for ANSI b16.5 class 
150, 3 for ISO2084 PN16, 4 for PN25 (25 bar rated), 5 BSTD, 6 
BSTE
Studs: Z=0 for Zinc plated and passivated; 6 for Sheraplexed. Sizes 
above those shown here are available upon application
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Us
e Suitable for use on all ferrous and PE 

pipes for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Tensile resistant design to       
BS 8561. Type 2 as standard. 
Type 1 on application

•	 Individual Pipe Grippers
•	 WRAS approved EPDM seals
•	 Standard fabricated sizes within 

design range of DN700 (744-
776) to DN1200 (1250-1282)

•	 Fusion bonded epoxy coating
•	 Zinc Plated Passivated (ZPP) 

coated fasteners
•	 Sealing range of 32mm to 

accommodate a wide range of 
pipes

•	 Angular deflection:
-- >DN780-1200 = 1.5°
-- >DN600 - 750 = 2.0°

•	 Embodied carbon data available 
upon request

Note: When fitted on PE pipe a suitable 
liner must be used

Op
tio

ns

•	 Special sizes/drillings 
manufactured to order

•	 Stainless steel fasteners

Size DN350 - 1200

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Mild steel

BS EN 10025:1990, Grade FE 430 B

Ap
pr

ov
al

s

WIS 4-52-01
BS 8561-2013

Reg 31 compliant

AVK Tensile Resistant 
Fabricated Flange Adaptor

Series 260/61 & 60
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Body Mild steel 4 Grip segment Stainless steel

2 Gland ring Mild steel 5 Fasteners Steel gr. 8.8, zinc plated, passivated

3 Seal EPDM

AVK Ref
DN DN/DN PN W H3 L L5 Wgt Units / 

Parcel
Deliv. 
Code

Gross Price

mm bar mm Kg GBP
Series 260/61

260-61-0351-1001 350 351-383 PN16 583 586 560 25 113 1 A 8,088.07
260-61-0385-1002 400 385-417 PN16 620 620 560 25 125 1 A 8,788.00
260-61-0427-1003 450 427-459 PN16 560 662 560 25 140 1 A 10,004.62
260-61-0478-1004 500 478-510 PN16 713 713 560 25 159 1 A 11,007.99
260-61-0530-1004 500 530-562 PN16 765 765 560 25 163 1 A 12,243.12
260-61-0608-1005 600 608-640 PN16 843 843 560 25 206 1 A 16,249.54
260-61-0708-1006 700 708-740 PN16 943 943 560 25 230 1 A 19,546.21

Series 260/60
260-60-0744-0006 700 744-776 PN10 979 979 560 25 225 1 A 19,715.48
260-60-0797-0007 800 797-829 PN10 1032 1032 560 25 259 1 A 33,221.35
260-60-0839-0007 800 839-871 PN10 1074 1074 560 25 275 1 A 33,462.31
260-60-0884-0008 900 884-916 PN10 1127 1127 590 25 308 1 A 38,066.51
260-60-0939-0008 900 939-971 PN10 1182 1182 590 25 333 1 A 38.424,75
260-60-0972-0009 1000 972-1004 PN10 1215 1215 595 30 359 1 A 44,277.30
260-60-1005-0009 1000 1005-1037 PN10 1248 1248 595 30 375 1 A 44,630.22
260-60-1042-0009 1000 1042-1074 PN10 1285 1285 595 30 394 1 A 44,958.00
260-60-1100-0010 1100 1100-1132 PN10 1343 1343 595 30 385 1 A 50,680.86
260-60-1142-0010 1100 1142-1174 PN10 1385 1385 595 30 409 1 A 51,145.72
260-60-1198-0011 1200 1200-1232 PN10 1441 1441 595 30 462 1 A 52,414.29
260-60-1250-1011 1200 1250-1282 PN10 1493 1493 595 30 496 1 A 52,698.02
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Us
e

Suitable for use on PE, PVC and ductile 
iron pipes as well as non-tensile 
combi-flanges for PVC, steel and 

ductile iron pipes for water and waste 
water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Flexible positioning of the pipe 
with the large buffer zone clearly 
marked on the sealing

•	 Easy pipe chamfering allowing 
the pipe to be cut unevenly or 
out of angle, as long as it stays 
within the buffer zone

•	 The pipe will not move inwards 
during installation which helps 
securing a tight connection

•	 Rubber is resistant to 
water treatment chemicals 
and features an excellent 
compression set

•	 Flange of ductile iron is 
epoxy coated according to               
DIN 30677-2 and AVK guidelines

•	 AVK Series 05 internal support 
bush is required See pg 40

Op
tio

ns

Size DN50 - 300

Pr
es

su
re

PN10/16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron 

BS EN 1563 GJS-400-15

Ap
pr

ov
al

s BS EN 1092 (ISO 7005-2) 
DIN 30677-2
WIS-4-52-01

Reg 31 compliant

AVK Combi-flange for 
Ductile Iron Pipes

Series 05/26
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Flange Ductile iron GJS-500-7 (GGG-50) 3 Tension ring Ductile iron

2 Sealing EPDM 4 Sleeve Ductile iron

AVK Ref
DN Dd

PN
D L L9 Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm mm Kg GBP

05-066-26-0502104 50 66 PN10/16 165 48 48 2.6
05-077-26-0602204 60 77 PN10/16 175 48 57 2.5
05-082-26-0652104 65 82 PN10/16 185 50 54 2.6
05-098-26-0802104 80 98 PN10/16 200 54 47 3.0
05-118-26-1002104 100 118 PN10/16 220 67 47 3.8
05-144-26-1252104 125 144 PN10/16 250 76 68 5.6
05-170-26-1502104 150 170 PN10 285 73 67 6.0
05-222-26-2002404 200 222 PN10 340 87 62 9.0
05-222-26-2004404 200 222 PN16 340 87 68 9.0
05-274-26-2502404 250 274 PN10 395 121 169 19
05-274-26-2504404 250 274 PN16 405 123 164 18
05-326-26-3002404 300 326 PN10 445 127 169 23
05-326-26-3004404 300 326 PN10/16 460 127 164 22

The designs, materials and specifications shown are subject to change without notice. This is due to the continuous development of our product programme.
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AVK COMBI-FLANGE FOR D.I. PIPES, PN 10/16
Tensile, EPDM sealing

05/26
001

D

1

2

3

Dd

L9
L

Non Tensile

D

1

2

3

L9
L

Tensile

4

Dd

Component List:

1. Flange Ductile iron GJS-500-7 (GGG-50) 2. Sealing EPDM rubber

3. Tension ring Ductile iron 4. Sleeve Ductile iron

Components may be substituted with equivalent or higher class materials without prior notification.

Reference Nos. and Dimensions:

AVK ref. nos
DN
mm

Dd
mm

Flange
drilling

D
 mm

L
mm

L9
mm

Theoretical
weight kg

05-066-26-0502104 50 66 PN10/16 165 48 48 2.6
05-077-26-0602204 60 77 PN10/16 175 48 57 2.5
05-082-26-0652104 65 82 PN10/16 185 50 54 2.6
05-098-26-0802104 80 98 PN10/16 200 54 47 3.0
05-118-26-1002104 100 118 PN10/16 220 67 47 3.8
05-144-26-1252104 125 144 PN10/16 250 76 68 5.6
05-170-26-1502104 150 170 PN10 285 73 67 6.0
05-222-26-2002404 200 222 PN10 340 87 62 9.0
05-222-26-2004404 200 222 PN16 340 87 68 9.0
05-274-26-2502404 250 274 PN10 395 121 169 19
05-274-26-2504404 250 274 PN16 405 123 164 18
05-326-26-3002404 300 326 PN10 445 127 169 23
05-326-26-3004404 300 326 PN10/16 460 127 164 22

PB/12/2
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Us
e

Suitable for use on PE, PVC and ductile 
iron pipes as well as non-tensile 
combi-flanges for PVC, steel and 

ductile iron pipes for water and waste 
water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Flexible positioning of the pipe 
with the large buffer zone clearly 
marked on the sealing

•	 Easy pipe chamfering allowing 
the pipe to be cut unevenly or 
out of angle, as long as it stays 
within the buffer zone

•	 The pipe will not move inwards 
during installation which helps 
securing a tight connection

•	 The wide tension ring combined 
with the special lip profile on 
the sealing ensure full tensile 
abilities on all PE and PVC 
pipes, even thin wall PVC pipes 
(Bi-PVC)

•	 Flange of ductile iron is epoxy 
coated according to DIN 30677-
2 and AVK guidelines

•	 AVK Series 05 internal support 
bush is required See pg 40

Op
tio

ns

Size DN50 - 300

Pr
es

su
re

PN10/16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron 

BS EN 1563 GJS-400-15

Ap
pr

ov
al

s BS EN 1092 (ISO 7005-2) 
DIN 30677-2
WIS-4-52-01

Reg 31 compliant

AVK Combi-flange for PE and 
PVC Pipes

Series 05/60
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Flange Ductile iron GJS-500-7 (GGG-50) 3 Tension ring Stainless steel

2 Sealing EPDM 4 Sleeve PP polypropylene

AVK Ref
DN Dd Flange 

Drilling
D L L9 Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm mm Kg GBP

05-050-60-1600 50 63 PN10/16 165 97 27 1.9

05-063-60-1600 60 63 PN10/16 175 97 27 2.0

05-075-60-1600 65 75 PN10/16 185 97 27 2.2

05-090-60-1600 80 90 PN10/16 200 98 27 2.5

05-110-60-1600 100 110 PN10/16 220 99 27 3.0

05-125-60-1600 125 125 PN10/16 250 101 27 3.7

05-140-60-1600 125 140 PN10/16 250 103 27 3.9

05-160-60-1600 150 160 PN10/16 285 105 27 4.3

05-200-60-0600 200 200 PN10 340 107 27 6.3

05-200-60-1600 200 200 PN16 340 107 27 6.3

05-225-60-0600 200 225 PN10 340 115 27 7.0

05-225-60-1600 200 225 PN16 340 123 27 7.0

05-250-60-0600 250 250 PN10 395 115 27 8.0

05-250-60-1600 250 250 PN16 395 123 27 8.0

05-280-60-0600 (1) 250 280 PN10 395 123 31 8.0

05-280-60-1600 (2) 250 280 PN16 395 131 31 8.0

05-315-60-0600 (1) 300 315 PN10 445 125 31 9.8

05-315-60-1600 (2) 300 315 PN16 445 133 31 9.8

The designs, materials and specifications shown are subject to change without notice. This is due to the continuous development of our product programme.
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AVK COMBI-FLANGE FOR PE AND PVC PIPES, PN 10/16
Tensile, EPDM sealing

05/60
001

D

1

2

L9
L

3

4

Dd

Component List:

1. Flange Ductile iron GJS-500-7 (GGG-50) 2. Sealing EPDM rubber

3. Tension ring Stainless steel 4. Sleeve PP polypropylene

Components may be substituted with equivalent or higher class materials without prior notification.

Reference Nos. and Dimensions:

AVK ref. nos
DN
mm

Dd
mm

Flange
drilling

D
 mm

L
mm

L9
mm

Theoretical
weight kg

05-050-60-1600 50 63 PN10/16 165 97 27 1.9
05-063-60-1600 60 63 PN10/16 175 97 27 2.0
05-075-60-1600 65 75 PN10/16 185 97 27 2.2
05-090-60-1600 80 90 PN10/16 200 98 27 2.5
05-110-60-1600 100 110 PN10/16 220 99 27 3.0
05-125-60-1600 125 125 PN10/16 250 101 27 3.7
05-140-60-1600 125 140 PN10/16 250 103 27 3.9
05-160-60-1600 150 160 PN10/16 285 105 27 4.3
05-200-60-0600 200 200 PN10 340 107 27 6.3
05-200-60-1600 200 200 PN16 340 107 27 6.3
05-225-60-0600 200 225 PN10 340 115 27 7.0
05-225-60-1600 200 225 PN16 340 123 27 7.0
05-250-60-0600 250 250 PN10 395 115 27 8.0
05-250-60-1600 250 250 PN16 395 123 27 8.0
05-280-60-0600 (1) 250 280 PN10 395 123 31 8.0
05-280-60-1600 (2) 250 280 PN16 395 131 31 8.0
05-315-60-0600 (1) 300 315 PN10 445 125 31 9.8
05-315-60-1600 (2) 300 315 PN16 445 133 31 9.8
(1) Max. ±1.5° deflection. For Bi-PVC pipes a support bush is to be used
(2) Max. ±1.5° deflection. Not suitable for Bi-PVC pipes

PB/12/2

No
te

s (1) Max. ±1.5° deflection. For Bi-PVC pipes a support bush is to be used
(2) Max. ±1.5° deflection. Not suitable for Bi-PVC pipes



AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 39  Note: Product information is correct at time of printing

Us
e Suitable for use with water and waste 

water
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ts

•	 Epoxy coated in line with         
WIS 4-52-01 Class B

•	 Studs mild steel zinc plated and 
passivated

•	 Embodied carbon data available 
upon request

Op
tio

ns

•	 Drilling variations
•	 Flange drilling to Table C, D, E 

and ANSI
•	 Larger sizes available on request

Size DN80 - 800

Pr
es

su
re

PN10/16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron

Ap
pr

ov
al

s

BS EN 1092 (ISO 7005-2) 
WIS-4-52-01

Reg 31 compliant

Flange Converter

Series 209/30-001
M

at
er

ia
ls

 o
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Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Flange Ductile iron GJS-500-7 (GGG-50) 3 Tension ring Ductile iron

2 Sealing EPDM rubber 4 Sleeve Ductile iron

AVK Reference
DN2/DN1 H3 L L5 Wgt Units / 

Parcel
Deliv. 
Code

Gross Price

mm Kg GBP

209-30-02615-08002 80MM PN16 - 1" BSP 200 20 20 5.0 1 A 107.81

209-30-05002-08002 80MM PN16 - 50MM PN16 200 125 25 7.0

209-30-05107-08002 80MM PN16 - 2" BSTD/E 200 125 25 6.9 1 A 556.86

209-30-05115-08002 80MM PN16 - 2" BSP 200 20 20 4.8 1 A 102.90

209-30-07607-08002 80MM PN16 - 3" BSTD/E 200 127 27 6.7 1 A 396.35

209-30-08002-08906 80MM PN16 - 3.5" BSTD 200 127 27 6.9 1 A 396.37

209-30-08002-10002 100MM PN16 - 80MM PN16 220 140 40 16 1 A 394.18

209-30-08002-10206 80MM PN16 - 4" BSTD 216 127 27 7.9 1 A 417.03

209-30-08002-15002 150MM PN16 - 80MM PN16 285 141 30 17 1 A 782.12

209-30-08002-20002 80MM PN16 - 200MM PN16 340 120 30 25

209-30-10002-10206 100MM PN16 - 4" BSTD 220 125 25 7.6 1 A 414.52

209-30-10002-10207 100MM PN16 - 4" BSTE 220 136 40 12 1 A 570.61

209-30-10002-15002 150MM PN16 - 100MM PN16 285 141 30 17 1 A 767.10

209-30-10206-10002 100MM PN16 - 4" BSTD 220 125 25 7.6 1 A 703.40

209-30-15002-15206 150MM PN16 - 6" BSTD 285 165 50 21 1 A 880.54

209-30-15002-20002 200MM PN16 - 150MM PN16 340 160 30 40 1 A 1,439.67

209-30-20002-20306 200MM PN16 - 8" BSTC/D 340 156 45 26 1 A 1,223.27

209-30-20002-25002 250MM PN16 - 200MM PN16 405 172 35 37 1 A 2,118.89

209-30-25002-25406 250MM PN16 - 10" BSTD 406 192 55 43 1 A 2,434.47

209-30-30002-30405 300MM PN16 - 12" BSTC 460 192 55 51 1 A 2,443.16

209-30-30002-30406 300MM PN16 - 12" BSTD 460 169 55 50 1 A 1,045.03
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SUPPORT 
BUSH

The AVK Support Bush 
is designed for use with 
all products which join 
plain-ended pipes and 
have an end load resistant 
mechanism that grips 
onto a range of materials 
including PVC and PE.

The support bush helps prevent deformation of 
PE and PVC pipes when a mechanical joint is 
used. Without the support bush the pipe would 
be liable to loose its shape due to the pressure 
induced from the fitting, effecting the seal of the 
joint and performance of the pipeline.

This product is to be used with all the following 
AVK products including Series:
•	 621
•	 631
•	 632
•	 623
•	 633
•	 634
•	 635
•	 05/26
•	 05/60

1. Make sure pipe end is free 
from burrs

2. Remove support bush from 
its packet

3. Insert support bush in to 
the pipe until flush with the 

pipe end

4. Insert the wedge until 
resistance is felt then use a 

hammer

5. Make sure the wedge goes 
to a min depth of 2/3 x L

6. Once the wedge is in place 
cut off the overlay

INSTALLATION INSTRUCTIONS

Series 05/E-008

40 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS
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Us
e

Support bush for recommended use on 
PE pipes when using a tensile coupling 
or flange adaptor for water and waste 

water

Fe
at
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ts

•	 Support bush is manufactured 
from stainless steel AISI 304

•	 In order to prevent corrosion, 
the support bush is pickled and 
passivated

•	 Standard sizes are SDR 11, SDR 
13.6, SDR 17 and SDR 17.6. 
Other SDR sizes are available on 
request

•	 Available for PE pipes DN20-400
•	 Other DN sizes are available on 

request

Op
tio

ns

•	 Mild steel / ductile iron version 
for Type 1 fittings

Size DN20 - 600

Pr
es

su
re

PN16

Te
m
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ra
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e

-10°C to +70°C

Bo
dy Stainless steel 304

Ap
pr

ov
al

s BS EN 1092 (ISO 7005-2) 
DIN 30677-2
WIS-4-52-01

Reg 31 compliant

AVK Support Bush, Wedge 
Type

Series 05/E-008
M
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n No. Description Material No. Description Material

1 Bush Stainless steel 304 2 Wedge Stainless steel 304

AV
K 

Re
f

DN

SD
R

Pi
pe

 D
ia

L1

W
ei

gh
t

Un
its

 / 
Pa
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. C
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e

Gross 
Price

mm mm Kg GBP

05-025-54-002* 20 13.6 25 36 0.1
05-032-54-002* 25 17.6 32 44 0.1
05-040-54-002* 32 17 40 54 0.2
05-050-54-002* 40 11 50 74 0.3
05-063-51-000 50 17.6 63 150 0.4
05-063-53-000 50 17 63 150 0.4 1 A 50.49
05-063-54-000 50 11 63 150 0.4 1 A 50.49
05-063-54-002* 50 13.6 63 87 0.6
05-063-56-000 50 13.6 63 150 0.4
05-075-51-000 65 17.6 75 150 0.5
05-075-53-000 65 17 75 150 0.5 1 A 55.37
05-075-54-000 65 11 75 150 0.5 1 A 55.37
05-075-56-000 65 13.6 75 150 0.5
05-090-51-000 80 17.6 90 150 0.7
05-090-53-000 80 17 90 150 0.7 1 A 59.41
05-090-54-000 80 11 90 150 0.7 1 A 59.41
05-090-56-000 80 13.6 90 150 0.7
05-110-71-000 100 17.6 110 150 0.8
05-110-73-000 100 17 110 150 0.8 1 A 65.35
05-110-74-000 100 11 110 150 0.8 1 A 65.35
05-110-76-000 100 13.6 110 150 0.8
05-125-71-000 125 17.6 125 150 1.0
05-125-73-000 125 17 125 150 1.0 1 A 71.29
05-125-74-000 125 11 125 150 1.0 1 A 71.29
05-125-76-000 125 13.6 125 150 1.0
05-140-71-000 140 17.6 140 150 1.1
05-140-73-000 140 17 140 150 1.1 1 A 89.20
05-140-74-000 140 11 140 150 1.1 1 A 89.20
05-140-76-000 140 13.6 140 150 1.1
05-160-71-000 150 17.6 160 200 1.3
05-160-73-000 150 17 160 200 1.3 1 A 100.99
05-160-74-000 150 11 160 200 1.3 1 A 100.99
05-160-76-000 150 13.6 160 200 1.3
05-180-71-000 175 17,6 180 200 1.4
05-180-73-000 175 17 180 200 1.4 1 A 109.90
05-180-74-000 175 11 180 200 1.4 1 A 109.90
05-180-76-000 175 13.6 180 200 1.4
05-200-71-000 200 17.6 200 200 1.4
05-200-73-000 200 17 200 200 1.4 1 A 118.81
05-200-74-000 200 11 200 200 1.4 1 A 118.81
05-200-76-000 200 13.6 200 200 1.4
05-225-71-000 225 17.6 225 200 1.9
05-225-73-000 225 17 225 200 1.9 1 A 133.66
05-225-74-000 225 11 225 200 2.0 1 A 133.66
05-225-76-000 225 13.6 225 200 2.0
05-250-71-000 250 17.6 250 200 2.3
05-250-73-000 250 17 250 200 2.3 1 A 148.51
05-250-74-000 250 11 250 200 2.5 1 A 148.51
05-250-76-000 250 13.6 250 200 2.4

AV
K 

Re
f

DN
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Gross 
Price

mm mm Kg GBP

05-280-71-000 275 17.6 280 200 2.7
05-280-73-000 275 17 280 200 2.7 1 A 160.39
05-280-74-000 275 11 280 200 3.3 1 A 160.39
05-280-76-000 275 13.6 280 200 3.0
05-315-71-000 300 17.6 315 200 3.5
05-315-73-000 300 17 315 200 3.5 1 A 172.27
05-315-74-000 300 11 315 200 3.3 1 A 172.27
05-315-76-000 300 13.6 315 200 3.4
05-355-73-000 350 17 355 200 3.8 1 A 189.50
05-355-74-000 350 11 355 200 4.0 1 A 189.50
05-400-73-000 400 17 400 200 4.3
05-400-74-000 400 11 400 200 4.5
05-400-76-000 400 13.6 400 200 4.5
05-450-73-000 450 17 450 200 3.0
05-450-74-000 450 11 450 200 2.7
05-500-73-000 500 17 500 200 5.3
05-500-74-000 500 11 500 200 5.1
05-560-73-000 560 17 560 200 5.3
05-560-74-000 560 11 560 200 5.3
05-630-73-000 630 17 630 200 5.8
05-630-74-000 630 11 630 200 5.5

No
te

s * Made of polypropylene with a built-in 
chamfer. There is no wedge in this type of 
support bush
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DISMANTLING 
JOINTS
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DELIVERY CODES:          A = up to 2 weeks, available ex-stock          B = up to 8 weeks           C = over 8 weeks



AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 43  Note: Product information is correct at time of printing

AVK Dismantling Joint
Us

e

Easy installation and disassembly of 
flanged pipework and fittings for water 

and waste water

Fe
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•	 +/- 60mm length (axial) 
adjustment

•	 Fusion bonded epoxy coated
•	 EPDM seals
•	 Studs and nuts sheraplex® 

coated
•	 Tie rods zinc plated and 

passivated
•	  Angular deflection:

-- <DN600mm is + 4°
-- DN700 & 800 is + 3°
-- DN900 & 1200 is + 2°

•	 Embodied carbon data available 
upon request

Op
tio

ns

•	 DN300-1400mm
•	 Any flange drilling within design 

tolerance
•	 Extended axial adjustment
•	 Stainless Steel A2, A4 tie-

rods and fasteners / nuts and 
washers

•	 Slotted flanges
•	 No tie rods
•	 Other coating thicknesses 

available

Size DN300 - 1200

Pr
es
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re

PN10/16/25
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-10°C to +70°C

Bo
dy Mild steel 

to BS EN 10025-2 S235 JR

Ap
pr

ov
al

s

WIS-4-21-02
WIS-4-52-01
WIS-4-52-03
BS EN 681-1

BS 8561
Reg 31 compliant

Series 265/30
M
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No. Description Material No. Description Material

1 Flanges Mild steel to BS EN 10025-2 S235 JR 5 Stud, nuts, washer Sheraplex® steel 8.8 to WIS 4-52-03

2 Gland ring Mild steel to BS EN 10025-2 S235 JR 6 Tie rod, nut, washer Zinc plated and passivated, Steel Grade 4.6

3 Body Mild steel to BS EN 10025-2 S235 JR Coating
Fusion bonded epoxy coating to WIS 4-52-01 or 
wet sprayed dependent upon size

4 Seal EPDM rubber to BS EN 681-1

AVK Ref
DN Flange 

Drilling
D DH L L8 L11 Bolt 

No
Weight

Un
its

 / 
Pa

rc
el

De
liv

. 
Co

de Gross Price
mm mm Kg GBP

265-30-0300-01 300 PN10 445 400 555 60 360 M20 67

265-30-0350-01 350 PN10 505 460 555 60 360 M20 77

265-30-0400-01 400 PN10 565 515 575 60 360 M24 88

265-30-0450-01 450 PN10 615 565 575 60 360 M24 100

265-30-0500-01 500 PN10 670 620 575 60 360 M24 109

265-30-0600-01 600 PN10 780 725 585 60 360 M27 146

265-30-0700-01 700 PN10 895 840 585 60 360 M27 177

265-30-0800-01 800 PN10 1015 950 605 60 360 M30 217

265-30-0900-01 900 PN10 1115 1050 605 60 360 M30 240

265-30-1000-01 1000 PN10 1230 1160 625 60 370 M33 310

265-30-1200-01 1200 PN10 1455 1380 645 60 370 M36 398

265-30-0300-11 300 PN16 460 410 575 60 360 M20 67 1 A 2,422.90

265-30-0350-11 350 PN16 520 470 575 60 360 M20 77 1 A 2,644.16

265-30-0400-11 400 PN16 580 525 585 60 360 M24 88 1 A 2,926.06

265-30-0450-11 450 PN16 640 585 585 60 360 M24 100 1 A 3,266.00

265-30-0500-11 500 PN16 715 650 605 60 360 M24 109 1 A 3,976.42

265-30-0600-11 600 PN16 840 770 625 60 360 M27 146 1 A 4,718.47

265-30-0700-11 700 PN16 910 840 625 60 360 M27 177 1 A 4,989.81

265-30-0800-11 800 PN16 1025 950 645 60 360 M30 217 1 A 5,570.37

265-30-0900-11 900 PN16 1125 1050 645 60 360 M30 240 1 A 5,921.11

265-30-1000-11 1000 PN16 1255 1170 665 60 370 M33 310 1 A 8,188.06

265-30-1200-11 1200 PN16 1485 1390 665 60 370 M36 398 1 A 13,485.81

For	further	details	see	section	"Technical	Information".	
The	designs,	materials	and	specifications	shown	are	subject	to	change	without	notice	due	to	the	continuous	development	of	our	product	programme.

COPYRIGHT©AVK	GROUP	A/S	2013	 DS011216

MATERIALS OF CONSTRUCTION

No.  DESCRIpTION               Material
1			 Flanges	 Mild	Steel	to	BS	EN	10025-2	S235	JR
2		 Gland	Ring		 Mild	Steel	to	BS	EN	10025-2	S235	JR
3		 Body		 Mild	Steel	to	BS	EN	10025-2	S235	JR
4		 Seal		 EPDM	rubber	to	BS	EN	681-1
5		 Stud,	Nuts,	Washer	 Sheraplex®	Steel	8.8	to	WIS	4-52-03
6	 Tie	Rod,	Nut,	Washer	 Zinc	Plated	and	Passivated,	Steel	Grade	4.6
	 Coating	 Fusion	Bonded	Epoxy	Coating	to	WIS	4-52-01	or	Wet	Sprayed	Dependent	upon	Size
	 	

AVK	UK	8	Rushmills,	Northampton,	NN4	7YB,	England	Tel.	+	44	(0)	1604	601188	-	Email:	enquiries@avkuk.co.uk	-	www.avkuk.co.uk
COPYRIGHT©AVK	GROUP	A/S	2013	

AVk DISMANTLING JOINT, pN10/16/25                                                                                    265/30

DIMENSIONS & WEIGHTS
                                          D                       DH                             L          Adjustment Threaded                  Flange
                                                                                                                                                  Rod                           Bolt
  pN10 pN16 pN10 pN16 L11 pN10 pN16 L8 pN10 pN16  pN10 pN16  Stud  Weight
Ref No. DN mm mm mm mm mm mm mm mm mm mm Qty Dim Dim Qty Din Qty kg
265-30-0300XY		 300		 445		 460		 400		 410		 360		 555		 575		 .+/-	60		 M20		 M24		 4		 M20		 M24		 12		 M12		 6		 60
265-30-0350XY		 350		 505		 520		 460		 470		 360		 555		 575		 .+/-	60		 M20		 M24		 4		 M20		 M24		 16		 M12		 8		 70
265-30-0400XY		 400		 565		 580		 515		 525		 360		 575		 585		 .+/-	60		 M24		 M27		 4		 M24		 M27		 16		 M12		 8		 80
265-30-0450XY		 450		 615		 640		 565		 585		 360		 575		 585		 .+/-	60		 M24		 M27		 5		 M24		 M27		 20		 M12		 10		 90
265-30-0500XY		 500		 670		 715		 620		 650		 360		 575		 605		 .+/-	60		 M24		 M30		 5		 M24		 M30		 20		 M12		 10		 110
265-30-0600XY		 600		 780		 840		 725		 770		 360		 585		 625		 .+/-	60		 M27		 M33		 5		 M27		 M33		 20		 M12		 10		 140
265-30-0700XY		 700		 895		 910		 	 840	 	 360		 585		 625		 .+/-	60		 M27		 M33		 6		 M27		 M33		 24		 M12		 12		 155
265-30-0800XY		 800		 1015		 1025		 	 950	 	 360		 605		 645		 .+/-	60		 M30		 M36		 6		 M30		 M36		 24		 M12		 12		 170
265-30-0900XY		 900		 1115		 1125		 	 1050	 	 360		 605		 645		 .+/-	60		 M30		 M36		 7		 M30		 M36		 28		 M12		 14		 190
265-30-1000XY		1000		 1230		 1255		 1160		 1170		370		 625		 665		 .+/-	60		 M33		 M39		 7		 M33		 M39		 28		 M12		 14		 230
265-30-1200XY		1200		 1455		 1485		 1380		 1390		370		 645		 665		 .+/-	60		 M36		 M45		 8		 M36		 M45		 32		 M12		 16		 290
265-30-1400XY		1400		 1675		 _		 1590		 _		 370		 665		 _		 .+/-	60		 M39		 _		 9		 M39		 _		 36		 M12		 18		 580
265-30-1600XY		1600		 _		 1930		 _		 1820		380		 _	 675		 .+/-	60		 _		 M52		 10		 _		 M52		 40		 M12		 20		 600

X	=	0	PN10	X	=	1	PN16	X	=	2	PN25	
Y=	0	without	Tie-rods	Y=1	with	Tie-rods
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Us
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 Easy installation and disassembly 
of flanged pipework and fittings for 

water and waste water

Fe
at
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ts

•	 Compensates for axial 
displacement of the pipe during 
installation and dismantling, as 
the telescopic action between 
the inner and outer flange 
body allows for longitudinal 
adjustment

•	 Designed with three flanges 
connected with tie-rods, and 
where the centre flange applies 
compression on the seal 
through the tie-rods

•	 Standard axial adjustment of 
±30 or ±40 mm dependant 
upon product size

•	 Fusion bonded epoxy coating to 
WIS 4-52-01

•	 Tie-rods of zinc plated and 
passivated steel 4.6 located on 
every flange hole

•	 Embodied carbon data available 
upon request

Op
tio

ns

•	 Any flange drilling within design 
tolerance

•	 Reduced number of tie-rods
•	 Stainless steel (A2/A4) or 

Sheraplex coated tie-rods

Size DN50 - 250

Pr
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PN10/16/CL 150
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-10°C to +70°C

Bo
dy SG iron BS EN 1563GJS 450/10 

Mild steel to BS EN 10025 FE360B.B

Ap
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s

WIS-4-21-02
WIS-4-52-01
WIS-4-52-03
BS EN 681-1

BS 8561
Reg 31 compliant

AVK Dismantling Joint with 
Tie Rods and Centre Flange

Series 265/50-001
M
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No. Description Material No. Description Material

1 End flanges SG iron BS EN 1563GJS 450/10 4 Tie rod / nut / washer
Steel 4.6, zinc plated and passivated Fusion 
bonded epoxy coating to WIS 4-52-01.

2 Gland flanges Mild steel to EN 10025:2004 S235 Coating Fusion bonded epoxy coating to WIS 4-52-01.

3 Seal EPDM rubber to BS EN 681-1.

AVK Ref

DN PN D E L L1
Adj 
F

Threaded Rod Weight 

mm bar PN
10

PN
16

CL
15

0

PN
10

PN
16

CL
15

0

mm PN
10

PN
16

CL
15

0

mm PN
10

PN
16

CL
15

0

Kg

mm mm mm mm

265-50-0050-11 50 16 165 165 165 125 125 120.6 200 330 330 330 ±30 M16 M16 M16 13.3

265-50-0065-11 65 16 185 185 185 145 145 139.7 200 330 330 330 ±30 M16 M16 M16 15.6

265-50-0080-11 80 16 200 200 200 160 160 152.4 200 330 330 330 ±30 M16 M16 M16 20.4

265-50-0100-11 100 16 220 220 220 180 180 190.5 200 330 330 330 ±30 M16 M16 M16 24.8

265-50-0125-11 125 16 250 250 250 210 210 215.9 200 330 330 330 ±30 M16 M16 M20 29.1

265-50-0150-11 150 16 285 285 285 240 240 241.3 200 330 330 330 ±30 M20 M20 M20 36.7

265-50-0200-11 200 16 340 340 340 295 295 298.4 280 430 430 430 ±40 M20 M20 M20 52.1

265-50-0250-11 250 16 405 405 405 350 355 362 280 430 450 450 ±40 M20 M24 M24 72.9

AVK Ref
Units / 
Parcel

Deliv. 
Code

Gross Price

GBP

265-50-0050-11 1 A 285.84

265-50-0065-11 1 A 337.66

265-50-0080-11 1 A 494.58

265-50-0100-11 1 A 516.09

265-50-0125-11 1 A 667.26

265-50-0150-11 1 A 853.96

265-50-0200-11 1 A 1,111.89

265-50-0250-11 1 A 1,600.78

AVK DISMANTLING JOINT, 
PN10/PN16/CL150 DN50 - DN250

      265/50-001

TESTS  1.5 PN. SERVICE CONDITIONS

Maximum Working Pressure:    10/16 Bar / CL150
Temperature Range:        -10°C to +70°C.  

       Insulation essential for 
       temperatures of 0°C and  
       below.

MATERIALS OF CONSTRUCTION

No. DESCRIPTION MATERIAL
1 End Flanges SG Iron BS EN 1563GJS 450/10
2 Gland Flange Mild steel to EN 10025:2004          
                                           S235.
3 Seal EPDM rubber to BS EN 681-1.
4 Tie Rod, Nut Steel 4.6, zinc plated and 

+ Washer passivated. Fusion bonded
Coating  epoxy coating to WIS 4-52-01. 

Northampton Office
8 Rushmills, Northampton,
NN 4 7YB England, UK.
Tel.: +44 (0) 1604 601188
Fax.: +44 (0) 1604 604818AVK UK Limited

Chesterfield Office
Colliery Close, Ireland Ind. Est., Staveley,
Chesterfield, S43 3FH England, UK.
Tel.: +44 (0) 1246 479100
Fax.: +44 (0) 1246 479200 www.avkuk.co.uk

APPLICABLE  STANDARDS & APPROVALS

Standard Flanges & Drillings:
BS EN 1092-2 PN10
BS EN 1092-2 PN16
BS 1560 ANSI CL150

All with flat face or raised face option.
Other standards available on request.

Coating: WIS 4-52-01.

Materials WRAS approved.

DIMENSIONS & WEIGHTS

Ref No. Adjustment
DN PN10 PN16 CL150 PN10 PN16 CL150 L PN10 PN16 CL150 F PN10 PN16 CL150 PN10 PN16 CL150

mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm Kg Kg Kg

265-50-0050-X-1-0 50 165 165 165 125 125 120.6 200 330 330 330 ±30 M16 M16 M16 13.3 13.3 13.3
265-50-0065-X-1-0 65 185 185 185 145 145 139.7 200 330 330 330 ±30 M16 M16 M16 15.6 15.6 15.6
265-50-0080-X-1-0 80 200 200 200 160 160 152.4 200 330 330 330 ±30 M16 M16 M16 20.4 20.4 18
265-50-0100-X-1-0 100 220 220 220 180 180 190.5 200 330 330 330 ±30 M16 M16 M16 24.8 24.8 24.8
265-50-0125-X-1-0 125 250 250 250 210 210 215.9 200 330 330 330 ±30 M16 M16 M20 29.1 29.1 31.1
265-50-0150-X-1-0 150 285 285 285 240 240 241.3 200 330 330 330 ±30 M20 M20 M20 36.7 36.2 36.2
265-50-0200-X-1-0 200 340 340 340 295 295 298.4 280 430 430 430 ±40 M20 M20 M20 52.1 56.4 52.1
265-50-0250-X-1-0 250 405 405 405 350 355 362 280 430 450 450 ±40 M20 M24 M24 72.9 77.7 77.7

E L1 Threaded RodD Weight

1

2

3

4
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Us
e

 Easy installation and disassembly 
of flanged pipework and fittings for 

water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Axial adjustment on length
•	 Fusion bonded epoxy coated
•	 EPDM seals
•	 Tie-rods zinc plated and 

passivated
•	 Tie-rods located on every flange 

hole
•	 Fast-track delivery service
•	 Can be used for up to -0.8 Bar 

negative pressure
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 	Any drilling within design 
tolerance

•	 Stainless steel A2, A4 tie-rods
•	 Reduced number of tie rods
•	 Non-standard body + adjustment 

lengths
•	 CL150

Size DN300 - 2200

Pr
es

su
re

PN10/16/25

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Mild steel

BS EN 10025 FE360B.B

Ap
pr

ov
al

s

WIS-4-21-02
WIS-4-52-01
WIS-4-52-03
BS EN 681-1

BS 8561
Reg 31 compliant

AVK Dismantling Joint

Series 265/50-002
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Flanges Mild steel to EN 10025: 2004 S235 JR 5 Tie rod / nut / washer Steel 4.6, zinc plated and passivated

2 Gland ring Mild steel to EN 10025: 2004 S235 JR 6 Coating
Fusion bonded epoxy coating to WIS 4-52-01 
or wet sprayed dependent upon Size WRAS 
approved

3 Body Mild steel to EN 10025: 2004 S235 JR Domed Caps Plastic

4 Seal EPDM rubber to BS EN 681-1

AVK Ref
DN Flange 

Drilling
D E L L1 L8 Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm mm Kg GBP

265-50-0300-11 300 PN16 460 410 280 450 40 85 1 A 2,442.93

265-50-0350-11 350 PN16 520 470 280 450 40 115 1 A 3,125.73

265-50-0400-11 400 PN16 580 525 280 450 40 156 1 A 4,178.31

265-50-0450-11 450 PN16 640 585 330 550 50 213 1 A 5,332.83

265-50-0500-11 500 PN16 715 650 330 550 50 273 1 A 6,314.07

265-50-0600-11 600 PN16 840 770 330 550 50 342 1 A 8,391.09

265-50-0700-11 700 PN16 910 840 330 550 50 342 1 A 9,890.55

265-50-0800-11 800 PN16 1025 950 400 670 60 499 1 A 12,964.40

265-50-1000-11 1000 PN16 1255 1170 400 670 60 900 1 A 20,608.09

265-50-1200-11 1200 PN16 1485 1390 450 750 70 1032 1 A 24,730.10

265-50-1400-11 1400 PN16 1685 1590 500 800 75 1518 1 A 43,179.34

265-50-1600-11 1600 PN16 1930 1820 500 830 75 1823 1 A 20,695.89

265-50-1800-11 1800 PN16 2130 2020 600 930 80 2100 1 A 25,444.31

265-50-2000-11 2000 PN16 2230 2230 600 950 80 2075 1 A 30,845.67

265-50-2200-01 2200 PN10 2550 2440 600 950 80 2108 1 A 33,851.75

The designs, materials and specifications shown are subject to change without notice. This is due to the continuous development of our product programme.
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AVK DISMANTLING JOINT WITH TIE RODS & CENTRE FLANGE
DN 300-2200

265/50
002

1

4

2

5

3

øD

DN

øE

L1L

L8±

Tie rod size
 DN PN 10 PN 16

 300 M20 M24
 350 M20 M24
 400 M24 M27
 450 M24 M27
 500 M24 M27
 600 M27 M33
 700 M27 M33
 800 M30 M36
 1000 M33 M39
 1200 M36 M45
 1400 M39 M45
 1600 M45 M52
 1800 M45 M52
 2000 M45 M52
 2200 M52 -

Component List:

1. Flange Mild steel to BS EN 10025 FE360B. 2. Gland ring Mild steel to BS EN 10025 FE360B.B.

3. Spigot Mild steel to BS EN 10025 FE360B.B. 4. Seal EPDM rubber to BS EN 681-1.

5. Tie-rod, nut and washer Steel 4.6, zinc plated and passivated

Components may be substituted with equivalent or higher class materials without prior notification.

Reference Nos. and Dimensions:

AVK ref. nos
DN
mm

Flange
drilling

ØD
 mm

E
mm

L
mm

L1
mm

L8
 mm

Theoretic.
weight

kg

265-50-0300-01 300 PN10 445 400 280 450 40 72
265-50-0300-11 300 PN16 460 410 280 450 40 85
265-50-0350-01 350 PN10 505 460 280 450 40 93
265-50-0350-11 350 PN16 520 470 280 450 40 115
265-50-0400-01 400 PN10 565 515 280 280 40 127
265-50-0400-11 400 PN16 580 525 280 450 40 156
265-50-0450-01 450 PN10 615 565 330 550 50 172
265-50-0450-11 450 PN16 640 585 330 550 50 213
265-50-0500-01 500 PN10 670 620 330 550 50 181
265-50-0500-11 500 PN16 715 650 330 550 50 273
265-50-0600-01 600 PN10 780 725 330 550 50 210
265-50-0600-11 600 PN16 840 770 330 550 50 342
265-50-0700-01 700 PN10 895 840 330 550 50 268
265-50-0700-11 700 PN16 910 840 330 550 50 342
265-50-0800-01 800 PN10 1015 950 400 670 60 405
265-50-0800-11 800 PN16 1025 950 400 670 60 499
265-50-1000-01 1000 PN10 1230 1160 400 670 60 688
265-50-1000-11 1000 PN16 1255 1170 400 670 60 900
265-50-1200-01 1200 PN10 1455 1380 450 750 70 880
265-50-1200-11 1200 PN16 1485 1390 450 750 70 1032

3/33/32/3

Rectangle
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STARTERS
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DELIVERY CODES:          A = up to 2 weeks, available ex-stock          B = up to 8 weeks           C = over 8 weeks
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Us
e

Suitable to be cast or built into 
concrete bund, chamber or tank walls 

for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Standard pressure rating 16 bar
•	 Fusion bonded epoxy coating in 

accordance with WIS-4-52-01
•	 Seals EPDM for water or NBR for 

waste water
•	 Corrosion resistant construction.
•	 Sealing range of coupler end +2 

to -5mm.
•	 Angular deflection of coupler end 

is for ≤DN600 is ± 4°, DN700 
and 800 is ± 3°, DN900 to1200 
is ± 2°

•	 Can be used up to -0.8 bar 
negative pressure

•	 Embodied carbon data available 
upon request

Note: This fitting is not designed for 
end load resistant applications

Op
tio

ns

•	 Range of fitting lengths 250-
1000mm

•	 Nominal size range DN350-1600
•	 Terminations – plain ended, 

flanged (part drilled and 
tapped), universal coupling or a 
combination of any

•	 Range of fastener material

Size DN350 - 1600

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Steel S275JR

Ap
pr

ov
al

s

Reg 31 compliant

AVK Fabricated Wall 
Starter Type 2 Coupling 
to Plain End

Series 717/30-002
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Body Steel S275JR 5 Stud Steel gr. 8.8

2 Flange Steel S275JR 6 Washer Steel gr. 8.8

3 Seal EPDM 7 Nut Steel gr. 8.8

4 Gland ring Steel S275JR Coating Epoxy

AVK Ref
DN DN/DN

TWL 
wall L

H3 L W Weight Units / 
Parcel

Deliv. 
Code

Gross Price

mm Kg GBP

717-0356-2-0250 350 351 - 358 250 463 328 463 45 1 C 4,335.60

717-0532-2-0300 500 300 380 640 640 23 1 C 4,563.79

TYPE 2, COUPLING TO PLAIN

AVK FABRICATED WALL STARTER 717/30-002

Component list:
1

2

3

4

1.

2.

3.

4.

Body

Flange

Seal

Gland ring

Steel S275JR

Steel S275JR

EPDM rubber

Steel S275JR

5

6

7

8

5.

6.

7.

8.

Stud

Washer

Nut

Coating

Steel gr. 8.8

Steel gr. 8

Steel gr. 8

Epoxy

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

DN/DN Through

wall L / mm

H3

mm

L

mm

W

mm

Theoretical

weight / kg

717-0356-2-0250 350 351 - 358 250 463 328 463 45

Row to make sure table is never blank
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The designs, materials and specifications shown are subject to change without notice due to the continuous development of our product range.
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Us
e

Suitable to be cast or built into 
concrete bund, chamber or tank walls 

for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Standard pressure rating 16 bar
•	 Fusion bonded epoxy coating in 

accordance with WIS-4-52-01
•	 Seals EPDM for water or NBR for 

waste water
•	 Corrosion resistant construction.
•	 Sealing range of coupler end +2 

to -5mm
•	 Angular deflection of coupler end 

is for ≤DN600 is ± 4°, DN700 
and 800 is ± 3°, DN900 to1200 
is ± 2°

•	 Can be used up to -0.8 bar 
negative pressure

•	 Embodied carbon data available 
upon request

Note: This fitting is not designed for 
end load resistant applications

Op
tio

ns

•	 Range of fitting lengths 250-
1000mm

•	 Nominal size range DN350-1600
•	 Terminations – plain ended, 

flanged (part drilled and 
tapped), universal coupling or a 
combination of any

•	 Range of fastener material.
•	 Alternative flange drillings are 

available

Size DN350 - 1600

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Steel S275JR

Ap
pr

ov
al

s

Reg 31 compliant

AVK Fabricated Wall Starter 
Type 3 Coupling to Flange

Series 717/30-003
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Body Steel S275JR 5 Stud Steel gr. 8.8

2 Flange Steel S275JR 6 Washer Steel gr. 8.8

3 Seal EPDM 7 Nut Steel gr. 8.8

4 Gland ring Steel S275JR Coating Epoxy

TYPE 3, COUPLING TO FLANGE

AVK FABRICATED WALL STARTER 717/30-003

Component list:
1

2

3

4

1.

2.

3.

4.

Body

Flange

Seal

Gland ring

Steel S275JR

Steel S275JR

EPDM rubber

Steel S275JR

5

6

7

8

5.

6.

7.

8.

Stud

Washer

Nut

Coating

Steel gr. 8.8

Steel gr. 8

Steel gr. 8

Epoxy

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

DN/DN Through

wall L / mm

H3

mm

L

mm

W

mm

Theoretical

weight / kg

717-0356-3-0250-1 350 351 - 358 250 520 328 520 78

Row to make sure table is never blank
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AVK Ref
DN DN/DN

TWL 
wall L

H3 L W Weight Units / 
Parcel

Deliv. 
Code

Gross Price

mm Kg GBP

717-0356-3-0250-1 350 351-358 250 520 328 520 78 1 C 3,679.13
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Us
e

Suitable to be cast or built into 
concrete bund, chamber or tank walls 

for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Standard pressure rating 16 bar
•	 Fusion bonded epoxy coating in 

accordance with WIS-4-52-01
•	 Seals EPDM for water or NBR for 

waste water
•	 Corrosion resistant construction 
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Range of fitting lengths 250-
1000mm

•	 Nominal size range DN350-1200
•	 Terminations – plain ended, 

flanged (part drilled and 
tapped), universal coupling or a 
combination of any

•	 Other flange drillings -BS10, 
ANSI etc

Size DN350 - 1600

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Steel S275JR

Ap
pr

ov
al

s

BS EN 1092 (ISO 7005-2)
Reg 31 compliant

Fabricated Wall Starter 
Type 5 Coupling - Flange 
to Flange

Series 717/30-005
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Body Steel S275JR 3 End flange Steel S275JR

2 Centre flange Steel S275JR Coating Epoxy

TYPE 5, FLANGE TO FLANGE

AVK FABRICATED WALL STARTER 717/30-005

Component list:
1

2

1.

2.

Body

Centre flange

Steel S275JR

Steel S275JR

3

4

3.

4.

End flange

Coating

Steel S275JR

Epoxy

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

Through

wall L / mm

H3

mm

L

mm

W

mm

Theoretical

weight / kg

717-0400-5-0250-1

717-0400-5-0400-1

717-0400-5-0500-1

717-0400-5-0800-1

717-0600-5-0250-1

717-0600-5-0400-1

717-0600-5-0500-1

717-0600-5-0800-1

717-0800-5-0400-1

717-0800-5-0500-1

717-1000-5-0400-1

717-1000-5-0500-1

717-1000-5-0800-1

400

400

400

400

600

600

600

600

800

800

1000

1000

1000

250

400

500

800

250

400

500

800

400

500

400

500

800

520

580

580

580

840

840

840

840

1025

1025

1255

1255

1255

250

400

500

800

250

400

500

800

400

500

400

500

800

520

580

580

580

840

840

840

840

1025

1025

1255

1255

1255

98

106

112

129

199

228

237

264

290

302

417

432

476

Row to make sure table is never blank
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AVK Ref
DN

TWL 
wall L

H3 L W Weight Units / 
Parcel

Deliv. 
Code

Gross Price

mm Kg GBP

717-0400-5-0250-1 400 250 520 250 520 98 1 C 3,744.65

717-0400-5-0400-1 400 400 580 400 580 106 1 C 4,492.13

717-0400-5-0500-1 400 500 580 500 580 112 1 C 4,632.49

717-0400-5-0800-1 400 800 580 800 580 129 1 C 5,049.39

717-0450-5-0400-1 450 400 400 640 640 118 1 C 5,233.79

717-0600-5-0250-1 600 250 840 250 840 199 1 C 8,816.02

717-0600-5-0400-1 600 400 840 400 840 228 1 C 8,813.74

717-0600-5-0500-1 600 500 840 500 840 237 1 C 8,987.08

717-0600-5-0800-1 600 800 840 800 840 264 1 C 9,508.61

717-0800-5-0400-1 800 400 1025 400 1025 290 1 C 12,729.89

717-0800-5-0500-1 800 500 1025 500 1025 302 1 C 12,936.37

717-1000-5-0400-1 1000 400 1255 400 1255 417 1 C 21,324.44

717-1000-5-0500-1 1000 500 1255 500 1255 432 1 C 21,563.99

717-1000-5-0800-1 1000 800 1255 800 1255 476 1 C 22,282.56
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Us
e

Suitable to be cast or built into 
concrete bund, chamber or tank walls 

for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Standard pressure rating 16 bar
•	 Fusion bonded epoxy coating in 

accordance with WIS-4-52-01
•	 Seals EPDM for water or NBR 

for waste water
•	 Corrosion resistant construction
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Range of fitting lengths 250-
1000mm

•	 Nominal size range DN350-
1200

•	 Terminations – plain ended, 
flanged (part drilled and 
tapped), universal coupling or a 
combination of any

•	 Other flange drillings -BS10, 
ANSI etc

Size DN350 - 1600

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Steel S275JR

Ap
pr

ov
al

s

BS EN 1092 (ISO 7005-2)
Reg 31 compliant

Fabricated Wall Starter 
Type 6 Flange to Plain End

Series 717/30-006
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Body Steel S275JR 3 End flange Steel S275JR

2 Centre flange Steel S275JR Coating Steel S275JR

TYPE 6, FLANGE TO PLAIN

AVK FABRICATED WALL STARTER 717/30-006

Component list:
1

2

1.

2.

Body

Centre flange

Steel S275JR

Steel S275JR

3

4

3.

4.

End flange

Coating

Steel S275JR

Epoxy

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

Through

wall L / mm

H3

mm

L

mm

W

mm

Theoretical

weight / kg

717-0350-6-02501

717-0400-6-04001

717-0400-6-05001

717-0400-6-08001

717-0600-6-04001

717-0600-6-05001

717-0600-6-08001

717-0800-6-0300-1

717-0800-6-04001

717-0800-6-05001

717-0800-6-08001

717-1000-6-04001

717-1000-6-05001

717-1000-6-08001

350

400

400

400

600

600

600

800

800

800

800

1000

1000

1000

250

400

500

800

400

500

800

400

500

800

400

500

800

520

580

580

580

840

840

840

1025

1025

1025

1025

1255

1255

1255

250

400

500

800

400

500

800

300

400

500

800

400

500

800

520

580

580

580

840

840

840

1025

1025

1025

1025

1255

1255

1255

60

71

77

95

147

156

183

179

187

198

234

282

297

341

Row to make sure table is never blank
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AVK Ref
DN

TWL 
Wall L

H3 L W Weight Units / 
Parcel

Deliv. 
Code

Gross Price

mm kg GBP

717-0350-6-02501 350 250 520 250 520 60 1 C 2,309.21

717-0400-6-04001 400 400 580 400 580 71 1 C 2,720.08

717-0400-6-05001 400 500 580 500 580 77 1 C 2,859.06

717-0400-6-08001 400 800 580 800 580 95 1 C 3,279.86

717-0600-6-04001 600 400 840 400 840 147 1 C 5,165.27

717-0600-6-05001 600 500 840 500 840 156 1 C 5,338.63

717-0600-6-08001 600 800 840 800 840 183 1 C 5,858.68

717-0800-6-03001 800 - 1025 300 1025 179

717-0800-6-04001 800 400 1025 400 1025 187 1 C 7,373.39

717-0800-6-05001 800 500 1025 500 1025 198 1 C 7,579.80

717-0800-6-08001 800 800 1025 800 1025 234 1 C 8,198.43

717-1000-6-04001 1000 400 1255 400 1255 282 1 C 12,165.11

717-1000-6-05001 1000 500 1255 500 1255 297 1 C 12,404.66

717-1000-6-08001 1000 800 1255 800 1255 341 1 C 13,123.24
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END
CAPS
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Us
e

Suitable for blanking off the ends of 
unused ferrous pipes and pipelines for 

water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Fusion bonded epoxy coated
•	 Corrosion resistant
•	 Lightweight
•	 Simple to use
•	 Universal sealing range
•	 Suitable for use with non potable 

water
•	 Embodied carbon data available 

upon request

Note: This fitting is not designed for 
end load resistant applications.

Op
tio

ns

•	 Drilled and tapped boss ½” - 2” 
BSP

•	 Available above 300mm as 
fabricated version for all ferrous 
pipes

Size DN80 - 300

Pr
es

su
re

PN10

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile Iron 

BS EN 1563, GJS-400-15

Ap
pr

ov
al

s

WIS-4-52-01
Reg 31 compliant

AVK Universal End Cap

Series 248/31-003
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 End cap Ductile iron, BS EN 1563 1997. GJS-400-15 4 Bolts
Steel bolts 8.8, square head, square shank, zinc 
plated and passivated.

2 Gland ring Ductile iron, BS EN 1563 1997.GJS-400-15 5 Nuts Hex. Head grade 8, zinc plated and passivated

3 Gasket NBR Coating Epoxy coated to WIS 4-52-01

AVK Ref
DN Closing 

Direction
Flange 
Drilling

Weight Units / 
Parcel

Deliv. Code
Gross 
Price

mm Kg GBP

248-31-003-011 80 N/A N/A 6.0

248-31-004-011 100 N/A N/A 6.5

248-31-005-011 125 N/A N/A 6.9

248-31-006-011 150 N/A N/A 10

248-31-007-011 150 N/A N/A 9.7

248-31-008-011 200 N/A N/A 14

248-31-009-011 225 N/A N/A 16

248-31-012-011 300 N/A N/A 20
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Us
e Suitable for use on all pipe types up to 

PN16 for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Patented SupaGrip™ sealing 
support system with flexible 
bracket ensures full support of 
the gasket even at minimum 
pipe size

•	 Full tensile strength on all pipes
•	 Metal grip segments are 

mounted with pins for maximum 
durability

•	 ±4° angular deflection at max. 
1.5 x PN 16

•	 Epoxy coated according to       
DIN 30677-2 and GSK approved

•	 Permanent protection cap 
protects the coupling during 
handling and installation

•	 Lifting eye in DN 100-400
•	 AVK Series 05 internal support 

bush is required See pg 40

Op
tio

ns

Size DN50 - 400

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron

GJS-400-15

Ap
pr

ov
al

s EN 14525
GJS-400-12
DIN 30677-2

Reg 31 compliant

AVK Supa Maxi™ Tensile 
Resistant End Cap

Series 634/00-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Nut Stainless steel A4 5 Gasket EPDM rubber

2 Bolt Stainless steel A2 6 Sleeve Ductile iron GJS-450-10

3 Washer Stainless steel A2 7 Bracket Cast steel

4 Grip segment Stainless steel / bronze CC491K 8 Protection cap PE

AVK Ref 
DN PN T L D Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm bar mm Kg GBP

634-071-00-016   (1) 50 PN16 48-71 195 200 4.0
634-071-01-016   (2) 50 PN16 48-71 150 200 3.8
634-071-01-036   (3) 50 PN16 48-71 150 200 3.8
634-071-01-056   (4) 50 PN16 48-71 150 200 3.8
634-071-01-066   (5) 50 PN16 48-71 150 200 3.8
634-091-00-016   (1) 65 PN16 69-91 218 226 5.0
634-091-00-036   (6) 65 PN16 69-91 218 226 5.0
634-091-01-016   (2) 65 PN16 69-91 155 226 4.4
634-091-01-036   (3) 65 PN16 69-91 155 226 4.4
634-091-01-056   (4) 65 PN16 69-91 155 226 4.4
634-091-01-066   (5) 65 PN16 69-91 155 226 4.4
634-106-00-016   (1) 80 PN16 82-106 220 235 5.5
634-106-00-036   (6) 80 PN16 82-106 220 235 5.5
634-133-00-016   (1) 100 PN16 104-133 230 268 8.0 1 A 465.29
634-133-00-036   (6) 100 PN16 104-133 230 268 8.0
634-161-00-016   (1) 125 PN16 132-161 220 285 9.0
634-161-00-036   (6) 125 PN16 132-161 220 285 9.0
634-188-00-016   (1) 150 PN16 159-188 238 340 11
634-188-00-036   (6) 150 PN16 159-188 238 340 11
634-227-00-016   (1) 200 PN16 193-227 259 389 16
634-227-00-036   (6) 200 PN16 193-227 259 389 16
634-257-00-016   (1) 225 PN16 224-257 277 437 19 1 A 1,554.74
634-257-00-036   (6) 225 PN16 224-257 277 437 19 1 A 1,554.74
634-301-00-016   (1) 250 PN16 266-301 272 476 22 1 A 1,591.60
634-301-00-036   (6) 250 PN16 266-301 272 476 22 1 A 1,591.60
634-356-00-016   (1) 300 PN16 314-356 300 545 29
634-356-00-036   (6) 300 PN16 314-356 300 545 29 1 A 1,845.60
634-442-00-016   (1) 400 PN16 392-442 315 661 58
634-442-00-036   (6) 400 PN16 392-442 315 661 58

No
te

s

(1)      1 1/4" BSP thread, in line
(2)      1¼" BSP thread, in line, short model
(3)      2" BSP thread, in line, short model
(4)      1½" BSP thread, in line, short model
(5)      1" BSP thread, in line, short model
(6)      2" BSP thread, in line
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Us
e Suitable for use on all pipe types up to 

PN16 for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Patented SupaGrip™ sealing 
•	 Full tensile strength on all pipes 
•	 Metal grip segments are 

mounted with pins for maximum 
durability

•	 ±4° angular deflection at max. 
1.5 x PN 10

•	 Epoxy coated according to       
DIN 30677-2 and GSK approved

•	 Permanent protection cap 
protects the coupling during 
handling and installation

•	 Lifting eye in DN 100-300
•	 The PE pipe end enables direct 

welding into PE pipes by using 
socket fusion or butt welding

•	 AVK Series 05 internal support 
bush is required See pg 40

Op
tio

ns

Size DN50 - 300

Pr
es

su
re

PN10

Te
m

pe
ra

tu
re

Ra
ng

e

0°C to +40°C

Bo
dy Ductile iron 

GJS-400-15

Ap
pr

ov
al

s

EN 14525
Reg 31 compliant

AVK SupaMaxi™ Tensile 
Resistant Transition Coupling

Series 635/00-002

AVK Ref
DN/Ø T

PN
D L L1 Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm mm Kg GBP
635-071-00-266 50-63 48-71 10 200 540 300 4.5
635-091-00-266 65-75 69-91 10 226 551 250 5.6
635-105-00-266 80-90 82-106 10 235 533 250 7.5
635-106-00-266 80-110  82-106 10 235 543 255 6
635-133-00-266 100-110 104-133 10 268 547 250 10
635-161-00-266 125-160 132-161 10 285 625 325 16
635-188-00-266 150-160 159-188 10 340 644 325 18
635-227-00-266 200-200 193-227 10 389 648 255 27
635-257-00-266 225-250 224-257 10 437 788 340 48
635-301-00-266 250-250 266-301 10 476 784 340 49
635-356-00-266 300-315 314-356 10 545 784 355 64

The designs, materials and specifications shown are subject to change without notice. This is due to the continuous development of our product programme.
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AVK SUPA MAXI™ TRANSITION COUPLING, PE 100 / PN 10
Universal and tensile, A2 bolts, EPDM sealing, SDR 17
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15CoverPE Low/Medium Density1

14Bracket DI EN 1563; GJS-400-156

13Grip ringSS EN 10088-1; (W 1.4112)6

12Barbed Push FastenersPA66 (Polyamide)12

11Grip ringGunmetal RG56

10Bracket FollowerDI EN 1563; GJS-400-156

9BrickSS EN 10088-1; (W 1.4401)12

8Gasket DN200 Ø193-227NBR, DIN 3535-31

7Nut M206

6Washer M206

5Bolt M20X906

4Sleeve with PE endDI EN 1563; GJS-400-151

3Shrink hoseDIN 306721

2Sleeve for PE SDR-11EN 10025; S355J2G3 (St 52.3)1

1PE-pipePE100 Total XS 10B1
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L

L1

    
  DN 

 

  50 3 x M14 x 75 mm
  65 3 x M16 x 75 mm
  80 3 x M16 x 75 mm
 100 4 x M16 x 75 mm
 125 4 x M16 x 75 mm
 150 4 x M16 x 90 mm
 200 6 x M20 x 100 mm
 225 6 x M20 x 100 mm
 250 6 x M20 x 100 mm
 300 8 x M20 x 100 mm

Component List:

1. Protection cap Recyclable PE 2. Nut Acid resistant stainless steel A4

3. Bolt Stainless steel A2 4. Washer Stainless steel A2

5. Bracket Cast steel 6. Sleeve Ductile iron GJS-450 (GGG-45)

7. Grip segment Gunmetal RG5 and stainless steel 8. Gasket DVGW/NF approved EPDM rubber

9. Ring Steel st. 52 10. Shrink hose Plastic

11. Pipe PE

Components may be substituted with equivalent or higher class materials without prior notification.

Reference Nos. and Dimensions:

AVK ref. nos
DN/Ø
mm

T
mm

Product 
PN Class

D
 mm

L
mm

L1
mm

Theoretical
weight kg

635-071-00-266 50 - 63 48 - 71 PN10 200 540 300 4.5
635-091-00-266 65 - 75 69 - 91 PN10 226 552 250 5.6
635-105-00-266 80 - 90 82 - 106 PN10 235 533 250 7.5
635-106-00-266 80 - 110 82 - 106 PN10 235 543 255 6.0
635-133-00-266 100 - 110 104 - 133 PN10 268 547 250 10
635-161-00-266 125 - 160 132 - 161 PN10 285 625 325 16
635-188-00-266 150 - 160 159 - 188 PN10 340 644 325 18
635-227-00-266 200 - 200 193 - 227 PN10 389 648 255 27
635-257-00-266 225 - 250 224 - 257 PN10 437 788 340 49
635-301-00-266 250 - 250 266 - 301 PN10 476 784 340 49
635-356-00-266 300 - 315 314 - 356 PN10 545 784 355 64

PB/12/2

M
at

er
ia

ls
 o

f 
Co

ns
tr

uc
tio

n

No. Description Material No. Description Material

1 Protection Cap Recyclable PE 7 Grip segment Gunmetal RG5 and stainless steel
2 Nut Acid resistant stainless steel A4 8 Gasket DVGW/NF approved EPDM rubber
3 Bolt Stainless steel A2 9 Ring Steel st. 52
4 Washer Stainless steel A2 10 Shrink hose Plastic
5 Bracket Cast steel 11 Pipe PE
6 Sleeve Ductile iron GJS-450 (GGG-45)
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Us
e Suitable for all ferrous pipes, PVC and 

AC, for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Versatile design tolerance
•	 Corrosion resistant construction
•	 Lightweight
•	 WRAS approved material
•	 Any length available in multiples 

of 150mm up to 1200mm, Note:
-- Dia 50mm max 300mm 

long
-- Dia 51 to 80mm max 

450mm long
-- Dia 81 to 100mm max 

600mm long
-- Dia 101 to 150mm max 

750mm long
•	 Bitumen coated lugs
•	 Range DN80 - 1450
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Double or triple band option
•	 Threaded bosses ½” - 2” BSP, 

see 202/30-002 or 202/30-004 
for male or female connection 
respectively

•	 Can be supplied on 
an emergency service               
0800 202 8228

Size DN80 - 1450

Pr
es

su
re

PN3/5/7/10 ≤ 300mm

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Stainless steel 

AISI 316

Ap
pr

ov
al

s

Reg 31 compliant

AVK Multiband Stainless 
Steel Repair Clamp

Series 202/30-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Boss (Optional)
Carbon steel to BS EN10025: 1990, grade 
FE430 B or to BS1503.221.430.

5 Nuts Grade 8.8, zinc plated and passivated.

2 Body Stainless steel AISI 316 6 Lugs Ductile Iron, BS EN 1563 EN-GJS-450-10

3 Gasket EPDM Coating (Lugs) Bitumen coated

4 Bolts Grade 8.8, zinc plated and passivated. Domed cap Plastic

AVK Ref
DN/DN H3 L No of 

Sectors
Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm kg GBP
202-30-0086-0601 86-106 180 150 2 6.3 1 A 151.35
202-30-0104-4801 104-124 104 1200 2 43 1 A 1,189.45
202-30-0137-1201 137-157 180 300 2 12 1 A 353.52
202-30-0150-1201 150-170 180 300 2 12 1 A 345.15
202-30-0209-3601 209-229 209 900 2 37 1 A 1,226.31
202-30-0303-1801 303-323 303 450 2 21 1 A 600.31
202-30-0310-2401 310-330 310 600 2 29
202-30-0390-1201 390-410 390 300 2 16 1 A 531.22
202-30-0395-3601 395-415 395 900 2 48 1 A 1,558.91
202-30-0403-0601 403-423 405 150 2 8.0 1 A 311.89
202-30-0422-1201 422-442 425 300 2 16 1 A 640.07
202-30-0450-4801 450-470 450 1200 2 70 1 A 2,239.88
202-30-0503-1201 503-523 505 300 2 18 1 A 522.28
202-30-0528-2401 528-548 528 600 2 36 1 A 1,026.88
202-30-0579-1801 579-605 579 450 3 39 1 A 1,011.96
202-30-0584-1201 584-610 585 300 3 30 1 A 1,101.61
202-30-0600-4201 600-626 600 1050 3 93 1 A 3,137.16
202-30-0714-4201 714-740 714 1050 3 97 1 A 3,037.80
202-30-0725-8401 725-751 725 2100 3 193 1 A 7,382.14
202-30-0808-4801 808-834 808 1200 3 118 1 A 4,416.16
202-30-0829-4201 829-855 829 1050 3 104 1 A 3,009.30
202-30-0930-3601 930-956 956 900 3 106 1 A 3,020.40
202-30-0975-3601 975-1001 975 900 3 96
202-30-1278-4801 1278-1304 1278 1200 3 145 1 A 5,741.03



60 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS Note: Product information is correct at time of printing

Us
e Suitable for all service pipes for water 

and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Quick and simple to use
•	 Corrosion resistant design
•	 Lightweight

Note: Small size fitted with wingnut, 
all other larger sizes fitted with regular 
hex nut

Op
tio

ns

•	 Fitting length 60mm (1 bolt) or 
100mm (2 bolts)

•	 Can be supplied on 
an emergency service               
0800 202 8228

Size DN15 - 60

Pr
es

su
re

PN7/10

Te
m

pe
ra

tu
re

Ra
ng

e

-30°C to +70°C

Bo
dy Stainless steel 

AISI 316

Ap
pr

ov
al

s

WIS-4-52-01
Reg 31 compliant

AVK Pipe Saver 
Repair Clamp

Series 203/30-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Bolts Grade 4.6 zinc, plated and passivated 4 Body Stainless steel AISI 316

2 Nuts Grade 4 zinc, plated and passivated 5 Gasket EPDM to BS 2494

3 Bracket Mild steel, zinc plated

AVK Ref
DN/DN H3 L W Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm Kg GBP

203-30-015-06 15 - 22 79 60 68 0.1 1 A 40.71

203-30-027-06 27 - 35 82 60 81 0.1 1 A 43.99

203-30-041-06 41 - 48 85 60 94 0.2 1 A 40.94

203-30-054-06 54 - 60 88 60 106 0.2 1 A 51.06
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Us
e Suitable for all ferrous pipes, PVC and 

AC, for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Excellent sealing characteristics
•	 Versatile design tolerance
•	 Corrosion resistant construction
•	 Lightweight
•	 Any lengths available in multiples 

of 150mm up to 1200mm, 
Note:	
-- Dia 56 to 80mm dia, max 

450mm long
-- Dia 81 to 100mm dia, 

600mm long
-- Dia 101 to 150mm dia, 

750mm long
•	 Bitumen coated lugs
•	 Range DN50- 450
•	 Sizes available: to fit mains Ø 

56-350mm
•	 Lengths available: 150-1200
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Can be manufactured to suit 
any O.D

•	 Threaded bosses 1⁄2" – 2" BSP
•	 High pressure version Series 

206/36
•	 Can be supplied on 

an emergency service               
0800 202 8228

Size DN50 - 450

Pr
es

su
re

PN7/10 < 300mm

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Stainless steel 

AISI 316

Ap
pr

ov
al

s

Reg 31 compliant

AVK Single Band 
Repair Clamp

Series 206/30-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Bolts Grade 8.8 zinc, plated and passivated 5 Lugs Ductile iron, BS EN 1563 EN-GJS-450-10

2 Gasket EPDM Coating (Lugs) Bitumen coated

3 Body Stainless steel AISI 304min (or 316)
Domed thread 
protectors

Plastic

4 Nuts Grade 8, zinc plated and passivated

AVK Ref
DN/DN H3 L W Weight Units / 

Parcel
Deliv. 
Code

Gross Price

mm kg GBP

206-30-0060-0601 60-67 115 150 180 3.2 1 A 120.27

206-30-0066-0601 66-73 121 150 180 2.8 1 A 120.24

206-30-0086-0601 86-93 141 150 180 3.0 1 A 128.70

206-30-0092-0601 92-99 147 150 180 3.4 1 A 128.40

206-30-0111-0601 111-121 166 150 180 3.4 1 A 134.86

206-30-0118-0601 118-128 173 150 180 3.4 1 A 135.97

206-30-0138-0601 138-148 193 150 180 3.7 1 A 143.79

206-30-0146-0601 146-156 201 150 180 3.8 1 A 145.36

206-30-0164-0601 164-174 219 150 180 3.7 1 A 152.64

206-30-0173-0601 173-183 228 150 180 4.0 1 A 153.46

206-30-0215-0601 215-225 270 150 220 4.4 1 A 178.74

206-30-0228-0601 228-238 283 150 233 4.7 1 A

206-30-0255-0601 255-265 310 150 260 4.8 1 A 195.46

206-30-0268-0601 268-278 323 150 273 4.8 1 A 197.32

206-30-0268-1801 269-278 320 450 280 13 1 A 480.89

206-30-0270-0631 270-280 285 150 270 4.7 1 A 291.18

206-30-0280-0601 280-290 335 150 285 4.9 1 A 206.55

206-30-0290-1201 290-300 340 300 290 9.2 1 A

206-30-0319-0601 319-329 374 150 324 5.5 1 A 234.44

206-30-0319-1801 319-329 370 450 320 15 1 A 670.74

206-30-0330-0601 330-340 385 150 335 5.5 1 A 234.44

206-30-0340-0601 340-350 395 150 345 5.5 1 A 234.44
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Us
e Suitable for all ferrous pipes for water 

and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Universal across all ferrous pipe 
types

•	 Large tolerance range
•	 Corrosion resistant construction
•	 Fusion bonded epoxy coating
•	 Can support realigned, laterally 

displaced pipe-ends 
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Drilled and tapped boss ½” - 2” 
BSP

•	 Can be supplied on 
an emergency service               
0800 202 8228

Size DN80 - 300

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron 

BS EN 1563 GJS-400-15

Ap
pr

ov
al

s

WIS-4-52-01
Reg 31 compliant

AVK Supa Collar, Universal 
Repair Clamp

Series 253/30
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Clamp Ductile iron, BS EN 1563 EN-GJS-400-15 5 Wedge Ductile iron, BS EN 1563 EN-GJS-400-15

2 Domed cap Black plastic 6 Rubber seals EPDM to BS EN 681-1

3 Bolts Grade 8.8 sheraplex 7 O-ring Nitrile

4 Nuts Hexagon, grade 8 sheraplex Coating
Fusion bonded epoxy powder coating to 
WIS-4-52-01

AVK Ref
Nom 
Size Bolt 

No.
H3 L W DN / DN Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

Inch mm Kg GBP

253-30-003-Y(Z) 3" 4 156 157 204 85.4-114.0 8.2

253-30-004-Y(Z) 4" 4 186 167 238 111.8-139.0 12.5

253-30-006-Y(Z) 6" 4 250 216 312 165.2-195.5 17.1

253-30-008-Y(Z) 8" 4 300 220 374 215.9-239.7 24.6

253-30-010-Y(Z) 10" 4 360 220 434 269.2-293.5 31.5

253-30-012-Y(Z) 12" 4 420 270 500 319.9-347.0 51.2

H3

No
te

s Boss : Y = 0 for plain boss, 1 for BSP 1/2", 2 for BSP 3/4", 3 for BSP 1", 4 for BSP 1 1/2", 5 for BSP 
2".
Bolts : Z = None / 1 for Sheraplex.
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Us
e Suitable for all ferrous pipes for water 

and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Universal across all ferrous pipe 
types

•	 Large sealing range
•	 Corrosion resistant construction
•	 Fusion bonded epoxy coating
•	 Easy to fit
•	 16 Bar rated
•	 WRAS approved materials
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Drilled and tapped boss ½" - 1" 
BSP

•	 Can be supplied on 
an emergency service               
0800 202 8228

Size DN80 - 300

Pr
es

su
re

PN10/16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron 

BS EN 1563 GJS-400-15

Ap
pr

ov
al

s

WIS-4-52-01
Reg 31 compliant

AVK Repair Clamp

Series 253/40-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Clamp halves Ductile iron GJS-450-10 6 Gasket EPDM

2 Cap Plastic 7 Bridge plate Stainless steel 304

3 Bolts Steel gr. 8.8, sheraplex coated 8 O-ring NBR

4 Nuts Steel gr. 8.8, sheraplex coated Coating Epoxy

5 Washer Steel gr. 8.8, sheraplex coated

AVK Ref
H3 L DN/DN W Weight Bolt 

No
Units / 
Parcel

Deliv. 
Code

Gross 
Price

mm mm Kg GBP

253-40-003-0 126 200 92.3-103.0 192 4.3 4 1 A 174.18

253-40-004-0 148 200 115.0-125.6 214 5.9 4 1 A 205.56

253-40-006-0 204 200 166.0-181.2 270 8.0 4 1 A 252.75

253-40-008-0 267 220 220.0-234.0 322 14 4 1 A 499.09

253-40-010-0 330 250 269.0-294.0 392 15 4 1 A 680.03

253-40-012-0 390 300 323.0-349.0 446 29 6 1 A 953.71
PN16

AVK UNIVERSAL COLLAR REPAIR CLAMP 253/40-001

Component list:
1

2

3

4

5

1.

2.

3.

4.

5.

Clamp halves

Cap

Bolts

Nuts

Washer

Ductile iron GJS-450-10

Plastic

Steel gr. 8.8, Sheraplex coated

Steel gr. 8.8, Sheraplex coated

Steel gr. 8.8, Sheraplex coated

6

7

8

9

6.

7.

8.

9.

Gasket

Bridge plate

O-ring

Coating

EPDM rubber

Stainless steel 304

NBR rubber

Epoxy

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. H3

mm

L

mm

DN/DN W

mm

Theoretical

weight / kg

Number

of bolts

253-40-003-0

253-40-004-0

253-40-006-0

253-40-008-0

253-40-010-0

253-40-012-0

126

148

204

267

330

390

200

200

200

220

250

300

92.3 - 103.0

115.0 - 125.6

166.0 - 181.2

220.0 - 234.0

269.0 - 294.0

323.0 - 349.0

192

214

270

322

392

446

4.3

5.9

8.0

14

15

29

4

4

4

4

4

6
Row to make sure table is never blank

Comments:
Option of drilled and tapped boss 1/2" - 1" BSP available upon request.
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Us
e

Suitable for encapsulation of all 
ferrous pipes for water and waste 

water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 To suit nominal DN80-1200 
pipes. (DN80-200 Ductile Iron, 
DN250-1200 Mild Steel)

•	 PN16 rated
•	 Can be supplied on an 

emergency service
•	 Corrosion resistant construction
•	 EPDM seals
•	 Fusion bonded epoxy coating
•	 Dual ½" drain bosses designed 

to accommodate drainage and 
air entrapment release.

•	 Lifting eye bolts supplied as 
standard

•	 Embodied carbon data available 
upon request

Sizes 250+:
•	 Up to 12 mm tolerance
•	 Suitable for any pipe material
•	 Angular compensation of up to 

6° before or after installation
•	 The same fitting can be used 

either to repair a leaking socket 
or a damaged pipe

•	 360° coverage

Op
tio

ns

•	 Can be supplied on 
an emergency service               
0800 202 8228

Size DN80 - 1200

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron 

BS EN 1563 GJS-400-15

Ap
pr

ov
al

s

BS 8561-2013
WIS-4-52-01

Reg 31 compliant

AVK Socket  
Encapsulation Collar

Series 208

M
at

er
ia

ls
 o

f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Body Ductile iron GJS-450-10 4 Plug Stainless steel 316
2 Seal EPDM rubber 5 Eye bolt Steel gr. 8.8
3 Fasteners Steel gr. 8.8, Sheraplex coated

M
at

er
ia

ls
 o

f 
Co

ns
tr

uc
tio

n

No. Description Material No. Description Material

1 Body
Mild steel BS10025 grade 
S275JR BS308, BS499, 
BS4235, BS4500

4 Fasteners Zinc coated

2 Seal EPDM 5 Coating
WRAS approved fusion 
bonded epoxy

3 Side seal EPDM

AVK Ref
DN DN/DN Dd H3 L L1 W Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm GBP

208-01-0102-03000180 80 93-102 180 264 415 300 285
208-01-0129-03020211 100 120-129 210 294 421 280 310
208-01-0183-03000257 150 174-183 260 350 421 280 355
208-01-0239-03000344 200 229-239 344 436 415 300 440

DN80-200

AVK SOCKET ENCAPSULATION COLLAR  PN16 208/01-001

Component list:
1

2

3

1.

2.

3.

Body

Seal

Fasteners

Ductile iron GJS-450-10

EPDM rubber

Steel gr. 8.8, Sheraplex coated

4

5

4.

5.

Plug

Eye bolt

Stainless steel 316

Steel gr. 8.8

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

DN/DN Dd

mm

H3

mm

L

mm

L1

mm

W

mm

208-01-0102-03000180

208-01-0129-03020211

208-01-0183-03000257

208-01-0239-03000344

80

100

150

200

93 - 102

120 - 129

174 - 183

229 - 239

180

210

260

344

264

294

350

436

415

421

421

415

300

280

280

300

285

310

355

440
Row to make sure table is never blank
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DN80-200

AVK SOCKET ENCAPSULATION COLLAR  PN16 208/01-001

Component list:
1

2

3

1.

2.

3.

Body

Seal

Fasteners

Ductile iron GJS-450-10

EPDM rubber

Steel gr. 8.8, Sheraplex coated

4

5

4.

5.

Plug

Eye bolt

Stainless steel 316

Steel gr. 8.8

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

DN/DN Dd

mm

H3

mm

L

mm

L1

mm

W

mm

208-01-0102-03000180

208-01-0129-03020211

208-01-0183-03000257

208-01-0239-03000344

80

100

150

200

93 - 102

120 - 129

174 - 183

229 - 239

180

210

260

344

264

294

350

436

415

421

421

415

300

280

280

300

285

310

355

440
Row to make sure table is never blank
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AVK Ref
DN L cL sL cD sD R W Pd Pd

W
ei

gh
t

OD

mm min max Kg mm
208-04-0292-03000400 250 380 300 104 400 353 470 600 280 292 30 286
208-04-0326-03000457 300 380 300 104 457 410 527 607 320 332 32 326
208-04-0384-03000512 350 380 300 108 512 465 535 662 372 384 34 378
208-04-0435-03000564 400 380 300 110 564 517 634 714 423 435 38 429
208-04-0538-03000677 500 380 300 113 677 630 747 827 526 538 44 532
208-04-0641-03000786 600 380 300 120 786 739 856 936 629 641 47 635
208-04-0744-04000910 700 480 400 145 910 863 980 1060 732 744 56 738
208-04-0848-04001020 800 480 400 145 1020 974 1090 1170 836 848 81 842
208-04-0951-04001130 900 480 400 145 1130 1082 1200 1280 939 951 92 945
208-04-1054-04001240 1000 480 400 155 1240 1191 1310 1390 1042 1054 98 1048
208-04-1158-04001350 1100 480 400 190 1350 1300 1420 1500 1146 1158 106 1152
208-04-1261-04001460 1200 480 400 210 1460 1410 1530 1610 1249 1261 116 1255

For further details see section "Technical Information". 
The designs, materials and specifications shown are subject to change without notice due to the continuous development of our product programme.
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REFERENCE No's AND DIMENSIONS 

AVK SOCKET ENCAPSULATION COLLAR  PN16                                                                                   
                 
208/00X

DN250-1200 

AVK UK 8 Rushmills, Northampton, NN4 7YB, England Tel. + 44 (0) 1604 601188 - Email: enquiries@avkuk.co.uk - www.avkuk.co.uk
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1 Body
Mild Steel BS10025 Grade 
S275JR BS308, BS499, 
BS4235, BS4500

4 Fasteners Zinc coated

2 Seals EPDM 5 Coating
WRAS approved Fusion 
Bonded Epoxy

3 Side Seals EPDM

COMPONENT LIST:

AVK Ref No DN L cL sL cD sD R W
Pd 
min

Pd 
max

Theoretical 
Pipe

Weight
OD

20804029203000400 250 380 300 104 400 353 470 600 280 292 30 286

20804032603000457 300 380 300 104 457 410 527 607 320 332 32 326

20804038403000512 350 380 300 108 512 465 535 662 372 384 34 378

20804043503000564 400 380 300 110 564 517 634 714 423 435 38 429

20804053803000677 500 380 300 113 677 630 747 827 526 538 44 532

20804064103000786 600 380 300 120 786 739 856 936 629 641 47 635

20804074404000910 700 480 400 145 910 863 980 1060 732 744 56 738

20804084804001020 800 480 400 145 1020 974 1090 1170 836 848 81 842

20804095104001130 900 480 400 145 1130 1082 1200 1280 939 951 92 945

20804105404001240 1000 480 400 155 1240 1191 1310 1390 1042 1054 98 1048

20804115804001350 1100 480 400 190 1350 1300 1420 1500 1146 1158 106 1152

20804126104001460 1200 480 400 210 1460 1410 1530 1610 1249 1261 116 1255

L Body W max

cL

sL

cD

R

sD

P
d

 n
in

P
d

 n
ax

D R A F T

For further details see section "Technical Information". 
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REFERENCE No's AND DIMENSIONS 

AVK SOCKET ENCAPSULATION COLLAR  PN16                                                                                   
                 
208/00X

DN250-1200 
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1 Body
Mild Steel BS10025 Grade 
S275JR BS308, BS499, 
BS4235, BS4500

4 Fasteners Zinc coated

2 Seals EPDM 5 Coating
WRAS approved Fusion 
Bonded Epoxy

3 Side Seals EPDM

COMPONENT LIST:

AVK Ref No DN L cL sL cD sD R W
Pd 
min

Pd 
max

Theoretical 
Pipe

Weight
OD

20804029203000400 250 380 300 104 400 353 470 600 280 292 30 286

20804032603000457 300 380 300 104 457 410 527 607 320 332 32 326

20804038403000512 350 380 300 108 512 465 535 662 372 384 34 378

20804043503000564 400 380 300 110 564 517 634 714 423 435 38 429

20804053803000677 500 380 300 113 677 630 747 827 526 538 44 532

20804064103000786 600 380 300 120 786 739 856 936 629 641 47 635

20804074404000910 700 480 400 145 910 863 980 1060 732 744 56 738

20804084804001020 800 480 400 145 1020 974 1090 1170 836 848 81 842

20804095104001130 900 480 400 145 1130 1082 1200 1280 939 951 92 945

20804105404001240 1000 480 400 155 1240 1191 1310 1390 1042 1054 98 1048

20804115804001350 1100 480 400 190 1350 1300 1420 1500 1146 1158 106 1152

20804126104001460 1200 480 400 210 1460 1410 1530 1610 1249 1261 116 1255

L Body W max

cL

sL

cD

R

sD

P
d

 n
in

P
d

 n
ax

D R A F T
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Us
e

Suitable for steel, copper, asbestos 
cement, cast iron and plastic pipes for 

water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Design with welded AISI 304 
studs and plates

•	 Clamp is completely pickled and 
passivated after welding

•	 Studs are Teflon coated to 
prevent cold welding (galling)

•	 Spanner plate is completely 
vulcanized into rubber gasket

•	 Diameter reach of single band 
repair clamp is max. 12 mm 
(depends on diameter pipe)

•	 Clamp available in different 
lengths: 150, 200, 250, 300, 
400, 500 and 600 mm (other 
lengths on request)

•	 Studs protected with plastic 
protection caps

Op
tio

ns

Size DN40 - 350

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Stainless steel 

AISI 304

Ap
pr

ov
al

s

Reg 31 compliant

AVK Repair Clamp Type FS10

Series 748/01-1101
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Protection cap Plastic 6 Rubber sealing EPDM
2 Stud AISI 304 Teflon coated 7 Body plate AISI 304
3 Nut Stainless steel A4 8 Spanner plate AISI 304
4 Washer Stainless steel A4 9 Side plate AISI 304
5 Bridge AISI 304 10 Support plate AISI 304

AVK Ref
T L12 Bolts Weight

mm (no x M x L)                  kg 
748-01-004015-1101 40-45 150 2XM14X180   1.5
748-01-004715-1101 47-53 150 2XM14X180                          1.5
748-01-005415-1101 54-61 150 2XM14X180 1.5
748-01-005815-1101 58-65 150 2XM14X180 1.5
748-01-006015-1101 60-67 150 2XM14X180                       1.6
748-01-006315-1101 63-70 150 2XM14X180 1.6
748-01-006715-1101 67-74 150 2XM14X180 1.6
748-01-007015-1101 70-77 150 2XM14X180 1.6
748-01-007315-1101 73-80 150 2XM14X180 1.6
748-01-007615-1101 76-83 150 2XM14X180 1.7
748-01-008215-1101 82-89 150 2XM14X180 1.7
748-01-008715-1101 87-94 150 2XM14X180 1.7
748-01-009115-1101 91-98 150 2XM14X180 1.8
748-01-009515-1101 95-102 150 2XM14X180 1.8
748-01-009815-1101 98-108 150 2XM14X180 1.8
748-01-010215-1101 102-112 150 2XM14X180 1.8
748-01-010615-1101 106-116 150 2XM14X180 1.8
748-01-010815-1101 108-118 150 2XM14X180 1.9
748-01-011315-1101 113-123 150 2XM14X180 1.9
748-01-011815-1101 118- 128 150 2XM14X180 1.9
748-01-012015-1101 120-131 150 2XM14X180 1.9
748-01-012515-1101 125-136 150 2XM14X180 1.9
748-01-013215-1101 132-142 150 2XM14X180 2.0
748-01-013515-1101 135-145 150 2XM14X180 2.0
748-01-014415-1101 144-155 150 2XM14X180 2.0
748-01-015115-1101 151-161 150 2XM14X180 2.1
748-01-015915-1101 159-170 150 2XM14X180 2.1
748-01-016515-1101 165-175 150 2XM14X180 2.2
748-01-016715-1101 167-177 150 2XM14X180 2.2
748-01-017415-1101 174-184 150 2XM14X180 2.2
748-01-017615-1101 176-186 150 2XM14X180 2.2
748-01-018615-1101 186-196 150 2XM14X180 2.3
748-01-019315-1101 193-203 150 2XM14X180 2.3
748-01-020015-1101 200-210 150 2XM14X180 2.3
748-01-020915-1101 209-220 150 2XM14X180 2.8
748-01-021515-1101 215-225 150 2XM14X180 2.9
748-01-021915-1101 219-229 150 2XM14X180 2.9
748-01-022815-1101 228-239 150 2XM14X180 2.9
748-01-024315-1101 243-254 150 2XM14X180 2.9
748-01-025015-1101 250-260 150 2XM14X180 3.0
748-01-027315-1101 273-283 150 2XM16X180 3.5
748-01-031015-1101 310-320 150 2XM16X180 3.6
748-01-031515-1101 315-325 150 2XM16X180 3.6
748-01-032015-1101 320-330 150 2XM16X180 3.6
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Us
e

Suitable for steel, copper, asbestos 
cement, cast iron and plastic pipes for 

water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Design with welded AISI 304 
studs and support plates

•	 Clamp is completely pickled and 
passivated after welding

•	 Studs are Teflon coated to 
prevent cold welding (galling)

•	 Spanner plate is completely 
vulcanized into rubber gasket

•	 Diameter reach of double band 
repair clamp is max. 24 mm 
(depends on diameter pipe)

•	 Clamp available in different 
lengths: 200, 250, 300, 400, 
500 and 600 mm (other lengths 
on request)

•	 Studs protected with plastic 
protection caps

Op
tio

ns

Size DN80 - 650

Pr
es

su
re

PN10/16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Stainless steel 

AISI 304

Ap
pr

ov
al

s

Reg 31 compliant

AVK Repair Clamp Type FS20

Series 748/02-1101
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Protection cap Plastic 6 Rubber sealing EPDM

2 Stud AISI 304 Teflon coated 7 Body plate AISI 304

3 Nut Stainless steel A4 8 Spanner plate AISI 304

4 Washer Stainless steel A4 9 Side plate AISI 304

5 Bridge AISI 304 10 Support plate AISI 304

AVK Ref
T L12 Bolts Weight Units / 

Parcel
Deliv. Code

Gross Price

mm (no x M x L)                  kg GBP
748-02-008815-1101 88-110 150 4XM14X180 3.1
748-02-008820-1101 88-110 200 4XM14X180 3.6
748-02-010020-1101 100-120 200 4XM14X180 3.9
748-02-010820-1101 108-128 200 4XM14X180 3.9
748-02-011420-1101 114-136 200 4XM14X180 3.9
748-02-012020-1101 120-140 200 4XM14X180 3.9
748-02-013020-1101 130-150 200 4XM14X180 3.9
748-02-013520-1101 135-155 200 4XM14X180 4.0
748-02-014020-1101 140-160 200 4XM14X180 4.0
748-02-015020-1101 150-170 200 4XM14X180 4.1
748-02-015920-1101 159-180 200 4XM14X180 4.2
748-02-016520-1101 165-186 200 4XM14X180 4.2
748-02-016820-1101 168-190 200 4XM14X180 4.2
748-02-017620-1101 176-196 200 4XM14X180 4.2
748-02-019020-1101 190-210 200 4XM14X180 4.3
748-02-019520-1101 195-217 200 4XM14X180 4.4
748-02-021020-1101 210-230 200 4XM14X180 4.5
748-02-021520-1101 215-238 200 4XM14X180 4.5
748-02-022520-1101 225-246 200 4XM14X180 4.6
748-02-023020-1101 230-250 200 4XM14X180 4.6
748-02-024020-1101 240-260 200 4XM14X180 4.7
748-02-025020-1101 250-270 200 4XM14X180 4.8
748-02-026920-1101 269-289 200 4XM14X180 4.9
748-02-027320-1101 273-293 200 4XM16X180 5.7
748-02-028220-1101 282-302 200 4XM16X180 5.8
748-02-029520-1101 295-315 200 4XM16X180 5.8
748-02-030520-1101 305-325 200 4XM16X180 6.0
748-02-031520-1101 315-335 200 4XM16X180 6.0
748-02-032220-1101 322-344 200 4XM16X180 6.1
748-02-033720-1101 337-361 200 4XM16X180 6.2
748-02-034715-1101 347-370 150 4XM16X180 5.3
748-02-034720-1101 347-370 200 4XM16X180 6.4
748-02-036520-1101 365-385 200 4XM16X180 6.4
748-02-038220-1101 382-402 200 4XM16X180 6.6
748-02-039620-1101 396-420 200 4XM16X180 6.7
748-02-042020-1101 420-440 200 4XM16X180 8.1
748-02-043520-1101 435-455 200 4XM16X180 9.3
748-02-044020-1101 440-465 200 4XM16X180 9.3
748-02-045020-1101 450-470 200 4XM16X180 9.4
748-02-046820-1101 468-490 200 4XM16X180 9.6
748-02-049020-1101 490-510 200 4XM16X180 9.7
748-02-050520-1101 505-530 200 4XM16X180 9.8
748-02-052020-1101 520-540 200 4XM16X180 9.9
748-02-055020-1101 550-570 200 4XM16X180 10
748-02-059020-1101 590-610 200 4XM16X180 10
748-02-063020-1101 630-650 200 4XM16X180 11
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DELIVERY CODES:          A = up to 2 weeks, available ex-stock          B = up to 8 weeks           C = over 8 weeks
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Us
e Suitable for all ferrous pressure pipes 

for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Can be fabricated to any size, 
with any branch size and any 
flange drilling, within the design 
range

•	 Epoxy coating
•	 Reinforced bolt lugs
•	 Two part, mild steel body to      

BS EN 10025:1990 grade FE 
430 B

•	 Unique EPDM seal design
•	 Cup square bolts to assist easy 

assembly
•	 WRAS approved material
•	 Branch sizes DN80-600mm
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 BS EN 1092-2, BS 10 or ANSI 
drillings

•	 Can be supplied on 
an emergency service               
0800 202 8228

Size DN80 - 1200

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Mild steel

BS EN 10025 FE430B

Ap
pr

ov
al

s

EN 1092-2 (ISO 7005-2)
WIS 4-52-01

Reg 31 compliant

AVK Fabricated Bolt on Tee

Series 214/30-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Flange Mild steel to BS EN 10025 FE430B 4 Seal EPDM

2 Branch Mild steel to BS EN 10025 FE430B 5 Bolts / nuts / washers
Steel grade 8.8 bolt, grade 8 nut, sheraplex 
coated

3 Body Mild steel to BS EN 10025 FE430B 6 Coating
Fusion bonded epoxy coating to WIS 4-52-01 
or wet sprayed dependent upon size. WRAS 
approved

AVK Ref
DN Flange 

Drilling
H1 H3 L

Pipe 
Dia

Weight Units / 
Parcel

Deliv. 
Code

Gross 
Price

mm mm Kg GBP

214-30-0378-0811 80 PN16 204 528 304 378 -

214-30-0390-3511 350 PN16 325 600 500 390 115 1 A 6,358.87

214-30-0409-3011 300 PN16 365 570 500 409 181 1 A 6,579.10

214-30-0423-3021 300 PN10 372 600 500 423 182

214-30-0429-1011 100 PN16 232 583 304 429 -

214-30-0480-1511 150 PN16 257 649 304 480 81 1 A 4,054.31

214-30-0494-0811 80 PN16 370 648 304 494 84 1 A 4,458.94

214-30-0495-0811 80 PN16 370 650 304 496 84 1 A 4,458.94

214-30-0532-2011 200 PN16 283 701 360 532 120 1 A 4,330.83

214-30-0635-3011 300 PN16 338 835 500 635 - 1 A 9,487.62

214-30-0648-2511 250 PN16 137 475 600 648 189 1 A 7,214.42

214-30-0710-3021 300 PN10 515 0870 500 710 190

214-30-0738-0811 80 PN16 490 860 304 738 177 1 A 5,939.12

214-30-0762-3011 300 PN16 147 925 500 762 254 1 A 8,424.57

214-30-0820-2011 200 PN16 545 955 360 820 154 1 A 8,370.79

214-30-0842-4511 450 PN16 446 1102 640 842 348 1 A 13,901.10

214-30-0914-3011 300 PN16 140 1074 500 914 323

214-30-0945-6011 600 PN16 498 1245 840 945 623 1 A 13,427.86

214-30-0980-3011 300 PN16 650 1140 500 980 370 1 A 10,590.60

214-31-0968-2051 200 PN16 634 1133 600 968 671

214-30-0945-6011 600 PN16 498 1245 840 945 623

214-30-0980-3011 300 PN16 650 1140 500 980 370

For Gas Applications

AVK DONKIN FABRICATED FLOWSTOP TEE.  PN16 214/31-001

Component list:
1

2

3

1.

2.

3.

Body

Bolt

Washer

Mild steel

Mild steel, Sheraplex® coated

Mild steel, Sheraplex® coated

4

5

6

4.

5.

6.

Nut

Seal

Bridge plate

Mild steel, Sheraplex® coated

NBR rubber

Stainless steel 304

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

Flange

drilling

H1

mm

H3

mm

L

mm

Pipe diam.

mm

Theoretical

weight / kg

214-31-0170-1551

214-31-0387-3051

214-31-0410-3051

214-31-0413-3051

214-31-0439-3051

214-31-0455-2551

214-31-0485-3051

214-31-0489-3051

214-31-0492-2551

214-31-0545-3051

214-31-0568-4051

214-31-0610-4051

214-31-0650-4051

214-31-0805-4051

214-31-0964-5051

214-31-0968-1051

214-31-0968-2051

150

300

300

300

300

250

300

300

250

300

400

400

400

400

500

100

200

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

235

369

380

381.5

395

393

418

420

411

448

499

520

540

618

747

619

634

335

577

600

603

629

635

675

679

672

735

798

840

880

1035

1244

1118

1133

528

960

960

960

960

752

960

960

752

960

1240

1240

1240

1240

1520

304

752

170

387

410

413

439

455

485

485

492

545

568

610

650

805

964

968

968

146

487

310

325

150

293

338

338

391

578

644

631

250

635

838

629

671
Row to make sure table is never blank
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The designs, materials and specifications shown are subject to change without notice due to the continuous development of our product range.
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Us
e

Suitable for under pressure branch 
connections on all ferrous pipes, PVC 
and  AC for water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Pressure: up to 10 Bar 
dependent upon size (see 
pressure chart on website)

•	 Excellent sealing characteristics
•	 Versatile design tolerance
•	 Corrosion resistant construction
•	 Lightweight
•	 Bitumen coated lugs
•	 To fit mains from 70-1265mm
•	 Branches DN50-DN600
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Any lengths available in 
multiples of 150mm up to 
1200mm, Note:
-- Dia 50mm max 300mm 

long
-- Dia 51 to 80mm max 

450mm long
-- Dia 81 to 100mm max 

600mm long
-- Dia 101 to 150mm max 

750mm long
•	 Alternatively drilled flanges can 

be fitted on request
•	 Can be supplied on 

an emergency service               
0800 202 8228

Size DN80 - 600

Pr
es

su
re

PN10 < 300mm

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Stainless steel 

AISI 316

Ap
pr

ov
al

s

EN 1092-2 (ISO 7005-2)
Reg 31 compliant

AVK Stainless Steel Tee

Series 215/30-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Flange 
Carbon steel to BS EN 10025: 1990, grade FE 
430 B or to BS 1503.221.430

5 Nuts and washers Grade 8, zinc plated and passivated

2 Neck Stainless steel AISI 304 min (or 316) 6 Lugs
Ductile iron, BS EN 1563 EN-GJS-450-10; 
bitumen coated

3 Gasket mat EPDM 7
Bolts with domed 
caps

Grade 8.8, zinc plated and passivated with 
plastic caps

4 Body Stainless steel AISI 304 min (or 316)

AVK Ref
DN/DN DN2 H1 H3 L W Weight Units / 

Parcel
Deliv. 
Code

Gross Price

mm kg GBP

215-30-0086-03121 86-106 80 142 198 300 200 23 1 A 689.73

215-30-0103-04121 103-123 100 152 205 300 220 24 1 A 764.67

215-30-0105-04121 105-125 100 153 205 300 220 22 1 A 714.40

215-30-0111-03121 111-131 80 148 211 300 211 20 1 A 651.51

215-30-0111-04121 111-131 100 163 226 300 220 23 1 A 736.49

215-30-0135-05181 135-155 125 180 250 450 250 25 1 A 2,238.26

215-30-0140-05151 140-160 125 190 250 375 250 23 1 A 1,341.56

215-30-0164-03121 164-184 80 167 249 300 264 20 1 A 665.39

215-30-0215-08181 215-235 200 228 335 450 340 38 1 A 1,630.56

215-30-0255-04121 255-275 100 228 355 300 355 25 1 A 771.88

215-30-0255-06241 255-275 150 248 375 600 355 46 1 A 1,228.54

215-30-0268-10241 268-288 250 274 408 600 405 45 1 A 2,487.33

215-30-0319-03121 319-339 80 245 404 300 419 25 1 A 1,435.36

215-30-0319-04121 319-339 100 260 419 300 419 26 1 A 1,499.98

215-30-0428-04181 428-448 100 315 530 450 530 35 1 A 1,651.46

215-30-0495-04121 495-515 100 350 595 300 595 30 1 A 960.73

215-30-0629-06241 629-655 150 435 750 600 730 71 1 A 1,870.05
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Us
e Suitable for all ferrous pipes for use 

with water and waste water

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Suitable for all ferrous pipe types
•	 Extremely versatile - large 

tolerance range
•	 Allows for a total angular 

deflection of +/- 4 degrees
•	 Slotted branch flange
•	 Corrosion resistant construction
•	 Fusion bonded epoxy coating
•	 Suitable for stoppling
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 BS EN 1092-2, BS10 or ANSI 
flange drillings

•	 Branch sizes DN80-300mm
•	 Can be supplied on 

an emergency service               
0800 202 8228

Size DN80 - 300

Pr
es

su
re

PN16

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron

GJS-450-10 (GGG-40)

Ap
pr

ov
al

s

WIS-4-52-01
Reg 31 compliant

AVK Universal 
Under-pressure  Tee

Series 257/30-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Body Ductile iron, min. GJS-450-10 (GGG-40) 5 Washer Grade 8.8, zinc plated and passivated

2 Domed cap Plastic 6 Seal EPDM

3 Bolt Grade 8.8, zinc plated and passivated 7 O-ring Nitrile rubber

4 Nut Grade 8.8, zinc plated and passivated

AVK Ref
DN/DN DN2 H3 L W Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm mm GBP

257-30-03-081 85.4-114 80 241 167 204 11 1 A 262.35

257-30-04-081 111.8-139.0 80 241 216 238 14 1 A 372.81

257-30-04-101 111.8-139.0 100 241 216 238 14 1 A 384.27

257-30-06-081 165.5-195.5 80 315 220 312 19 1 A 529.91

257-30-06-101 165.2-195.5 100 315 220 312 25 1 A 539.34

257-30-06-151 165.2-195.5 150 302 285 312 32 1 A 710.10

257-30-08-081 215.9-239.7 80 370 220 374 33 1 A 820.79

257-30-08-101 215.9-239.7 100 370 220 374 28 1 A 844.43

257-30-08-151 215.9-239.7 150 363 320 374 29 1 A 1,002.75

257-30-08-201 215.9-239.7 200 363 340 374 47 1 A 1,035.79

257-30-10-081 269.2-293.5 80 440 220 434 43 1 A 941.36

257-30-10-101 269.2-293.5 100 440 220 434 44 1 A 955.50

257-30-10-151 269.2-293.5 150 431 370 434 55 1 A 1,280.52

257-30-10-201 269.2-293.5 200 431 370 434 64 1 A 1,337.52

257-30-10-251 269.2-293.5 250 431 370 434 64 1 A 1,958.54

257-30-12-081 319.9-347.0 80 505 270 500 67 1 A 1,243.61

257-30-12-101 319.9-347.0 100 505 270 500 67 1 A 1,234.86

257-30-12-151 319.9-347.0 150 505 270 500 68 1 A 1,265.86

257-30-12-201 319.9-347.0 200 494 420 500 90 1 A 1,553.79

257-30-12-251 319.9-347.0 250 494 420 500 93 1 A 1,632.55

257-30-12-301 319.9-347.0 300 494 455 500 96 1 A 1,696.18
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AVK DUCTILE IRON FITTINGS
FOR WATER AND WASTE WATER

SERIES 712/0110-001
Double Flanged Bend                                                   
11¼O according to DIN 545
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN40-600 

SERIES 712/7010-001
Flanged Duckfoot Bend                                      
According to DIN 545
Standard flange drilling to 
ISO 7005-2,
EN 1092-2: 1997
DN80-300

SERIES 712-2210-001
Double Flanged Taper                                         
According to DIN 545
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN50-600                                                                           

SERIES 712
Double Flanged Pipe                                            
According to DIN 545
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
Pipe lengths 100-1000mm
DN50-600

SERIES 712
Double Flanged Bend 30O 
according to DIN 545
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN40-600  

SERIES 712
Double Flanged Pipe                                                   
with Wall Sleeve
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
Pipe lengths 500, 1000mm
DN100-500  

SERIES 712/0210-001
Double Flanged Bend                                                       
22.5O according to DIN 545
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN40-600                                                                      

SERIES 712/0410-001
Double Flanged Bend                                                    
45O according to DIN 545
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN40-600

SERIES 712/0610-001
Double Flanged Bend                                                      
90O according to DIN 545
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN40-600  

SERIES 712/1010-001
All Flanged Tee                                                      
According to DIN 545 
Series A 
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN40-600                                                                 

SERIES 712
All Flanged Tee with 
Flanged Branch 
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN100-600

SERIES 712
Flanged Cross with Flanged 
Branch
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN100-600

SERIES 712
Flanged Cross 
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN80-600                                                                   

SERIES 712
Tapped Flange with Internal 
Thread      
BSP thread 3/4” 
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN40-600

SERIES 712
Blind flange
Standard flange drilling to 
ISO 7005-2, 
EN 1092-2: 1997
DN40-600     
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For the full product range visit the website www.avkuk.co.uk  

AVK ASSOCIATED PRODUCTS 
FOR WATER AND WASTE WATER

SERIES 772/61
4 Sided Sealing Penstock
DN150-2000
Stainless steel
DIN 19569-4
BS 7775

SERIES 04/22-001
AVK Stem Cap for Series 
21, 37, 55 and 54 Gate 
Valves
DN50-600
BS 5163-2

SERIES 04/30-004
AVK Extension Spindles for 
Gate Valves, Heavy duty
Length: 100-600
BS 5163-2
Ductile Iron

SERIES 08
AVK Handwheel for Series 
21, 37, 55 and 54 Gate 
Valves
DN50-600

SERIES 21/35
AVK Resilient Seat Gate 
Valve
DN80-200
PN10/16 upto DN150
PN16 only on DN200
Ductile Iron 
BS EN 1074-1&2
BS 5163-1&2
BS EN 1092 (ISO 7005-2)

SERIES 21/37
AVK RSGV with ISO flange
DN80-200
PN10/16 upto DN150
PN16 only on DN200
Ductile Iron 
BS EN 1074-1&2
BS 5163-1&2
BS EN 1092 (ISO 7005-2)

SERIES 36/89
AVK PE Tailed Resilient Seat 
Gate Valve
DN80-300
PN16
Ductile Iron
BS EN 1074-1&2
BS 5163-2

SERIES 01/79
AVK Resilient Seat Gate 
Valve with SupaPlus Socket 
Connections
DN80-400
PN16
Ductile Iron
BS EN 1074-1&2
BS 5163-2
EN 12842

SERIES 764/01
AVK Eccentric Plug Valve
DN80-300
PN16
Ductile Iron
BS EN 1092-2 (ISO 7005-2)
EN 558 SERIES 3
AWWA CS17
NBR rubber 764/01-001
EPDM rubber 764/01-002

SERIES 53/30
AVK Threaded Ball Check 
Valve
DN32-50
PN10  
Ductile Iron
EN 12050-4
DIN 3202-F6

SERIES 41/20
AVK Resilient Seat 
Swing Check Valve
DN50-300
PN16
Ductile Iron
BS EN 1074-3
BS EN 1092-2 (ISO 7005-2)
EN 558-1 Series 48

SERIES 702/50
AVK Knife Gate Valve with 
ISO Top
DN50-1000 
PN 10/16/25/40
Ductile Iron
BS EN 1092-2 (ISO 7005-2)
EN 558-1 Series 20

SERIES 76/70-002
AVK Wafer Butterfly Valve, 
Concentric with Loose Liner
DN50-400 
PN10/16
Ductile Iron
BS EN 593
BS EN 1092-2 (ISO 7005-2)
EN 558 Series 20

SERIES 75/10
AVK Wafer Concentric 
Butterfly Valve,
Vulcanised Liner
DN50-1400
PN6/10/16
Various Materials
BS EN 593
EN 558 Series 20

SERIES 756/100
AVK Double Eccentric 
Butterfly Valve with Rotork 
Gearbox and Handwheel
DN200-2800 
PN10/16/25 to DN1200
Ductile Iron 
BS EN 593
BS EN 1092-2 (ISO 7005-2)
EN 558 Series 14

SERIES 701/79
AVK Underground Air 
Release Valve System
DN80
PN10/16
Reinforced Nylon
BS EN 1074-4

SERIES 701/40
AVK Double Orifice 
Composite Material Air 
Release Valve
¾, 1, 2” inlet,
PN16
Reinforced nylon
BS EN 1074-4

SERIES 859
AVK Flow Control Valve
DN50-300
PN10/16
Ductile Iron
BS EN 1074-5
BS EN 1092-2 (ISO 7005-2)
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AVK PENTOFLOW

TYPICAL APPLICATION 
SCHEMATIC
Example of product range

AVK

The AVK  
self-tapping saddle 

ferrules allows tapping 
live into PVC, asbestos 

cement and PE pipe work.

The AVK  is a class 
leading Water Meter Boundary 

Box with a Grade B Surface Box 
withstanding an 8 tonne load. 
The composite lid also allows, 
if required, AMR technology. 

Features include telescopic height 
adjustment, fully sealed and a one 

piece design manifold.

The AVK  
MDPE mechanical fittings 

allow PE connections 
from d20 to d110mm. 

74 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS
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AVK  Universal coupling and elbow with a PE outlet and also a 
Universal x Universal coupling and elbow. Allows connection on to lead, galvanized 
steel, copper, PVCU, imperial polyethylene and metric PE. 

The AVK  offer 
of plastic stop taps can be 

adapted to copper pipe using 
the AVK Pentomech copper kit. 

The AVK  push-fit fitting for 
PE pipework from d20 to d63mm, including a 
Universal range to allow connections to most 
common water pipes.

AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 75  

KEY
•	 This is an interactive brochure when viewed on an electronic device.
•	 Images which are interactive will be indicated by the mouse changing or a link 

appearing.
•	 If you click on the product pictures you will be taken directly to the product page.
•	 If a product is not linked to a product page, please contact us for details.  
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SERIES 8054/2211
AVK Pentobox Grade B
Version, Sealed
8 tonne rated surface box
Tilt adjustment / Telescopic
¼ turn valve, base unit
manifold
Push-fit connectionst

SERIES 1110/01 
Coupler
MDPE mechanical 
compression fittings
WIS 4-32-11
d16-110
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/02
Repair Coupler
MDPE mechanical 
compression fitting
WIS 4-32-11
d16-110
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/03
Reducing Coupler
MDPE mechanical 
compression fitting
WIS 4-32-11
d20x16-110x90
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/04
End Cap
MDPE mechanical 
compression fitting
WIS 4-32-11
d16-110
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/05
Female Adaptor
MDPE mechanical 
compression fitting
WIS 4-32-11
d16x½"-110x4"
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/06
Male Adaptor
MDPE mechanical 
compression fitting
WIS 4-32-11
d16x½"-110x4"
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/07
90° Tee
MDPE mechanical 
compression fitting
WIS 4-32-11
d16x16x16-110x110x110
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/08
90° Female Tee
MDPE mechanical 
compression fitting
WIS 4-32-11
d16x½"x16-110x4"x110
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/09
90° Male Tee
MDPE mechanical 
compression fitting
WIS 4-32-11
d16x½"x16-110x4"x110
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/10 
90° Reducing Tee
MDPE mechanical 
compression fitting
WIS 4-32-11
d20x16x20-110x90x110
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/11
90° Increased Tee
MDPE mechanical 
compression fitting
WIS 4-32-11
d20x25x20-25x32x25
PN16
Polypropylene body
Liner Series 1110/25

SERIES 8054/5211
AVK Pentobox Square
Frame, Grade B, Sealed
8 tonne rated surface box
Tilt adjustment / Telescopic
¼ turn valve, base unit 
manifold
Push-fit connections

AVK
Water meter boundary boxes

AVK
Mechanical Fittings / 
Universal Mechanical 
Fittings

SERIES 8054/6211
AVK Pentobox Square
Frame, Grade C, Sealed
1.5 tonne rated surface box
Tilt adjustment / Telescopic
¼ turn valve, base unit
manifold
Push-fit connections

AVK PENTOFLOW FITTINGS 
FOR WATER

SERIES 8054/5311
Water Meter Boundary Box Doublebox
Square Frame, Grade B, Sealed, acetal manifold 2 x inlets, 2 x outlets
Polypropylene frame, lid, sliding guard tube
NBR Seals
BS 5834-1:2017
PN16
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SERIES 1110/15 
Flanged Joint
MDPE mechanical 
compression fitting
WIS 4-32-11
d40xDN40-d110xDN100
PN16
Polypropylene body
Liner Series 1110/25

Series 1110/12
90° Elbow
MDPE mechanical 
compression fitting
WIS 4-32-11
d16-110
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/13
90° Female Elbow
MDPE mechanical 
compression fitting
WIS 4-32-11
d16x½"-110x4"
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/14 
90° Male Elbow
MDPE mechanical 
compression fitting
WIS 4-32-11
d16x½"-110x4"
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/17
90° Elbow with Female 
Outlet at 90°
MDPE mechanical 
compression fitting
WIS 4-32-11
d25x½"x25-32x¾"x32
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/19
Coupler PE x Metric 
Copper
MDPE mechanical 
compression fitting
WIS 4-32-11
d20x15-32x22
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/16
Wall Plate Elbow
MDPE mechanical 
compression fitting
WIS 4-32-11
d20x½"-25x¾"
PN16
Polypropylene body 
Liner Series 1110/25

SERIES 1110/20
Universal x PE Coupler
MDPE mechanical 
compression fitting
WIS 4-32-11
d20x15-21 to 32x27-35
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/21
Universal x PE 90° Elbow
MDPE mechanical 
compression fittings
WIS 4-32-11
d25x15-21 to 32x21-27
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/22
Universal Coupler 
MDPE mechanical 
compression fitting
WIS 4-32-11
d15-21x15-21 to 
27-35x27-35
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/23
Universal 90° Elbow 
MDPE mechanical 
compression fitting
WIS 4-32-11
d15-21x15-21 to 
27-35x27-35
PN16
Polypropylene body
Liner Series 1110/25

SERIES 1110/24
Universal Kit for use on a 
Pentomech Fitting
WIS 4-32-11
d25x15-21 to 40x27-35
PN16
Polypropylene body

SERIES 1110/25
Liner for SDR11, 20-63 
PE pipe
d20-63

SERIES 1110/26
Metric Copper Kit
d15-22

SERIES 1110/28
Nut
Polypropylene
d16-110

SERIES 1110/29
Thrust Ring
Polypropylene 
d16-110

Series 1110/30
Grip Ring
Acetal
d16-110

SERIES 1110/31
Conical Gasket
EPDM
d16-110



78 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS Note: Product information is correct at time of printing

SERIES 1114/17
Universal Repair kit
Push-fit operation
WIS 4-32-11
d15-22 to 49-63
PN16
Polycetal glass

SERIES 1114/15
Push-Fit-Kit
d20-63

SERIES 1114/01
Straight Coupler
Push-fit operation
WIS 4-32-11
d20-63
PN16
Polycetal glass body
Liner Series 1114/18

SERIES 1114/02
Repair Coupler
Push-fit operation
WIS 4-32-11
d20-50
PN16
Polycetal glass body
Liner Series 1114/18
Threads female taper R

SERIES 1114/03
Reducer Coupler 
Push-fit operation
WIS 4-32-11
d25x20-63x50
PN16
Polycetal glass body
Liner Series 1114/18

SERIES 1114/05
Female Adaptor
Push-fit operation
WIS 4-32-11
d20x½"-63x2"
PN16
Polycetal glass body
Threads female taper Rp
Liner Series 1114/18

SERIES 1114/04
End Plug
Push-fit operation
WIS 4-32-11
d25-63*
PN16
Polycetal glass body
Liner Series 1114/18
*63mm made to order

SERIES 1114/07
Male Adaptor
Push-fit operation
WIS 4-32-11
d20x½"-63x2"
PN16
Polycetal glass body
Threads male taper R
Liner Series 1114/18

SERIES 1114/06 
Female Adaptor
Sealing washer included
Push-fit operation
WIS 4-32-11
d25x¾"-32x1¼"
PN16
Polycetal glass body
Threads female taper Rp
Liner Series 1114/18

SERIES 1114/08
Equal Tee
Push-fit operation
WIS 4-32-11
d20x20x20-63x63x63
PN16
Polycetal glass body
Liner Series 1114/18

SERIES 1114/09
Tee Female
Push-fit operation
WIS 4-32-11
d25x¾"-25
PN16
Polycetal glass body
Threads female taper Rp
Liner Series 1114/18

SERIES 1114/10
90° Elbow
Push-fit operation
WIS 4-32-11
d20-63
PN16
Polycetal glass body
Liner Series 1114/18

SERIES 1114/12
90° Male Elbow
Push-fit operation
WIS 4-32-11
d20x½"-63x2"
PN16
Polycetal glass
Threads male taper R
Liner Series 1114/18

SERIES 1114/11
90° Female Elbow
Push-fit operation
WIS 4-32-11
d25¾"-50x1½"
PN16
Polycetal glass body
Threads female taper Rp
Liner Series 1114/18

SERIES 1114/16
Universal Coupler
Push-fit operation
WIS 4-32-11
d20x15-22 to 50x49-63
PN16
Polycetal glass body
Liner Series 1114/18

SERIES 1114/13
Spigot Adaptor
Push-fit operation
WIS 4-32-11
d25x¾"-50x1½"
PN16
Polycetal glass body
Threads male Taper R 
series

SERIES 1114/14
Metric PVC Kit 
d25-63

AVK
Push-fit fittings / Universal 
push-fit fittings

AVK PENTOFLOW FITTINGS 
FOR WATER
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SERIES 1113
Female to Female Stop Tap 
Headwork BS 5433:1976
d½"-2"
PN16
Gunmetal body

SERIES 1113
Push-fit Gunmetal Stop Tap
Headwork BS 5433:1976
Pushfit WIS-4-32-11
d20-32
PN16
Gunmetal body

SERIES 1111/01 
Plastic Stop Tap
MDPE mechanical 
compression fitting
WIS 4-32-11
d20-32
PN16
Polypropylene body

SERIES 1115/10-001
Swivel Ferrules Pushfit
Inlet - 1/2”-3/4”
Outlet - Push-fit d20-25
WIS 4-22-02
Gunmetal centre
Acetal banjo and top cap

SERIES 1115/10-003
Swivel Ferrules Pushfit / 
Mechanical
Inlet - 1”-2”
Outlet - Mechanical - d50-
63mm
Outlet - Pushfit - d32mm
WIS 4-22-02

SERIES 1115/10-002
Swivel Ferrules Female 
BSP
Inlet - 1/2” - 2”
Outlet - ½”-2” BSP female 
WIS 4-22-02
Gunmetal

SERIES 1115/10-004
Swivel Ferrules Heavy 
Gauge
Inlet - 1/2” - 1”
Outlet - ½”-1” HG Comp
WIS 4-22-02
Gunmetal 

SERIES 1116/20-001 
PE Self Tapping Saddle
Saddle dia - d63-315mm
Outlet - Pushfit d20 - 
25mm
WIS 4-22-02
Gunmetal saddle
DZR cutter
Acetal banjo and top cap

SERIES 1116/30-001 
PVC Self Tapping Saddle 
Saddle dia - 2”-12”
Outlet - Pushfit d20 - 
25mm
WIS 4-22-02
Gunmetal saddle
DZR cutter
Acetal banjo and top cap

SERIES 1116/10-003 
PE Self Tapping Saddle 
Saddle dia - d63-315mm
Outlet - Pushfit d32mm
WIS 4-22-02
Gunmetal saddle, DZR 
cutter, Gunmetal / Acetal 
banjo and top cap

SERIES 1116/20-002 
PE Self Tapping Saddle 
BSP
Saddle dia - d63-315mm
Outlet - ½” - 1” BSP 
female
WIS 4-22-02
Gunmetal saddle / banjo, 
DZR cutter and Acetal 
top cap

SERIES 1116/30-003
PVC Self Tapping Saddle 
Saddle dia - 2”-12”
Outlet - Pushfit d32mm
WIS 4-22-02
Gunmetal saddle, DZR 
cutter, Gunmetal / Acetal 
banjo and top cap

SERIES 1116/30-002
PVC Self Tapping Saddle 
BSP 
Saddle dia - 2”-12”
Outlet - ½” - 1” BSP 
female WIS 4-22-02
Gunmetal saddle / banjo, 
DZR cutter and Acetal 
top cap
½" - 1" BSP

SERIES 1116/50-001
AC Self Tapping Saddle 
Saddle dia - 2”-12”
Outlet - Pushfit d20-25mm
WIS 4-22-02
Gunmetal saddle, stainless 
steel cutter, Acetal banjo 
and top cap

SERIES 1114/18
SDR11 Liner 
SDR11-25-63 PE pipe
d20-63

SERIES 1114/19
20-63 Pentopush wrench
Stainless Steel

AVK
Mechanical / Push-fit / 
Threaded

AVK
Push-fit / Threaded / Self 
tapping sadles
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SERIES 1116/50-003
AC Self Tapping Saddle AC 
Self Tapping Saddle 
Saddle dia - 2”-12”
Outlet - Pushfit d32mm
WIS 4-22-02
Gunmetal saddle, stainless 
steel cutter, Gunmetal / 
Acetal banjo and top cap

SERIES 1116/50-002
AC Self Tapping Saddle 
BSP Saddle dia - 2”-12”
Outlet - ½” - 1” BSP 
female
WIS 4-22-02
Gunmetal saddle, stainless 
steel cutter, Gunmetal / 
Acetal banjo and top cap

SERIES 1112/02
Clamp Saddle with BSP 
Female Outlet
Polypropylene, stainless 
steel reinforcing ring and 
nuts and bolts
NBR Seals
½”-4” BSP

AVK PENTOFLOW FITTINGS 
FOR WATER
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IMPERIAL PIPE

PIPE STANDARD N.B. ³/8" ½" ¾" 1" ¹¹/4" ¹¹/2" 2"

Black imp
CLASS C & D-BS1972/67 
CLASS C & D-BS3284/67

MAX 17.30 21.50 26.90 33.70 42.50 48.50 60.60

MIN 17.00 21.20 26.60 33.40 42.10 48.10 60.10

Normal gauge IS 134
MAX - 17.32 25.40 31.75 38.10 44.45 60.83

MIN - 16.94 24.94 31.24 37.52 43.82 60.02

Heavy gauge
"IS 134 
IS 135"

MAX - 21.10 27.45 34.25 42.65 48.65 -

MIN - 20.70 27.05 33.85 42.00 47.95 -

Imp copper BS EN 12449
MAX - 15.21 21.56 28.34 - - -

MIN - 15.06 21.41 28.17 - - -

Galv BS1387
MAX - 21.70 27.20 34.20 42.90 48.80 60.80

MIN - 21.10 26.60 33.40 42.10 48.00 59.80

Imp PVC BS3505
MAX - 21.50 26.90 33.70 42.40 48.40 60.50

MIN - 21.20 26.60 33.40 42.10 48.10 60.20

METRIC PIPE

PIPE STANDARD N.B. 15 22 28 35 42 54

Copper Metric EN1057
MAX 15.04 22.05 28.05 35.06 42.06 52.06

MIN 14.96 21.95 27.95 29.94 41.94 51.94

LEAD PIPE

BS 602

N.B. WEIGHT / FT OD

³/8" 5LB 20.00

½" 6LB 21.60

½" 7LB 23.20

½" 9LB 25.40

¾" 9LB 30.60

¾" 11LB 32.80

¾" 15LB 37.00

1" 16LB 41.00

1" 21LB 45.00

METRIC PE, NB SAME SIZE AS OD

20, 25, 32, 40, 50, 63, 75, 90, 110

PIPE SIZE
TABLES (WATER)
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GAS
SECTION

82 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS

DELIVERY CODES:          A = up to 2 weeks, available ex-stock          B = up to 8 weeks           C = over 8 weeks
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GAS
Flange and PE ended gate valves ranging from 
DN50-1200 manufactured in ductile iron, cast 
iron and steel

Meter module risers with spilt flange ring 
and various PE lengths available

Universal end caps 
from DN80-600

Tees for under pressure drilling and repair clamps 
available on an emergency service DN50-1200

Transition couplers and flange 
adaptors to covert metallic 

pipe to PE pipe

Under pressure 
drilling valves 

from DN80-300

AVK GAS VALVES AND FITTINGS

TYPICAL APPLICATION 
SCHEMATIC
Example of product range

84 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS
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GAS

PE ball valves from DN32-180 
and installation kits available 

for selected sizes

PUR coated PE ended 
valves, removing the need 

to wrap the valve

Tee keys

Building / factory entry elbows with split 
flange ring and various PE lengths available

AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 85  

AVK Valve 
Installation Tracker

KEY
•	 This is an interactive brochure when viewed on an electronic device.
•	 Images which are interactive will be indicated by the mouse changing or a link 

appearing.
•	 If you click on the product pictures you will be taken directly to the product page.
•	 If a product is not linked to a product page, please contact us for details.  
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MAINS TO 
METER

86 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS

DELIVERY CODES:          A = up to 2 weeks, available ex-stock          B = up to 8 weeks           C = over 8 weeks
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Us
e

 To connect PE 80 service pipe to the 
emergency control valve (ECV) in the 

gas meter box

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Fully corrosion protected
•	 Extra corrosion protection on 

version for semi-concealed 
meter boxes

•	 GRP cover pipe slides onto 
special taper to locate in correct 
place to ensure PE pipe and 
crimp is always covered

•	 Crimp connection to PE pipe
•	 BSPT thread to connect on to the 

Emergency control valve
•	 Kitemark approved
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Delta seal coated body for 
underground duty

Size DN20 - 32

Pr
es

su
re

PN4

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to +40°C

Bo
dy Steel

Ap
pr

ov
al

s

GIS/PL3

Donkin Meter Box Adaptor

Series 
216/00-001 & 002

M
at

er
ia

ls
 o

f 
Co

ns
tr

uc
tio

n No. Description Material No. Description Material

1 Body Zinc plated steel (st 37.2) or delta seal 5 GRP sleeve PVC (polyvinylclorid)*
2 C Clip PA6 B116 MS 8289 6 Crimp tube Copper alloy T2 GB/T1527-1997
3 O-ring NBR, EN 682 7 Packing wire PE-LD (Polyethylen)
4 Disc PA6 B116 MS 8289

216/00-001

AVK Ref
DN Size Range D L L1 Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm Kg GBP

216-020-00-21 20 20mm SDR9 x R¾" 49.5 106 54 0.2 100 A 34.42

216-025-00-21 25 25mm SDR11 x R¾" 49.5 106 54 0.2 100 A 37.23

216-032-00-21 32 32mm SDR11 x R¾" 49.5 106 54 0.2 100 A 32.87

216-032-00-31 32 32mm SDR11 x R1" 49.5 106 54 0.3 100 A 40.31

216/00-002

AVK Ref
DN Size Range D L L1 Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm Kg GBP

216-020-00-22 20 20mm SDR9 x R¾" 49.5 106 54 0.2 100 A 35.77

216-025-00-22 25 25mm SDR11 x R¾" 49.5 106 54 0.2 100 A 37.56

216-032-00-22 32 32mm SDR11 x R¾" 49.5 106 54 0.2 100 A 34.22

216-032-00-32 32 32mm SDR11 x R1" 49.5 106 54 0.3 100 A 43.91
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Us
e

 Connects PE service pipes to a 90° 
steel elbow enabling natural gas to be 
conveyed through the wall cavity in a 
building and connect on to an internal 

gas meter or interior pipe-work

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Maintenance free
•	 Factory fitted PE tails
•	 GRP sleeve supplied
•	 1M or 2M PE lengths available
•	 Different through wall lengths
•	 Internal positioning ring
•	 Fully pressure tested in the 

factory
•	 Embodied carbon data available 

upon request

Note:
•	 001 = Screwed end 1½" and 2"
•	 002 = Plain end 3" and above

Op
tio

ns

•	 Split flange on > 63mm removes 
the need for welding on site (see 
217/31-003)

•	 PE100 pipe if required 

Size DN40 - 180

Pr
es

su
re

PN5.5

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to +40°C

Bo
dy Steel / PE

Ap
pr

ov
al

s

GIS/PL3

Donkin Factory Entry Elbow

Series 
217/31-001 & 002

M
at

er
ia

ls
 o

f C
on

st
ru

ct
io

n No. Description Material No. Description Material

1 Body Mild steel (Zinc coated/black FBE) 5
Vertical protection 
sleeve retainer

Foam

2 Sleeve Mild steel 6
Through wall 
protection pipe

PE pipe

3 Vertical pipe
PE pipe (size 40 - 125mm SDR11, Size 
180mm SDR17)

7
Securing ring C/W 
screw

Mild steel (Black FBE coating)

4
Vertical protection 
sleeve

GRP pipe 8 Shrink sleeve Plastic 

For further details see section "Technical Information". 
The designs, materials and specifications shown are subject to change without notice due to the continuous development of our product programme.

dIMeNSIONS (mm) & weIGHtS
   PE/SDR  (B1)  (C) PE80 (D) GRP                     WT (Kg)                   (E) Steel pipe               (B2) Through wall
      Through wall                         Length             Length                                                                                             PE pipe DN

  217040134510090 40mm SDR11  345                       1.0m          0.9m                     6                      48.1                         63
  217040150010090 40mm SDR11             500                      1.0m          0.9m                     7                      48.1                         63
    217063215010090 63mm SDR11             150                      1.0m          0.9m                     7                      60.3                         75
  217063234510090 63mm SDR11             345                      1.0m          0.9m                     9                      60.3                         75
  217063250010090 63mm SDR11             500                      1.0m          0.9m                   10                      60.3                         75
   217063250020090       63mm SDR11                     500                       2.0m         1.9m                   13                      60.3                         75
   217063261010090       63mm SDR11                     610                       1.0m         0.9m                   11                      60.3                         75
   217090334510075       90mm SDR11                     345                       1.0m       0.75m                   14                      88.9                       110
   217090350020150       90mm SDR11                     500                       2.0m         1.5m                   21                      88.9                       110
   217090361020150       90mm SDR11                     610                       2.0m         1.5m                   22                      88.9                       110
   217090361010075       90mm SDR11                     610                       1.0m       0.75m                  19                       88.9                       110
   217125434510075     125mm SDR11                     345                       1.0m       0.75m                  24                     114.3                       125
   217125461010075     125mm SDR11                     610                       1.0m       0.75m                  30                     114.3                       125
   217125461020150     125mm SDR11                     610                       2.0m         1.5m               38.5                     114.3                       125
   2171806345100752   180mm SDR17                     345                       1.0m       0.75m                  35                     168.3                       200
   2171806610100752   180mm SDR17                     610                       1.0m       0.74m               42.5                     168.3                       200
   2171806610201502   180mm SDR17                     610                       2.0m         1.5m                  55                     168.3                       200

1     Body
2     Sleeve
3     Vertical Pipe
4     Vertical Protection Sleeve
5     Vertical Protection Sleeve Retainer
6     Through Wall Protection Pipe      
7     Securing Ring C/W Screw
8     Shrink Sleeve                                                

Mild Steel (Zinc Coated/Black FBE)
Mild Steel
PE Pipe (size 40 - 125mm SDR11, Size 180mm SDR17) 
GRP Pipe
Foam
PE Pipe
Mild Steel (Black FBE Coating)
Plastic

component list :
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AVK Ref
PE

SD
R B1 C D E B2 Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm mm Kg GBP
217-0401-345-10-090 40 11 345 1 0.9 48.1 63 6 1 A 597.05
217-0401-500-10-090 40 11 500 1 0.9 48.1 63 7 1 A 494.07
217-0632-150-10-090 63 11 150 1 0.9 60.3 75 7 1 A 808.26
217-0632-345-10-090 63 11 345 1 0.9 60.3 75 9 1 A 825.90
217-0632-500-10-090 63 11 500 1 0.9 60.3 75 10 1 A 768.87
217-0632-500-20-090 63 11 500 2 1.9 60.3 75 13 1 A 1,791.80
217-0632-610-10-090 63 11 610 1 0.9 60.3 75 11 1 A 798.38
217-0903-345-10-075 90 11 345 1 0.75 88.9 110 14 1 A 1,492.33
217-0903-500-20-150 90 11 500 2 1.5 88.9 110 21 1 A 1,646.17
217-0903-610-20-150 90 11 610 2 1.5 88.9 110 22 1 A 2,465.14
217-0903-610-10-075 90 11 610 1 0.75 88.9 110 19 1 C 1,850.70
217-1254-345-10-075 125 11 345 1 0.75 114.3 125 24 1 A 1,961.79
217-1254-610-10-075 125 11 610 1 0.75 114.3 125 30 1 A 2,335.07
217-1254-610-20-150 125 11 610 2 1.5 114.3 125 38.5 1 C 3,676.47

217-1806-345-10-0752 180 17 345 1 0.75 168.3 200 35
217-1806-610-10-0752 180 17 610 1 0.75 168.3 200 42.5
217-1806-610-20-1502 180 17 610 2 1.5 168.3 200 55 1 A 3,796.44
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Us
e

Connects PE service pipes to a 90° 
steel elbow enabling natural gas to be 
conveyed through the wall cavity in a 
building and connect on to an internal 

gas meter or interior pipe-work

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Maintenance free
•	 Factory fitted PE tails
•	 GRP sleeve supplied
•	 1M or 2M PE lengths available
•	 Different through wall lengths
•	 Fully pressure tested in the 

factory
•	 No welder needed on site
•	 Split flange ring for internal 

connection
•	 Supplied with wall plugs
•	 Embodied carbon data available 

upon request

Op
tio

ns

Size DN90 - 180

Pr
es

su
re

PN5.5

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to +40°C

Bo
dy Steel / PE

Ap
pr

ov
al

s

GIS/PL3

Donkin Factory Entry Elbow 
with Split Flange Ring

Series 217/31-003
M

at
er

ia
ls

 o
f C

on
st

ru
ct

io
n No. Description Material No. Description Material

1 Body Mild steel (Black FBE) 6
Vertical protection 
sleeve

GRP pipe 

2 Sleeve Mild steel 7
Through wall 
protection pipe

PE pipe

3 Shrink sleeve Rubber 8 Wall bung Silicone rubber
4 Vertical pipe PE pipe 9 Raised face Mild steel

5
Vertical protection 
sleeve retainer

Foam 10 Spilt flange Ductile iron

For	further	details	see	section	"Technical	Information".	
The	designs,	materials	and	specifications	shown	are	subject	to	change	without	notice	due	to	the	continuous	development	of	our	product	programme.

AVK	UK	8	Rushmills,	Northampton,	NN4	7YB,	England	Tel.	+	44	(0)	1604	601188	-	Email:	enquiries@avkuk.co.uk	-	www.avkuk.co.uk
COPYRIGHT©AVK	GROUP	A/S	2013	 DS050214

REFERENCE NUMBERs AND DIMENsIONs

DONKIN FACTORY ENTRY ELBOW WITH spLIT FLANGE RING                                   217/31-003

	 	AVK	REF	No																																									D																														DN																					GRP	Length	(A)												Length	(B)					Through	wall	Length		(C)						Weight
																																														mm																		mm																					mm																								mm																									mm																												kg
21709033451007501												132																			80							 750																							1000		 345	 16.0		
21709033452015001												132																			80									 1500																							2000		 345	 16.0
21709035002015001												132																			80							 1500					 2000	 500	 23.0
21709036101007501												132																			80									 750												 					1000	 610	 21.0
21709036102015001												132																			80									 1500			 2000	 610	 24.0
21712543451007501												156																		100									 750										 1000	 345	 26.5
21712546101007501												156																		100				 750		 1000	 610	 32.5
21712546102015001												156																		100	 1500	 2000	 610	 41.0
21718063451007521												211																		150	 750	 1000	 345	 38.8
21718066101007521												211																		150	 750	 1000	 610	 46.0
21718066102015021												211																		150	 1500	 2000	 610	 59.0

AVK	UK	8	Rushmills,	Northampton,	NN4	7YB,	England	Tel.	+	44	(0)	1604	601188	-	Email:	enquiries@avkuk.co.uk	-	www.avkuk.co.uk
COPYRIGHT©AVK	GROUP	A/S	2013	 DS050214

Component list:

No. DEsCRIpTION                    MATERIAL
1.				Body																																				Mild	steel	(black	FBE)
2.				Sleeve																																		Mild	steel
3.				Shrink	sleeve																							Rubber
4.				Vertical	pipe																									PE	Pipe
5.				Vertical	protection																Foam
							sleeve	retainer	
6.				Vertical	protection	sleeve				GRP	pipe
7.				Through	wall	protection							PE	pipe
							pipe
8.				Wall	bung																													Silcone	rubber
9.				Raised	face																										Mild	steel
10.		Split	flange																											Ductile	iron

A

B

C

Tests/Approvals:

•	Hydraulic	test	according	to	GIS/PL3
•	Kitemark	Approved	according	to	GIS/PL3
 

service Conditions

Temperature	range:																	-20°C	to	+	40°C.
Maximum	Working	Pressure:		SDR	17	(180mm)	=	2	bar				
																																																SDR	11	(90-125mm)	=	5.5	bar

D
1

8
710

2

3

6

5

4

9

AVK Ref
PE

SDR
D DN A B C Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm mm Kg GBP

217-0903-345-10-07501 90 11 132 80 750 1000 345 16 1 A 1,909.21

217-0903-345-20-15001 90 11 132 80 1500 2000 345 16 1 A 2,398.21

217-0903-500-20-15001 90 11 132 80 1500 2000 500 23 1 A 2,233.52

217-0903-610-10-07501 90 17 132 80 750 1000 610 21

217-0903-610-20-15001 90 11 132 80 1500 2000 610 24 1 A 2,340.42

217-1254-345-10-07501 125 11 156 100 750 1000 345 26.5 1 A 2,362.75

217-1254-610-10-07501 125 11 156 100 750 1000 610 32.5 1 A 2,758.61

217-1254-610-20-15001 125 11 156 100 1500 2000 610 41 1 A 3,214.77

217-1806-345-10-07521 180 17 211 150 750 1000 345 38.8 1 A 3,243.25

217-1806-610-10-07521 180 17 211 150 750 1000 610 46 1 A 4,119.41

217-1806-610-20-15021 180 17 211 150 1500 2000 610 59 1 A 5,097.29
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Us
e

 Connects PE service pipes into 
the interior of a building via an 

underground entry, for natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 PE 80 SDR11 pipe
•	 Screwed connection from 3/4" 

to 2"
•	 Plain ended from 3" to 6"
•	 Range of body lengths and PE 

pipe lengths
•	 Epoxy coated
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Extra PE lengths at customer 
request

•	 PE 80/ PE100

Size DN25 - 180

Pr
es

su
re

PN5.5

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to + 40°C

Bo
dy Steel / PE

Ap
pr

ov
al

s

GIS/PL3

Donkin Below Ground Entry 
Fitting

Series 
218/31-001 & 002

M
at

er
ia

ls
 o

f 
Co

ns
tr

uc
tio

n No. Description Material No. Description Material

1 PE pipe PE 80 4 Through wall pipe Mild steel
2 Shrink sleeve Polyolefin 5 Spigot Mild steel

3
Through wall 
protection pipe

PE 6 Sleeve Mild steel

AVK Ref
Range Spigot Type

Th
ro

ug
h 

W
al

l P
E

W
gt

Un
its

 / 
Pa

rc
el

De
liv

. C
od

e

Gr
os

s 
Pr

ic
e

mm DN Kg GBP

218-0250-050-05-0-1 25mm SDR11 x R¾" 0.5M x 0.5M PE80 40 5 1 A 126.31

218-0321-050-05-0-1 32mm SDR11 x R1" 0.5M x 0.5M PE80 50 7 1 A 139.34

218-0632-050-05-0-1 63mm SDR11 x R2" 0.5M x 0.5M PE80 75 13 1 A 279.72

218-0903-050-05 90mm SDR11 x 3" Plain 0.5M x 0.5M PE80 110 15 1 A 887.21

218-0903-075-12 90mm SDR11 x 3" Plain 0.75M x 1.25M PE 80 110 17 1 A 1,007.80

218-1254-050-10 125mm SDR11 x 4" Plain 0.5M X 1.0M PE80 125 24 1 A 1,192.54

218-1254-075-12 125mm SDR11 x 4" Plain 0.75M x 1.25M PE80 125 27 1 A 1,332.09

218-1254-100-15 125mm SDR11 x 4" Plain 1.0M x 1.5M PE80 125 30 1 A 1,516.08

218-1806-050-10-2 180mm SDR17 x 6" Plain 0.5M x 1.0M PE80 200 TBA 1 A 1,650.26

218-1806-075-12-2 180mm SDR17 x 6" Plain 0.75M x 1.25M PE80 200 TBA 1 C 2,158.36

218-1806-100-15-2 180mm SDR17x 6" Plain 1.0M x 1.5M PE80 200 TBA 1 A 2,571.77

218-1806-120-15-2 180mm SDR17x 6"Plain 1.2M x 1.5M PE80 200 TBA 1 A 2,438.76    
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Us
e

 Connects PE service pipes into 
the interior of a building via an 

underground entry, for natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Split flange backing ring negates 
the need for a welder on site

•	 Designed to fit through standard 
wall thicknesses

•	 Fusion bonded epoxy coating
•	 Complete with silicone bungs to 

help centralise the fitting in the 
drilled hole

•	 Range of body lengths and PE 
pipe lengths

•	 PE 80 pipe to GIS/PL2: Part 1
•	 Flange to EN1092-2 PN16
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Extra pipe lengths to suit 
customer requirements

•	 Other flange drillings on request
•	 PE100 pipe

Size DN90 - 180

Pr
es

su
re

PN5.5

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to + 40°C

Bo
dy Steel / PE

Ap
pr

ov
al

s

GIS/PL3

Donkin Below Ground Entry 
Fitting

Series 218/31-003
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 PE pipe PE 80 6 Sleeve Mild steel
2 Shrink sleeve Polyolefin 7 Raised face Mild steel

3
Through wall 
protection pipe

PE 8 Split flange Ductile iron

4 Through wall pipe Mild steel 9 Wall bung Silicone rubber
5 Spigot Mild steel

AVK Ref
DN H3 L

Pi
pe

 D
ia PE 

Len SD
R

L 
Through 

Wall 
W Wgt Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm Kg GBP

218-0903-050-05-02 80 200 1027 90 500 11 450 200 14 1 A 1,301.71

218-0903-075-10-02 80 200 1777 90 1000 11 700 200 19 1 A 1,455.06

218-1254-050-10-02 100 220 1075 125 1000 11 450 220 21 1 A 1,816.94

218-1254-075-12-02 100 220 2025 125 1250 11 700 220 27 1 C 1,852.09

218-1254-100-15-02 100 220 2525 125 1500 11 950 220 33 1 A 1,847.11

218-1806-050-10-22 150 285 1528 180 1000 17 0.45 285 33 1 A 5,503.84

218-1806-075-12-22 150 285 2028 180 1250 17 700 285 43 1 C 2,782.14

218-1806-100-15-22 150 285 2528 180 1500 17 950 285 53 1 C 3,097.91

218-1806-120-15-22 150 285 2728 180 1500 17 1150 285 60 1 C 3,196.43
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Us
e

Connects the underground PE 
pipework to the emergency control 

valve at the inlet of a meter module, for 
natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 63mm x 2" - Mild steel with 
BS21 male screwed connection

•	 ≥ 63mm x DN50  EN1092-2 
PN16 Flange - Mild steel with a 
loose flange ring

•	 PE 80 pipe to GIS/PL2: Part 1
•	 Positioning plate to secure the 

fitting to the concrete pad
•	 GIS/PL3 approved joint 

connecting PE pipe to steel body
•	 Steel body, fusion bonded epoxy 

coated
•	 Split flange ring for easy 

connection to valve flange which 
negates the need for welder on 
site

•	 Embodied carbon data available 
upon request

Op
tio

ns

•	 Other flange drillings on request
•	 PE100 pipe

Size DN25 - 250

Pr
es

su
re

PN5.5 PE 80 / PN7 PE 100

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to + 40°C

Bo
dy Steel / PE

Ap
pr

ov
al

s

GIS/PL3

Donkin Meter Module Riser 
Fitting

Series 218/41-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Pipe PE 5 Spigot Mild steel
2 Shrink sleeve Polyolefin 6 Sleeve Mild steel
3 Bracket Mild steel 7 Raised face Mild steel
4 Body Mild steel 8 Split flange Ductile iron

AVK Ref

Co
nn

ec
tio

n

Dh H3 L L6
Pipe 
Dia

PE 
Len SD

R

W

W
ei

gh
t

Units / 
Parcel

Deliv. 
Code

Gross 
Price

mm Kg GBP

218-0250-050-07-0102 R¾ 164 200 1276 170 25 750 11 46 1.5 1 C 288.81

218-0321-050-07-0102 R1 164 200 1276 170 32 750 11 52 3.6 1 A 366.76

218-0632-050-07-0202 50 214 250 1276 170 63 750 11 165 5.4 1 A 836.87

218-0903-050-07-0202 80 269 310 1277 295 90 750 11 200 11 1 A 1,336.96

218-0904-050-07-0202 100 309 350 1277 269 90 750 11 220 11 1 A 1,370.78

218-1254-050-07-0202 100 309 350 1275 269 125 750 11 220 21 1 A 1,322.45

218-1256-050-07-0202 150 409 450 1275 231 125 750 11 285 22 1 C 1,415.28

218-1806-050-07-2202 150 409 450 1278 231 180 750 17 285 32 1 A 1,811.59

218-1808-050-07-2202 200 509 550 1278 256 180 750 17 340 33 1 C 1,947.41

218-2508-050-07-2202 200 509 550 1288 256 250 750 17 340 45 1 C 2,505.26

218-2509-050-07-2202 250 609 650 1288 218 250 750 17 405 46 1 A 2,835.18
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Us
e

Connects PE service pipe through 
the wall of a building for onward 

connection to the internal pipework, for 
natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Integral sealing plug to “shut off” 
gas supply

•	 Zinc plated and epoxy coating for 
extra corrosion protection

•	 Domed top cap to prevent water 
retention

•	 Specially designed wall plate to 
prevent water ingress

•	 GRP cover pipe slides onto 
special taper to locate in correct 
place to ensure PE pipe and 
crimp is always covered

•	 Crimp connection to small 
diameter pipes

•	 100% pressure tested before 
despatch

•	 Compatible with existing tooling
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Special through wall lengths on 
request

Size DN20 - 63

Pr
es

su
re

PN5.5

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to +40°C

Bo
dy Steel / PE

Ap
pr

ov
al

s

GIS/PL3

Donkin Building Entry Tee

Series 219/31-001
M

at
er

ia
ls

 o
f C

on
st

ru
ct

io
n No. Description Material No. Description Material

1 Body Steel zinc plated & epoxy coated 8 Through wall sleeve Black PE 80 SDR11
2 Anti tamper top cap Steel zinc plated & epoxy coated 9 Spring washer Spring steel

3 O-ring NBR rubber 10
Crimp sleeve < 
63mm

Copper

4 Internal plug Glass filled acetal 11 PE pipe PE80 SDR11 yellow
5 O-ring NBR rubber 12 Sleeve Steel
6 Wall plate Rubber 13 GRP pipe (63mm only)
7 GRP retention washer UV stable polymer

AVK Ref
DN

Th
ro

ug
h 

W
al

l

L H7 L1 DØ

G 
Th

re
ad

PE
 L

en
gt

h 

GR
P 

Le
ng

th

W
ei

gh
t

Units / 
Parcel

Deliv. 
Code

Gross 
Price

mm Kg GBP
219-200-00 20 150 183 70 36 32 R¾ 0 0 0.7 1 A 102.64
219-200-01 20 345 378 70 36 32 R¾ 0 0 1.1 1 A 109.25
219-200-02 20 500 533 70 36 32 R¾ 0 0 1.5 1 A 122.74
219-250-00 25 150 183 70 36 32 R¾ 0 0 0.8 1 A 104.61
219-250-01 25 345 378 70 36 32 R¾ 0 0 1.1 1 A 116.13
219-250-02 25 500 533 70 36 32 R¾ 0 0 1.5 1 A 143.88
219-321-00 32 150 189 86 36 40 R1 0 0 1.2 1 A 162.19
219-321-01 32 345 384 86 36 40 R1 0 0 1.6 1 A 120.28
219-321-02 32 500 533 86 36 40 R1 0 0 2.1 1 A 199.79
219-321-03 32 610 649 86 36 40 R1 0 0 2.5 1 A 299.08

219-632-00-001 63 150 196 125 50 75 R2 1000 900 4 1 A 529.55
219-632-01-001 63 345 391 125 50 75 R2 1000 900 5.4 1 A 545.33
219-632-02-001 63 500 546 125 50 75 R2 1000 900 6.8 1 A 567.44
219-632-03-001 63 610 646 125 50 75 R2 1000 900 7.8 1 A 645.89
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END
CAPS
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DELIVERY CODES:          A = up to 2 weeks, available ex-stock          B = up to 8 weeks           C = over 8 weeks
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AVK Ref
Nominal Pipe 

Size
Insertion 

depth
Sealing 
Range

Weight Units / 
Parcel

Deliv. 
Code

Gross 
Price

Inch mm kg GBP

248-32-003-013 3" 80 31 88-99 3.2 150 A 105.75

248-32-004-013 4" 100 33 113-124 3.8 110 A 119.36

248-32-005-013 5" 125 35 138-152 4.7 90 A 159.27

248-32-006-013 6" 150 37 167-179 5.5 75 A 192.62

248-32-007-013 7" 175 39 192-207 6.8 40 A 229.27

248-32-008-013 8" 200 41 217-234 7.8 40 A 235.76

248-32-009-013 9" 225 43 242-261 8.9 30 A 300.94

248-32-010-013 10" 250 45 270-288 10.3 30 A 336.88

248-32-012-013 12" 300 49 320-336 12.6 20 A 497.42

248-32-013-013 14" CI AB 350 70 382-389 19.2 3 A 1,524.32

248-32-014-013 15" CI AB 380 72 408-415 22.3 2 A 1,756.43

248-32-015-013 16" CI AB 400 74 434-441 24.4 2 A 2,050.34

248-32-016-013 18" CI AB 450 76 487-494 28.0 2 A 2,199.69

248-32-019-013 22" CI AB 550 83 593-600 39.0 1 A 1,958.78

248-32-020-013 24" CI AB 600 89 645-652 46.0 1 A 2,126.16

Us
e

Suitable for blanking off the ends of 
unused ferrous pipes and pipelines 

which are subjected to low pressures, 
for natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Epoxy coated
•	 Lightweight
•	 Simple to use
•	 Corrosion resistant construction
•	 Universal sealing range up to 

300mm
•	 Approved to GIS/F13
•	 No end restraint required for 

pressures up to 75 mbar on 
sizes up to and including DN200

•	 Increased insertion depth
•	 Cast for AB cast iron to 600mm
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Available above 300mm as 
fabricated version for ductile 
iron, cast iron CD and steel pipes

Size DN80 - 600

Pr
es

su
re

2 Bar

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron

Ap
pr

ov
al

s

GIS/F13

Donkin Universal End Cap

Series 248/32-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 End cover SG iron BS EN 1563 GJS 450/10. 6 Washer Mild steel zinc plated and passivated.
2 Gland ring SG iron BS EN 1563 GJS 450/10. 7 Thread guard Plastic
3 Sealing ring Nitrile. 8 Label Plastic

4
Boltcup head square 
shank

Grade 8.8 zinc plated and passivated Coating Fusion bonded epoxy powder coating.

5 Nuts Grade 8.0 zinc plated and passivated.

Insertion depth

8
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TRANSITION
FITTINGS
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Us
e  Transition fitting from metallic flanges 

to PE pipes and fittings, for natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Corrosion resistant construction
•	 Short lead times
•	 Fusion bonded epoxy coating
•	 PN16 flange drillings
•	 Standard PE100 orange pipe
•	 Supplied with bolt kit and gasket
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Other flange drillings available 
on request

•	 PE80 yellow pipe
•	 PE100 black pipe
•	 Embodied carbon data available 

upon request

Size DN80 - 400

Pr
es

su
re

PN7

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to +40°C

Bo
dy Steel / PE

Ap
pr

ov
al

s

GIS/PL3

Donkin PE100 Flange 
Adaptor

Series 39/50-001
M

at
er

ia
ls

 o
f C

on
st

ru
ct

io
n No. Description Material No. Description Material

1 Spigot Ductile iron GGG 40/50, DIN 1693 5 PE-pipe PE100

2 Flange Ductile iron EN 1563; EN - GJS -500-7 Bolts, and nuts Sheraplex coated grade 8.8

3 Shrink hose PE low/ medium density Gasket Nitrile

4 Sleeve Steel EN 10025; S355J2G3 (St 52.3)

(DN400 size only)

1 Spigot Mild steel S355 JH2 2 Flange Mild steel S235

AVK Ref
DN

PE 
Pipe 
Size

D df L I Weight Units / 
Parcel

Deliv. 
Code

Gross 
Price

mm Kg GBP
39-063-50-0012030 50 63 165 35 636 500 5
39-090-50-0112030 80 90 200 35 636 500 7 1 C 651.29
39-090-50-0212030 100 90 220 35 641 500 8 1 A 751.43
39-125-50-0212030 100 125 220 35 637 500 11 1 C 764.49
39-125-50-0312030 150 125 285 36 651 500 16 1 A 972.94
39-180-50-0312030 150 180 285 36 657 500 20 1 A 1,095.50
39-180-50-0412030 200 180 340 37 663 500 25
39-250-50-0412030 200 250 340 37 657 500 43 1 A 2,523.01
39-250-50-0512030 250 250 400 40 685 500 52 1 A 3,636.31
39-315-50-0512030 250 315 400 40 685 500 64 1 A 4,795.55
39-315-50-0612030 300 315 455 42.5 692 500 75 1 A 4,788.59
39-355-50-0612030 300 355 455 42.5 692 500 90 1 A 6,062.29
39-315-50-0712030 350 315 505 44.5 696 500 81 1 C 5,147.53
39-355-50-0712030 350 355 505 44.5 696 500 98 1 C 6,357.55
39-355-50-0812030 400 355 565 47 718 500 108
39-400-08-1204101 400 400 565 38 1088 1000 135
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AVK Ref
DN L W H L12

Pipe 
Diam.

PE 
Length

Weight Units / 
Parcel

Deliv. 
Code

Gross 
Price

mm Kg GBP
39-063-600-012030 50 1.34 165 83 0.5 63 500 9.51 1 A
39-090-600-112030 80 1.35 200 97.5 0.5 90 500 19.97 1 A 2,082.53
39-125-600-212030 100 1.35 220 110 0.5 125 500 20.26 1 A 2,309.23
39-180-600-312030 150 1.40 285 137 0.5 180 500 30.73 1 A 2,807.61
39-250-600-412031 200 2.01 340 162.5 0.5 250 1000 57.24 1 A 3,312.59
39-250-600-512031 250 2.01 405 162.5 0.5 250 1000 57.24 1 A 3,725.91
39-315-600-512031 250 2.02 405 189.5 0.5 315 1000 90.24 1 A 4,086.92
39-315-600-612031 300 2.02 460 189.5 0.5 315 1000 110.12 1 A 4,255.25
39-355-600-612031 300 2.12 460 215 0.5 355 1000 124.62 1 A 5,187.66
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 PE LENGTH  STEEL PIPE LENGTH 

3 8 1 7 6 2 5 9 4

ITEM NO. PART MATERIAL

1 STEEL PIPE MILD STEEL

2 SPIGOT MILD STEEL

3 RASIED FACE MILD STEEL

4 PIPE PE

5 SLEEVE MILD STEEL

6 DN25 PN16 RF FLANGE MILD STEEL

7 DN50 PN16 RF FLANGE MILD STEEL

8 SPLIT FLANGE DUCTIL IRON

9 SHRINK SLEEVE POLYOLEFIN
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Us
e

Connects to a gate valve and 
terminates with PE100 polyethylene 
pipe to connect to the gas pipeline. 2 
flanged bosses for bypass and purge 

points, for natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Flange – PN16 standard 
•	 Connection is a loose flange ring  

incorporating the Donkin split 
flange ring

•	 Standard is PE100 SDR11 
orange pipe

•	 EN1555-1 for Ireland and Middle 
East (black pipe with orange 
stripe)

•	 PE spigot options – 0.5M and 
1M long

•	 Embodied carbon data available 
upon request

Op
tio

ns

•	 ASA 150 flange drilling
•	 Alternative bypass and purge 

point options available
•	 Bolt and gasket kits

Size DN 50 - 300

Pr
es

su
re

PN7

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to +40°C

Bo
dy Steel / PE

Ap
pr

ov
al

s

GIS/PL3

Donkin PE Flange Adaptor 
with 2 Flanged Bosses

Series 39/60
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Pipe Mild steel 6
DN25 PN16 RF 
flange

Mild steel

2 Spigot Mild steel 7
DN25 PN16 RF 
flange

Mild steel

3 Raised face Mild steel 8 Split flange Ductile iron
4 Pipe PE 9 Shrink sleeve Polyoefin

5 Sleeve Mild steel



AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 99  Note: Product information is correct at time of printing

Us
e Transition fitting to join metallic and PE 

gas pipes, for natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Fusion bonded epoxy coating
•	 Low torque
•	 Universal fitting range
•	 PE 80 SDR17 pipe
•	 Embodied carbon data available 

upon request

Op
tio

ns

Size DN 90 - 355

Pr
es

su
re

PN2

Te
m

pe
ra

tu
re

Ra
ng

e

-20°C to +40°C

Bo
dy Ductile iron 

GGG 40/50, EN1563

Ap
pr

ov
al

s

GIS/PL3

Donkin Universal Transition 
Coupler

Series 604/1-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Body / spigot Ductile iron GGG 40/50, EN1563 5 PE-pipe PE80

2 Gland ring Ductile iron GGG 40/50, EN1563 6
Bolts, nuts and 
washers

STST Grade A2 70

3 Shrink hose PE low/ medium density 7 Gasket Nitrile NBR

4 Sleeve Steel EN 10025; S355J2G3 (St 52.3)

AVK Ref
D (Size Range) Range L L1 L2 Wgt Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm Kg GBP
604-106-090-1661000 90mm SDR17x3" 84-106 734 161 500 7.35 1 A 513.96
604-133-090-1661000 90mm SDR17x4" 109-133 739 164 500 7.35 1 A 612.36
604-133-125-1661000 125mm SDR17x4" 109-133 743 164 500 8.55 1 A 667.10
604-183-125-1661000 125mm SDR17x6" 157-183 754 170 500 11.42 1 A 826.26
604-183-180-1661000 180mm SDR17x6" 157-183 735.5 170 500 11.42 1 A 896.26
604-242-250-1661000 250mm SDR17x8" 218-242 770 180 500 16 1 A 1,582.19
604-292-250-1661000 250mm SDR17x10" 266-292 783 190 500 16 1 A 1,713.94
604-292-315-1661000 315mm SDR17x10" 266-292 775 190 500 19.62 1 A 2,287.55
604-327-315-1661000 315mm SDR17x12" 301-327* 787 195 500 42.59 1 A 2,613.21
604-350-315-1661000 315mm SDR17x12" 324-350 792 200 500 46.75 1 A 2,889.52
604-327-355-1661000 355mm SDR17x12" 301-327* 787 195 500 58.72 1 A 2,736.16
604-350-355-1661000 355mm SDR17x12" 324-350 792 200 500 61.83 1 A 2,890.10

No
te

s

* For steel pipe
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DELIVERY CODES:          A = up to 2 weeks, available ex-stock          B = up to 8 weeks           C = over 8 weeks
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Us
e Suitable for all ferrous pipes, PVC and 

AC, for natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Versatile design tolerance
•	 Corrosion resistant construction
•	 Lightweight
•	 Any length available in multiples 

of 150mm up to 1200mm
•	 Approved to GIS/LC8 Part 4
•	 Bitumen coated lugs
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Double or triple band option
•	 Threaded bosses ½” – 2” BSP
•	 Bitumen coated lugs
•	 Can be supplied on 

an emergency service               
0800 202 8228

Size DN80 - 1450

Pr
es

su
re

PN7 ≤ 300mm

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to+70°C

Bo
dy Stainless Steel AISI 316

Ap
pr

ov
al

s

GIS/LC8 Part 4

AVK Multi Band Stainless 
Steel Repair Clamp

Series 202/31-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n

No. Description Material No. Description Material

1 Boss (Optional)
Carbon steel to BS EN10025: 1990, grade 
FE430 B or to BS1503.221.430.

5 Nuts Grade 8.8, zinc plated and passivated.

2 Body Stainless steel AISI 316 6 Lugs Ductile Iron, BS EN 1563 EN-GJS-450-10

3 Gasket Nitrile rubber to EN 682. Coating (Lugs) Bitumen coated

4 Bolts Grade 8.8, zinc plated and passivated

AVK Ref
DN/DN H3 L No of 

Sectors
Weight Units / 

Parcel
Deliv. 
Code

Gross Price

mm kg GBP

202-31-0086-0601 86-106 180 150 2 5.4 1 A 226.34
202-31-0145-4801 145-165 180 1200 2 46
202-31-0164-6601 164-184 180 1650 2 55 1 A 2,279.11
202-31-0170-1801 170-190 180 600 2 25 1 A 501.42
202-31-0210-1801 210-230 210 450 2 19 1 A 480.69
202-31-0215-0901 215-235 235 225 2 10 1 A 508.69
202-31-0215-6601 215-235 215 1650 2 76 1 A 4,096.22
202-31-0275-1801 275-295 275 450 2 19 1 A 550.36
202-31-0319-0601 319-339 320 150 2 7.2 1 A 242.14
202-31-0330-3601 330-350 330 900 2 42 1 A 2,895.03
202-31-0385-1201 385-405 385 300 2 16 1 A 496.69
202-31-0395-4801 395-415 395 1200 2 63 1 A 1,957.51
202-31-0400-4201 400-420 400 1050 2 60 1 A 1,835.76
202-31-0440-4801 440-460 440 1200 2 70 1 A 3,666.38
202-31-0474-1201 474-494 494 300 2 21 1 A 1,007.75
202-31-0490-0801 490-510 490 200 2 14 1 A 887.11
202-31-0600-4201 600-626 600 1050 3 97 1 A 5,474.61
202-31-0725-2401 725-751 751 600 3 62 1 A 2,973.91
202-31-0801-4801 801-827 805 1200 3 132 1 A 7,237.81
202-31-0930-3001 930-956 956 750 3 88 1 A 4,532.85
202-31-1285-4801 1285-1311 1311 1200 3 167 1 A 19,544.31
202-30-0975-3601 975-1001 975 900 3 96
202-30-1278-4801 1278-1304 1278 1200 3 145
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Us
e Suitable for all service pipes, for 

natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Corrosion resistant design
•	 Quick and simple to use
•	 Lightweight
•	 Embodied carbon data available 

upon request

Note: Small size fitted with wingnut, 
all other larger sizes fitted with regular 
hex nut.

Op
tio

ns

•	 Fitting length 60mm (1 bolt) or 
100mm (2 bolts)

•	 Can be supplied on 
an emergency service               
0800 202 8228

Size DN15 - 60

Pr
es

su
re

PN2

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to+70°C

Bo
dy Stainless steel AISI 316

Ap
pr

ov
al

s

GIS/LC8 Part 4

AVK Pipe Saver 
Repair Clamp

Series 203/31-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Bolts Grade 4.6 zinc, plated and passivated 4 Body Stainless steel AISI 316

2 Nuts and washers Grade 4 zinc, plated and passivated 5 Gasket NBR to EN 682

3 Bracket Mild steel, zinc plated

AVK Ref
DN/DN H3 L W Weight Units / 

Parcel
Deliv. 
Code

Gross Price

mm Kg GBP

203-31-015-06 15-22 79 60 68 0.1 1 A 65.23

203-31-024-06 24-30 24 60 70 0.2 1 A 35.42

203-31-024-10 24-30 24 100 70 0.4 1 A 101.52

203-31-027-06 27-35 82 60 81 0.1 1 A 70.40

203-31-027-10 27-35 82 100 82 0.3 1 A 87.10

203-31-032-10 32- 38 32 100 75 0.4 1 A 108.95

203-31-041-06 41-48 85 60 94 0.2 1 A 77.03

203-31-048-10 48-54 50 100 50 0.3 1 A 80.88

203-31-054-06 54-60 88 60 106 0.1 1 A 81.13

203-31-054-10 54-60 55 100 55 0.3 1 A 103.94

No
te

s

(1) Design standard according to GIS/LC8-4, 60 mm long
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Us
e Suitable for all ferrous pipes, UPVC and 

AC, for natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Excellent sealing characteristics
•	 Versatile design tolerance
•	 Corrosion resistant construction
•	 Lightweight
•	 Any lengths available in multiples 

of 150mm up to 1200mm 
(1200mm length only available 
on larger diameters), Note:	             
-- Up to Dia 50mm max 

300mm long
-- 51 - 80mm max 450mm 

long
-- 81 - 100mm max 600mm 

long
-- 101 - 150mm max 750mm 

long
-- Greater than 150mm - 

contact AVK
•	 Bitumen coated lugs
•	 Sizes available: to fit mains Ø 33 
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Can be manufactured to suit 
any O.D

•	 Threaded bosses 1⁄2" – 2" BSP
•	 Can be supplied on 

an emergency service               
0800 202 8228

Size DN150 - 1200

Pr
es

su
re

PN2

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to+70°C

Bo
dy Stainless steel AISI 316

Ap
pr

ov
al

s

GIS/LC8 Part 4

AVK Single Band Repair 
Clamp

Series 206/31-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Bolts Grade 8.8 zinc, plated and passivated 4 Nuts Grade 8, zinc plated and passivated

2 Gasket Nitrile rubber to EN 682 5 Lugs Ductile iron, BS EN 1563 EN-GJS-450-10

3 Body Stainless steel AISI 316 Coating (Lugs) Bitumen coated

AVK Ref
DN/DN H3 L W Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm kg GBP

206-31-0033-08D1 33-36 98 200 180 2.9 1 A 676.58

206-31-0041-08D1 41-44 136 200 180 3.1 1 A 729.49

206-31-0047-0801 47-50 97 200 180 3.4 1 A 505.60

206-31-0047-08D1 47-50 142 200 180 3.1 1 A 733.14

206-31-0060-0601 60-67 115 150 180 1.7 1 A 172.14

206-31-0066-0601 66-73 121 150 180 3.3 1 A 162.27

206-31-0086-0601 86-93 141 150 180 3.2 1 A 363.91

206-31-0086-1231 86-93 105 300 90 6.6 1 A 406.15

206-31-0092-0601 92-99 147 150 180 3.5 1 A 391.18

206-31-0111-0601 111-121 166 150 180 3.8 1 A 366.06

206-31-0118-0601 118-128 173 150 180 3.5 1 A 275.62

206-31-0138-0601 138-148 193 150 180 3.6 1 A 286.81

206-31-0164-0601 164-174 219 150 180 4.2 1 A 376.33

206-31-0170-0601 170-180 220 150 180 3.9 1 A 139.80

206-31-0173-0601 173-183 228 150 180 6.0 1 A 312.16

206-31-0215-0601 215-225 270 150 220 4.7 1 A 389.50

206-31-0228-0601 228-238 283 150 233 5.2 1 A 680.94

206-31-0255-0601 255-265 310 150 260 5.0 1 A 410.98

206-31-0268-0601 268-278 323 150 273 5.0 1 A 414.76

206-31-0280-0601 280-290 335 150 285 5.1 1 A 418.69

206-31-0319-0601 319-329 374 150 324 5.5 1 A 1,094.89
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Us
e Suitable for all ferrous pipes, for natural 

gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Universal across all pipe types
•	 Large tolerance range
•	 Fusion bonded epoxy coating
•	 Can support realigned laterally 

displaced pipe ends
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Drilled and tapped boss ½” to 
2” BSP

•	 Can be supplied on 
an emergency service               
0800 202 8228

Size DN80 - 300

Pr
es

su
re

PN7

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to+70°C

Bo
dy Ductile iron

Ap
pr

ov
al

s

GIS/LC8 Part 4

AVK Universal Repair Clamp

Series 253/31-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Clamp halves Ductile iron BS EN 1563 EN-GJS-450-10. 5 Wedge Ductile iron BS EN 1563 EN-GJS-400-15.
2 Domed cap Black plastic. 6 Rubber Seals Nitrile to EN 682.
3 Bolts Grade 8.8. (sheraplex) 7 O-ring Coating Nitrile.
4 Nuts Hexagon, grade 8. (Sheraplex) Coating Fusion bonded epoxy-powder coated.

AVK Ref
Nom. 
Size Bolts

H Length W
O.D Sealing 

Range
Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

Inch mm kg GBP

253-31-003-Y(Z) 3 4 156 157 204 85.4 - 103.0 8.2

253-31-003-Y(Z) 4 4 186 167 238 111.8 - 129.4 12.5

253-31-003-Y(Z) 6 4 250 216 312 165.2 - 184.8 17.1

253-31-003-Y(Z) 8 4 300 220 374 215.9 - 239.7 24.6

253-31-003-Y(Z) 10 4 360 220 434 269.2 - 293.5 31.5

253-31-003-Y(Z) 12 4 420 270 500 319.9 - 341.3 51.2

No
te

s Y= 0 for plain boss, 1 for BSP ½", 2 for BSP ¾", 3 for BSP 1", 4 for BSP 1½" or 5 for BSP 2".
Bolts: Z = NONE/1 for sheraplex
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DELIVERY CODES:          A = up to 2 weeks, available ex-stock          B = up to 8 weeks           C = over 8 weeks
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Us
e

Suitable for steel pipes, for natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Can be fabricated in any size, 
with any branch size and any 
flange drilling

•	 Red oxide primed
•	 Uncoated welding strips for easy 

positioning on pipe
•	 Two-part body
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 BS EN 1092-2, BS 10 or ANSI 
drillings

•	 Branch sizes DN50–600
•	 Fixed or loose backing
•	 Can be supplied on 

an emergency service               
0800 202 8228

Size DN50 - 600

Pr
es

su
re

PN7

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to+70°C

Bo
dy Mild steel

to BS EN 10025 FE430B

Ap
pr

ov
al

s

 ANSI B31.8
Not approved to TS/SP/F/4

AVK Hot Tap Mild Steel Weld 
on Tee

Series 213/31-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Flange Mild steel to BS EN 10025 FE430B 3 Body Mild steel to BS EN 10025 FE430B

2 Branch Mild steel to BS EN 10025 FE430B

AVK Ref
DN

(Pipe)
DN2 

(Branch)
L H1 H2 Weight Units / 

Parcel
Deliv. 
Code

Gross Price

mm mm Kg GBP

213-31-0076-031 80 80 185 164 110 15

213-31-0088-031 100 80 185 177 110 18

213-31-0114-041 100 100 225 177 110 20

213-31-0139-041 125 100 225 - 110 23

213-31-0168-041 150 100 275 207 110 34

213-31-0168-061 150 150 325 217 140 36 1 A 7,383.37

213-31-0219-061 200 150 325 243 140 52

213-31-0219-081 200 200 425 243 140 55 1 A 7,374.22

213-31-0273-081 250 200 425 270 140 85

213-31-0273-101 250 250 525 290 140 90 1 A 9,195.70

213-31-0324-101 300 250 525 295 140 120

213-31-0324-121 300 300 625 315 190 125 1 A 10,097.14

213-31-0355-121 350 300 625 332 190 175

213-31-0355-141 350 350 725 352 190 180

213-31-0406-121 400 350 725 377 190 222

213-31-0406-161 400 300 825 387 190 230 1 A 10,392.54

213-31-0457-161 450 400 825 412 190 270

213-31-0457-181 450 450 925 432 190 280 1 A 15,573.82

213-31-0508-181 500 450 925 439 190 330

213-31-0508-201 500 500 1025 459 190 340

213-31-0609-241 600 600 1225 550 190 455 1 A 16,938.63

       ØA ØB L

Product Code Pipe DN(mm) Branch DN(mm) Weight (kg) Length (mm) H1 (mm) H2 (mm)

213-31-0076-031 80 80 15 185 164 110

213-31-0088-031 100 80 18 185 177 110

213-31-0114-041 100 100 20 225 177 110

213-31-0139-041 125 100 23 225 110

213-31-0168-041 150 100 34 275 207 110

213-31-0168-061 150 150 36 325 217 140

213-31-0219-061 200 150 52 325 243 140

213-31-0219-081 200 200 55 425 243 140

213-31-0273-081 250 200 85 425 270 140

213-31-0273-101 250 250 90 525 290 140

213-31-0324-101 300 250 120 525 295 140

213-31-0324-121 300 300 125 625 315 190

213-31-0355-121 350 300 175 625 332 190

213-31-0355-141 350 350 180 725 352 190

213-31-0406-121 400 350 222 725 377 190

213-31-0406-161 400 300 230 825 387 190

213-31-0457-161 450 400 270 825 412 190

213-31-0457-181 450 450 280 925 432 190

213-31-0508-181 500 450 330 925 439 190

213-31-0508-201 500 500 340 1025 459 190

213-31-0609-241 600 600 455 1225 550 190

AVK FABRICATED “HOT TAP” 
WELD-ON TEE 

213

SERVICE CONDITIONS

Maximum Working Pressure: 7 Bar. (100psi).
Hydraulic Test Pressure: 14 Bar. (200psi).

MATERIALS OF CONSTRUCTION

No.    DESCRIPTION     MATERIAL
1        Flange     Mild steel to BS EN 10025 

    FE430B.
2        Branch     Mild steel to BS EN 10025 

    FE430B.
3        Body     Mild steel to BS EN 10025 

    FE430B.

Northampton Office
8 Rushmills, Northampton,
NN 4 7YB England, UK.
Tel.: +44 (0) 1604 601188
Fax.: +44 (0) 1604 604818AVK UK Limited

Chesterfield Office
Colliery Close, Ireland Ind. Est., Staveley,
Chesterfield, S43 3FH England, UK.
Tel.: +44 (0) 1246 479100
Fax.: +44 (0) 1246 479200 www.avkuk.co.uk

TESTS

NDT includes Dye-penetrant test.

APPLICABLE STANDARDS

Designed generally in accordance with ANSI B31.8.

DIMENSIONS & WEIGHTS

Dimensions & weights are for general guidance only and may be subject to change due to manufacturing requirements. If more detailed 
data is required then contact AVK UK.

H
1

Ø
A

ØB

2
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Us
e

Suitable for all types of flowstopping, 
normal hot tap connections on all types 

of metallic pipes, for natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Maintenance free
•	 Robust design
•	 Full circumferential mat seal and 

secondary neck seal both nitrile 
rubber

•	 Suitable for flowstopping
•	 Manufactured to size
•	 Range: 14"-36" pipe diameters, 
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Branch size DN80-600
•	 Other flange drillings on request
•	 Can be supplied on 

an emergency service               
0800 202 8228

Size DN350 - 900

Pr
es

su
re

PN7

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to+70°C

Bo
dy Mild steel

Ap
pr

ov
al

s

GIS/LC8 Part 4

AVK Fabricated Bolt on 
Flowstop Tee

Series 214/31-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Body Mild steel 4 Nuts Mild steel, Sheraplex® coated

2 Bolt Mild steel, Sheraplex® coated 5 Seal NBR rubber

3 Washer Mild steel, Sheraplex® coated 6 Bridge plate Stainless steel 304

AVK Ref
DN Flange 

Drilling
H1 H3 L Pipe Dia Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm mm Kg GBP

214-31-0170-1551 150 PN16 235 335 450 170 146

214-31-0315-2051 200 PN16 292 450 755 315 366 1 A 4,930.85

214-31-0387-3051 300 PN16 369 577 900 387 487 1 A 10,372.62

214-31-0410-3051 300 PN16 380 600 900 410 310

214-31-0413-3051 300 PN16 381.5 603 900 413 325 1 A 9,493.19

214-31-0439-3051 300 PN16 395 629 900 439 150 1 A 11,536.05

214-31-0455-2551 250 PN16 393 635 750 455 293

214-31-0469-3051 450 PN16 395 630 960 469 339

214-31-0474-3051 450 PN16 400 635 960 474 339

214-31-0485-3051 300 PN16 418 675 900 485 338

214-31-0489-3051 300 PN16 420 679 900 485 338 1 A 15,856.68

214-31-0492-2551 250 PN16 411 672 750 492 391 1 A 11,550.00

214-31-0545-3051 300 PN16 448 735 900 545 578

214-31-0568-4051 400 PN16 499 798 1200 568 644 1 A 15,382.85

214-31-0610-4051 400 PN16 520 840 1200 610 631 1 A 12,139.64

214-31-0650-4051 400 PN16 540 880 1200 650 250

214-31-0805-4051 400 PN16 618 1035 1200 805 635 1 A 15,178.34

214-31-0964-5051 500 PN16 747 1244 1500 964 838 1 A 23,937.90

214-31-0968-1051 100 PN16 619 1118 300 968 629 1 A 10,308.90

214-31-0968-2051 200 PN16 634 1133 600 968 671 1 A 13,001.10

For Gas Applications

AVK DONKIN FABRICATED FLOWSTOP TEE.  PN16 214/31-001

Component list:
1

2

3

1.

2.

3.

Body

Bolt

Washer

Mild steel

Mild steel, Sheraplex® coated

Mild steel, Sheraplex® coated

4

5

6

4.

5.

6.

Nut

Seal

Bridge plate

Mild steel, Sheraplex® coated

NBR rubber

Stainless steel 304

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

mm

Flange

drilling

H1

mm

H3

mm

L

mm

Pipe diam.

mm

Theoretical

weight / kg

214-31-0170-1551

214-31-0387-3051

214-31-0410-3051

214-31-0413-3051

214-31-0439-3051

214-31-0455-2551

214-31-0485-3051

214-31-0489-3051

214-31-0492-2551

214-31-0545-3051

214-31-0568-4051

214-31-0610-4051

214-31-0650-4051

214-31-0805-4051

214-31-0964-5051

214-31-0968-1051

214-31-0968-2051

150

300

300

300

300

250

300

300

250

300

400

400

400

400

500

100

200

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

PN16

235

369

380

381.5

395

393

418

420

411

448

499

520

540

618

747

619

634

335

577

600

603

629

635

675

679

672

735

798

840

880

1035

1244

1118

1133

528

960

960

960

960

752

960

960

752

960

1240

1240

1240

1240

1520

304

752

170

387

410

413

439

455

485

485

492

545

568

610

650

805

964

968

968

146

487

310

325

150

293

338

338

391

578

644

631

250

635

838

629

671
Row to make sure table is never blank
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The designs, materials and specifications shown are subject to change without notice due to the continuous development of our product range.

COPYRIGHT©AVK GROUP 2018
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Us
e

Suitable for under pressure branch 
connections on all ferrous pipes, PVC 

and AC, for natural gas

Fe
at

ur
es

 a
nd

 b
en

efi
ts

•	 Excellent sealing characteristics
•	 Versatile design tolerance
•	 Corrosion resistant construction
•	 Lightweight
•	 Any lengths available in multiples 

of 150mm up to 1200mm, 
Note:	

-- Up to Dia 50mm max 300mm 
long

-- 51 to Dia 80mm max 450mm 
long

-- 81 to Dia 100mm max 
600mm long

-- 101 to Dia 150mm max 
750mm long	 	

•	 Bitumen coated lugs
•	 To fit mains from Ø70-1265mm
•	 Branches DN50-DN600
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Can be fabricated up to 
DN1200mm	

•	 Any lengths available in multiples 
of 150mm up to 1200mm

•	 Can be supplied on 
an emergency service               
0800 202 8228

Size DN80 – 1200

Pr
es

su
re

PN7 < 300mm

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Stainless Steel AISI 316

Ap
pr

ov
al

s

GIS/LC8 Part 4

Donkin Stainless Steel Bolt 
on Under Pressure Tee

Series 215/31-001
M

at
er

ia
ls

 o
f C

on
st

ru
ct

io
n No. Description Material No. Description Material

1 Flange 
Carbon steel to BS EN 10025:1990, Grade FE 
430 B or to BS 1503.221.430

5 Nuts and washers Grade 8, zinc plated and passivated

2 Neck Stainless steel AISI 304 min (or 316) 6 Lugs
Ductile iron, BS EN 1563 EN-GJS-450-10; 
Bitumen coated

3 Gasket mat EPDM 7
Bolts with domed 
caps

Grade 8.8, zinc plated and passivated with 
plastic caps

4 Body Stainless steel AISI 304 min (or 316)

AVK Ref
DN/DN DN2 H1 H3 L W Weight Units / 

Parcel
Deliv. 
Code

Gross 
Price

mm kg GBP

215-31-0086-03121 86 - 106 80 142 198 300 200 15 1 A 980.92

215-31-0164-04121 164 - 184 100 182 264 300 264 40 1 A 1,144.89

215-31-0164-06151 164 - 184 150 202 284 375 285 23 1 A 1,381.45

215-31-0215-04121 215 - 235 100 208 315 300 315 16 1 A 1,528.44

215-31-0215-06151 215 - 235 150 228 335 375 315 30 1 A 1,619.93

215-31-0215-08181 215 - 235 200 228 335 450 340 35 1 A 2,182.72

215-31-0225-04121 225 - 245 100 215 330 300 335 19
215-31-0255-04121 255 - 275 100 228 355 300 355 25 1 A 1,393.47

215-31-0255-06151 255 - 275 150 248 375 375 355 36 1 A 1,788.92

215-31-0268-04121 268 - 288 100 234 368 300 368 17 1 A 1,395.77

215-31-0268-06151 268 - 288 150 254 388 375 368 25 1 A 1,818.43

215-31-0268-06241 268 - 288 150 254 290 600 370 38 1 A 1,586.41

215-31-0268-08181 268 - 288 200 254 388 450 368 38 1 A 2,394.56

215-31-0268-10241 268 - 288 250 274 408 600 408 46 1 A 3,376.37

215-31-0319-04121 319 - 339 100 260 419 300 419 18 1 A 1,399.71

215-31-0319-06151 319 - 339 150 280 439 375 419 27 1 A 1,860.57

215-31-0319-06181 319 - 339 319 280 440 450 420 32 1 A 1,352.80

215-31-0319-06241 319 - 339 150 280 440 600 420 40 1 A 1,737.01

215-31-0319-08151 319 - 339 200 280 439 375 419 38 1 A 2,903.95

215-31-0319-10241 319 - 339 250 300 459 600 419 51 1 A 3,329.92

215-31-0319-12301 319 - 339 300 310 469 750 460 67 1 A 4,026.53

215-31-0433-10241 433 - 453 250 357 575 600 535 58 1 A 2,574.68

215-31-0435-16361 435 - 455 400 367 585 900 535 99 1 A 4,479.27

215-31-0470-06181 470 - 490 150 355 600 450 570 41
215-31-0490-12301 490 - 510 300 395 640 750 590 71 1 A 3,138.14

215-31-0585-06151 585 - 611 150 412 705 375 685 35 1 A 2,464.11

215-31-0610-04121 610 - 636 100 405 710 300 710 32 1 A 2,040.16

215-31-0960-04181 960 - 986 100 590 1070 450 1060 58
215-31-1053-04121 153 - 173 100 176 255 300 255 36 1 A 767.00
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Us
e Suitable for all ferrous pipes, for natural 

gas

Fe
at
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es

 a
nd

 b
en

efi
ts

•	 Suitable for all ferrous pipe types
•	 Extremely versatile - large 

tolerance range
•	 Allows for a total angular 

deflection of +/- 4 degrees
•	 Slotted branch flange
•	 Corrosion resistant construction
•	 Fusion bonded epoxy coating
•	 Suitable for stoppling
•	 Maximum Working Pressure: 

7 Bar
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 	BS EN 1092-2, BS10 or ANSI 
flange drillings

•	 Branch sizes DN80-300
•	 Can be supplied on 

an emergency service               
0800 202 8228

Size DN80 - 300

Pr
es

su
re

PN7

Te
m

pe
ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Ductile iron

Ap
pr
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al

s

GIS/LC8 Part 4

AVK Universal Under 
Pressure Tee

Series 257/31-001
M

at
er
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ls
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f 

Co
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n

No. Description Material No. Description Material

1 Body Ductile iron, min. GJS-450-10 5 Washer Grade 8.8, zinc plated and passivated

2 Domed cap Plastic 6 Seal Nitrile rubber

3 Bolt Grade 8.8, zinc plated and passivated 7 O-ring Nitrile rubber

4 Nut Grade 8.8, zinc plated and passivated

AVK Ref
DN/DN DN2 H3 L W Weight Units / 

Parcel
Deliv. 
Code

Gross Price

mm kg GBP

257-31-04-081 111.8-129.4 80 241 216 238 14 1 A 889.10

257-31-04-101 111.8-129.4 100 241 216 238 16 1 A 989.32

257-31-06-081 165.2-184.8 80 315 220 312 21 1 A 1,079.53

257-31-06-101 165.2-184.8 100 315 220 312 22 1 A 1,128.27

257-31-06-151 165.2-184.8 150 302 285 312 26 1 A 1,191.78

257-31-08-081 215.9-239.7 80 370 220 374 28 1 A 2,688.99

257-31-08-101 215.9-239.7 100 370 220 374 26 1 A 2,574.81

257-31-08-151 215.9-239.7 150 363 320 374 38 1 A 2,699.88

257-31-08-201 215.9-239.7 200 363 340 374 39 1 A 2,624.47

257-31-10-081 269.2-293.5 80 440 220 434 36 1 A 2,179.61

257-31-10-101 269.2-293.5 100 440 220 434 45 1 A 2,702.44

257-31-10-151 269.2-293.5 150 431 370 434 65 1 A 4,083.33

257-31-10-201 269.2-293.5 200 431 370 434 64 1 A 4,071.98

257-31-10-251 269.2-293.5 250 431 370 434 72 1 A 3,770.66

257-31-12-081 319.9-341.3 80 505 270 500 50 1 A 3,229.89

257-31-12-101 319.9-341.3 100 505 270 500 51 1 A 3,281.90

257-31-12-151 319.9-341.3 150 505 285 500 68 1 A 3,449.97

257-31-12-201 319.9-341.3 200 494 420 500 75 1 A 6,006.22

257-31-12-251 319.9-341.3 250 494 420 500 93 1 A 5,405.89

257-31-12-301 319.9-341.3 300 494 455 500 85 1 A 5,445.17
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Us
e Suitable for all ferrous pipes, for natural 

gas

Fe
at

ur
es

 a
nd

 b
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efi
ts

•	 Outlet sizes ¾" to 2" BSPT 
which can be combined with 
larger body size as required

•	 Threaded outlet for direct 
tapping into service pipes

•	 Quick and simple to install
•	 No special tools required
•	 Lightweight and easy to handle
•	 Corrosion resistant design, all 

Stainless Steel body 
•	 Embodied carbon data available 

upon request

Op
tio

ns

•	 Stainless steel outlet
•	 Can be supplied on 

an emergency service               
0800 202 8228

Size DN1” - 2”

Pr
es

su
re

PN2

Te
m
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ra

tu
re

Ra
ng

e

-10°C to +70°C

Bo
dy Stainless steel, AISI 316

Ap
pr

ov
al

s

GIS/LC8 Part 4

AVK Live Transfer Fitting

Series 207/31-001
M

at
er

ia
ls

 o
f 

Co
ns

tr
uc

tio
n No. Description Material No. Description Material

1 Outlet Zinc painted steel 4 Bolt/Nut/Washer Zinc plated steel

2 Body Stainless steel 5 Lug Zinc plated steel

3 Gasket NBR 6 Lug Ductile Iron

AVK Ref

DN DN DN/DN

BS
PT Dd H H3 L

Co
nn

ec
tio

n

W
ei

gh
t

Units / 
Parcel

Deliv. 
Code

Gross 
Price

Inch mm Inch mm kg GBP

207-31-0034-04071 1" 33.4 32.5-35.5 3/4" 20.5 47 84 100 PIPESAVER 0.4 1 A 167.12

207-31-0042-04101 1¼" 42.2 41-44 1" 25.7 58 100 100 PIPESAVER 0.4 1 A 178.52

207-31-0048-06121 1½" 48.3 47-51 11/4" 34.4 66 143 150 WRAPAROUND 3.4 1 A 227.92

207-31-0048-06131 2" 48 47-51 11/4" 48 74 150 150 BSPT 2.8 1 A 187.85

207-31-0048-06151 1½" 48.3 47-51 11/2" 40.3 75 152 150 WRAPAROUND 2.7 1 A 209.67

207-31-0048-06161 2" 48 47-51 11/2" 48 79 155 150 BSPT 2.8
207-31-0060-06201 2" 60.3 59-63 2" 51.3 91 147 150 WRAPAROUND 2.5

AVK LIVE TRANSFER FITTING 207/31-001

Component list:
1

2

3

1.

2.

3.

Outlet

Body

Gasket

Zinc painted steel

Stainless steel

NBR

4

5

6

4.

5.

6.

Bolt/nut/washer

Lug

Lug

Zinc plated steel

Zinc plated steel

Ductile iron

Components may be substituted with equivalent or higher class materials without prior notification.

Reference nos. and dimensions:

AVK ref. no. DN

Inch

DN

mm

DN/DN BSPT thread

Inch

Dd

mm

H

mm

H3

mm

L

mm

Connection Theoretical

weight / kg

207-31-0034-04071

207-31-0042-04101

207-31-0048-06121

207-31-0048-06151

207-31-0060-06201

1"

1.25"

1.5"

1.5"

2"

33.4

42.2

48.3

48.3

60.3

32.5 - 35.5

41.0 - 44.0

47.0 - 51.0

47.0 - 51.0

59.0 - 63.0

3/4"

1"

1 1/4"

1 1/2"

2"

20.5

25.7

34.4

40.3

51.3

47

58

66

75

91

84

100

143

152

147

100

100

150

150

150

PIPESAVER

PIPESAVER

WRAPAROUND

WRAPAROUND

WRAPAROUND

0.4

0.4

3.4

2.7

2.5

Row to make sure table is never blank

2/2
03-Jul-2017 16:48niki -

The designs, materials and specifications shown are subject to change without notice.This is due to the continuous development of our product range.

COPYRIGHT©AVK GROUP 2017
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For the full product range visit the website www.avkuk.co.uk  

AVK ASSOCIATED PRODUCTS
FOR GAS

SERIES 555/370-003
Donkin Cast Iron PUR 
Coated Softseal Valve with 
PE Ends
DN90-315
PN4/7
Cast Iron
GIS V7 Part 1
GIS PL3

SERIES 555/100
Donkin Large Diameter 
Cast Iron Softseal Valve
DN350-600
PN2
Cast Iron
GIS/V7 Part 1

SERIES 555/300-001 
Donkin Cast Iron 
Softseal Valve
DN50-300
PN7
Cast Iron
GIS/V7 Part 1

SERIES 555/300-004
Donkin Cast Iron PUR 
Coated Softseal Valve
DN80-300
PN7
Cast Iron
GIS/V7 Part 1

SERIES 662
Donkin Coke Oven Gas 
Wedge Gate Valve
DN650-1200
PN0.25/0.35
Cast or Ductile Iron
EN 12266

SERIES 455/74
Donkin PE/Screwed End 
Ball Valves
32mm x 1", 63mm x 2" 
PN4/7
Ductile Iron 
GIS/PL3
GIS/V4 

SERIES 666/80
AVK Brass Security Valve 
for Gas Riser Systems
DN¾
PN5
Brass
GIS/V7 Part 3

SERIES 451/50
Donkin Ball Valve with 
Screwed Ends
DN¾-2”
PN7
Ductile Iron Body
Stainless Steel Ball
GIS/V4

SERIES 85/30
Donkin CertusTM 
PE Clear Bore Service 
Isolation Valve
DN20-180
PE100
GIS/V7 Part 2
EN 1555-4

SERIES 310/061
Donkin Flow Limitor (EFV) 
(310 T)
DN32 
PN0.075-5
HDPE
GIS/EFV1
32mm

SERIES 310/080
Donkin Integral Flow 
Limitor (EFV)
(Fits into Electrofusion 
Coupler or Reducer)
DN32, 32x20, 32x25
PN0.69-7
MSS SP-115
32, 32x20. 32x25mm

SERIES 555/00-005
Donkin Downpipe adaptor 
for series 555 valves
(Recycled PE)

SERIES 555/00-002
Donkin Stem Cap for 
Series 555 and
150 CL Valves.
DN50-600
Cast Iron
28mm/25mm

SERIES 555/00-001
Donkin Clip-on Indicator for 
Series 555 & 158 Valves 
up to DN300 for use 
above and below ground 
Polycarbonate 

SERIES 555/00-004 
Donkin Handwheel to suit 
555 Valves.
DN50-600
Cast Iron

SERIES 555/00-003
Donkin Anti Tamper Device
for Series 555 Valves
DN50-200
Cast Iron

SERIES 158/04-002
Donkin PUR Coated Under 
Pressure Drilling Valve
DN80-300
PN7
Cast Iron
GIS/V7 Part1

SERIES 460/02
Donkin Steel Ball Valve
DN20-50
PN7
Carbon Steel
Stainless Steel Ball
EN 12266
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As part of the AVK group 
we have the advantage 
to access products 
that suit all types of 
non-conventional gas 
applications. For example, 
AVK UK are able to offer 
a complete solution for all 
sections of a Bio Gas Plant 
regardless of Feedstock 
type, Slurry or Bio Waste 
and whether the process 
includes Siloxane (synthetic 
silicone derivatives) 
removal. We can also 
provide a solution for gas 
that is used locally or 
converted into Biomethane 
and fed back into the grid. 

Using the knowledge and local expertise 
of AVK and Donkin you have access to the 
substantial range of products from :- 

•	 Donkin Valves in Chesterfield - 
manufacturer of ball, gate and parallel 
slide gas valves. 

•	 AVK Syddal in Hyde Manchester - 
manufacturer of a complete range of 
fittings.

•	 Aqua Gas Manufacturing in Corby - water 
valves and swing check valves. 

•	 Wouter Witzel in the Netherlands - 
manufacturing vulcanised butterfly valves. 

•	 Interapp in Switzerland - manufacturing 
loose liner butterfly valves.

•	 Cyl and Orbinox in Spain - manufacturing 
knife gate valves.

•	 Tec Artec in Germany - manufacture high 
pressure ball and plug valves.

•	 Syntec / AVK Plastics in China - 
manufacturing the PE ball and butterfly 
range.

FOR MORE ABOUT 
THE FULL RANGE OF 
RENEWABLE GAS 
PRODUCTS CALL US ON:
+44 (0) 1246 479100

OR VISIT OUR WEBSITE:
www.avkuk.co.uk

RENEWABLE GAS 
FROM AVK AND DONKIN

AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 113  
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SCAN THE
QR CODE

TAKE THE  
INSTALLATION PICTURE

FULL TRACEABILITY IN A FEW SIMPLE STEPS... 

AVK INSTALLATION TRACKER IS 
THE NEW ASSET MANAGEMENT 
SYSTEM* FROM AVK FOR 
VALVES, FITTINGS AND 
ASSOCIATED PRODUCTS. 
UTILISING A NEW, PURPOSE 
BUILT, USER FRIENDLY MOBILE 
APP & WEB PORTAL.

AVK installation tracker uses a QR code platform, designed to give full 
traceability of your assets providing the data on each installed valve, and gives 
the opportunity to review the quality of the joints and the installation. This, 
combined with a unique GPS pin location and a picture of each installation, 
ensures that you have a complete, accurate and auditable record of every 
installation. Furthermore, all the data recorded can be exported into standard 
data formats for integration into the clients existing mapping system . * Patent 
pending.

The QR code is generated when the asset successfully passes all the relevant test procedures. It assigns a unique 
serial number for the product which is linked to the full material and test records. When installed the data record 
becomes complete from raw material to accurate position and application.

DOWNLOAD
THE APP

SET  
LOCATION

114 | AVK WATER AND GAS PIPELINE FITTING SOLUTIONS
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INCREASED ASSET TRACEABILITY 

RECORD INDIVIDUAL ASSET INSTALLATIONS

ACCURATE GPS PIN LOCATION

VISUALLY AUDIT THE INSTALLATION QUALITY

EXPORTABLE DATA INTO STANDARD FORMATS

PERIODIC INSTALLATION AUDIT REPORT AVAILABLE

THE APP THE PORTAL

Scan the QR code  
using the App

Secure Customer log inAccurate GPS pin
gives location

Asset location on map 
(colours represent  

different pressures)

Take an installation 
picture

Data record includes:
asset type, materials, 

size, pressure and who 
installed the valve

 The pin shows  
asset location

Verify pictorial record

AVK INSTALLATION TRACKER HAS ALL YOU NEED TO MANAGE 
FUTURE TRACEABILITY

10 YEAR WARRANTY
SUBJECT TO TERMS AND CONDITIONS. AVK UK OFFER A 10 YEAR WARRANTY ON ALL DONKIN GAS VALVES CORRECTLY  

RECORDED ON THE AVK VALVE INSTALLATION TRACKER, FURTHER DETAILS SUPPLIED ON REQUEST.

Access to the recorded data, collected from the app is via a user friendly web portal providing at a glance accurate valve records.

AVK WATER AND GAS PIPELINE FITTING SOLUTIONS | 115  
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NEW
AVK       EBSITEW

INTRODUCING 
THE NEW 
AVK WEBSITE
•	 Completely fresh look and functionality 
•	 Easy navigation 
•	 Easier access to information
•	 Increased product visibility, identification 

and selection
•	 Direct contact to product experts

The updated Product Finder, the principal 
selection tool, offers greater product 
information at-a-glance while the new, 
“AVK World” visualisation is very exciting 
and a great guide to product selection, 
application, installation and links to the 
product represented.

AVK World Visualisation

Click on the sector

Click on the product

Choose the product you 
require from our range

Review the technical 
information
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WATER AND WASTE WATER
ENGINEERED 
SOLUTIONS

ONE TEAM
THREE BRANDS

MANY SOLUTIONS
Our product range from DN50-3000+ 
includes an extensive range of: 
•	 Wedge gate valves 
•	 Parallel faced gate valves for dams and 

reservoir applications
•	 Butterfly valves
•	 High performance recoil check valves
•	 Needle control valves
•	 Free discharge, cone, hollow jet valves
•	 Submerged discharge valves
•	 Plug valves
•	 Air control valves
•	 Automatic pressure and level control 

valves 
•	 Penstocks, sluice and roller gates
•	 Stop logs
•	 Bellmouths
•	 Flap valves

Engineered and site solutions:
•	 Site Surveys and Health Checks
•	 Supply, Installation, Refurbishment and 

Replacement
•	 Design and Manufacture of Ancillary 

Equipment
•	 All Associated Enabling, Electrical and Civil 

Engineering Services 
•	 Equipment Commissioning 
•	 Scheduled Maintenance and Servicing 

Contracts 
•	 Extended Warranties
•	 Post Contract Training 
•	 UK Coverage 
•	 Bespoke fabrication services

Within our vast range of 
capabilities we can provide 
a comprehensive range 
of engineering and site 
solution packages. Our 
specialist teams come to 
you to identify the perfect 
solution - from feasibility 
and site audit to network 
leakage management and 
repair.  

TECHNICAL INFORMATION
Online product selection 

PDF brochures
Websites

Video tutorials 
Interactive animations web shops

2D drawings
3D drawings

Technical documents

ENGINEERING
Network modelling 

CFD analysis
FE analysis

Hydraulic system calculations
Fluid test laboratory

SUPPORT
Engineering and site solutions

Sustainable smart water management 
solutions

T: +44 (0) 1604 601188
E: projects@avkuk.co.uk

T: +44 (0) 1292 670404
E: drh@glenfield.co.uk

T: +44 (0) 1622 754613
E: sales@invictavalves.co.uk
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GLENFIELD Valves Limited Sales and 
Technical Engineering Support - Address
Lifeways House, 22 Shaw Road
Prestwick
Ayrshire 
KA9 2LP

GLENFIELD Valves Limited
Service Centre and Warehousing - Address
Queens Drive
Kilmarnock
Ayrshire
KA1 3XF 

Sales and Engineering
T: +44 (0) 1292 670404
E: drh@glenfield.co.uk

Glenfield’s product range includes an 
extensive range of: 
•	 Wedge gate valves 
•	 Parallel faced gate valves for dams and 

reservoir applications
•	 Butterfly valves
•	 High performance recoil check valves
•	 Needle control valves
•	 Free discharge, cone, hollow jet valves
•	 Submerged discharge valves
•	 Plug valves
•	 Air control valves
•	 Automatic pressure and level control 

valves 
•	 Penstocks, sluice and roller gates
•	 Stop logs
•	 Bellmouths
•	 Flap valves

Within our vast range of capabilities Glenfield 
can provide a comprehensive range of 
engineering and site solution packages. Our 
specialist teams come to you to identify the 
perfect solution - from feasibility and site audit 
to network leakage management and repair.  

Engineering and site solutions:
•	 Valve, penstock and actuator: site surveys 

and health checks
•	 Valve supply, installation, refurbishment 

and replacement
•	 Design and manufacture of ancillary 

equipment
•	 All associated enabling, electrical and civil 

engineering services 
•	 Equipment commissioning 
•	 Scheduled maintenance and servicing 

contracts 
•	 Extended warranties
•	 Post contract training 
•	 UK coverage

CONTACTS 
www.glenfield.co.uk

GLENFIELD is a leading 
supplier of large diameter 
valves for dams, reservoirs 
and hydropower 
installations around the 
world.
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Invicta Valves Ltd - Address
Units 9-12 Boxmend, 
Parkwood Industrial Estate, 
Maidstone, 
Kent ME15 9YG

Invicta Valves Ltd - Sales
Tel: +44 (0) 1622 754613 
Email: sales@invictavalves.co.uk 

Invicta Site Solutions: 
T: +44 (0) 1622 754613
E: sitesolutions@invictavalves.co.uk

CONTACTS 
www.invictavalves.co.uk

Invicta Valves was formed 
in 1982 and has grown 
over the last 30 years 
from a valve and actuator 
stockist/ distributor to an 
independent company 
offering complete valve, 
penstock and site solutions.

We offer a complete 
site solutions valves and 
penstock package, with an 
outstanding reputation for 
solutions, not just products.  

Focusing particularly on 
the bespoke “outside the 
box” packages for the most 
challenging applications.

The site solutions service includes:
•	 Valve, penstock and actuator – site surveys 

and health checks
•	 Valve, penstock and actuator – supply, 

installation, refurbishment and replacement
•	 Design and manufacture of ancillary 

equipment
•	 All associated enabling, electrical and civil 

engineering services 
•	 Equipment commissioning 
•	 Scheduled maintenance and servicing 

contracts 
•	 Extended warranties
•	 Post contract training 
•	 UK coverage 
•	 Bespoke fabrication services

We offer national coverage with premises at 
Maidstone and Prestwick.

Our water level management product range 
includes:
•	 Penstocks – isolating, weir, twin door, flange 

mounted and power operated
•	 Tidal flap valves - simple isolating duty using 

both single or double hung design, multi 
door and winch operated

•	 Tilting weirs
•	 Stoplogs and Handstops

Working in collaboration with Fishtek 
Consulting Ltd, our fish and eel friendly 
product range includes:
•	 Gravity fed eel passes 
•	 Pumped ‘up and over’ eel passes
•	 Tilting weir eel passes
•	 Spring retarders
•	 Tidal gate dampers



Northampton Office - Water
8 Rushmills 
Northampton 
NN4 7YB 
England

T:  +44 (0) 1604 601188
E: customerservice@avkuk.co.uk
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Information in the brochure is current at time of issue, 
for the most up to date information please visit the website www.avkuk.co.uk

April 2019 Copyright@AVK Group A/S 2019

Chesterfield Office - Gas
Colliery Close, Ireland Ind. Est 
Staveley, Chesterfield
S43 3FH
England, UK 

T:  +44 (0) 1246 479100
E: gasenquiries@avkuk.co.uk


